vn 


sols of Trott & Hamilton's Patent Grapnel Rope and Trott & Patent 


LONDON: FUBLIGEING OFFICE, ‘PATERNOBTER ROW, E.0.—Sussonrrion per annum, Postage 

inclusive, in Great Britain, 19s. 6d.; to Postal Union, of the first class, 21s. sand 27, Warren Bio Paru 
| Fous AG), D. Van Street, 237, Warren Street. 


ENGINEERS AND ELECTRICIANS. 


| | 44 UNION COURT, OLD BROAD STREBR, LONDON, LC. WORKS 


TELEPHONE No: L010. PRIVATE: WIRE, GITY OFFIONS TO. worms, 


a tanutecerens of all Telegraph Appliances, Materials, and Machinery for Making, laying and Maintaining 
1 Submarine Cables, and Contractors for Underground and Aërial Telegraphs. 


L ps and Steel Telegraph Buoys, , both Patent and Ordinary ; , Creepers, Mushrooms, Sinkers, 5 


Cable Picking-up and Machi ant ow and Stern Gear, Steam and. 
4 a 


BB || au apparatus and material used in the Construction, Maintenance, and Working of LAND LINES, viz. :— 


Ling des la Drums, Spliomg and Jointing de. 
Machinery Designed and Constructed for the Sei Equipment of Telegraph Cable Factories and Vessels. 
: Steam and Hand Wire Sounding Machines for Deep and Shallow Water. 


| POLES—Wronght Iron or Composite Poles for Telegraph, Telephone, and Electric Light purposes. House-Top Poles and Fittings. 
Patent Fluid Insaletoes, und all kinds of the Sad | 
WIRE—Iron and Steel Wire, Galvanized, Plain, or Stranded. Insulated Wires of every description. ie gost 
BATTERIES—Sole Makers of Higgins’ Patent Bichromate Batteries, Leclanché, &o. Zine and Carbon Plates. Cet 
Bells, Galvanometers, and other Testing Instruments. 


Makers of Underground, Aérial, Torpedo, and Field Cables, with Single or Multiple Cores, 


Copper Wisin Sik and Cf taped 
| Lighining Conductors. of ‘the approved types. 


| Dynamos, Lame, { ELECTRIC Stock Cables, Cazbons ready 


SOLE MAKERS or 


ee ALTERNATING or CONTINUOUS: 
For PARALLEL or SERIES working, : 
SINGLE CARBON LAMPS, 16 :HOURS: 82 HOURS, 


PROFESSOR GEO. FORBES. 
«muse PLEASE CRE EYE | 
PROFESSOR 8. P. THOMPSON Me, LANT CARPENTER 


Mr. W. E. PREECE, PRS. — 


ie ‘ 


tak 


‘In use Colonial, and Foreign Governinente's Corporations ; 


‘Railways ; Docks ; Wharves ; Mines; Factories ; Photographers, iy as 
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MEDAL, INTERNATIONAL. ELECTRIC ‘EXHIBITION, 1889: 
-— Tnteriationial Inventions Exhibition, 1885, GOLD MEDAL for Machinery, SILVER MEDAL for Cables and ie 


Contenotors ELM. Postmaiter-General the indian Government, the prinotpal Rallway, Telephone. and Mleotrie Light 
AGTURERS, BY PATENT PROGESS PATENT COVERED RON re AERIAL LIN Dy. 
“@lover’s Patent Covere luctivity Copper Wire for Aë 


Patent Covered Gutti-Parcha Wire for ‘Yeadingin, Tunnel, Underground Wot. 


‘THOROUGHLY INSULATED TELEPHONE CABLES UP TO ONE ‘WIRES, 


“as | SALFORD, MANCHESTER. LE 


WORKS Bridgewater Steet tr (SALFORD. 
| Springfield Lane Cable Works. | | 
LONDON: 10, GARDEN, EC. 
RENDERS 
HIGH: TENSION | 
CIRCUITS 
& GORHAM, * 
2 WROTIRON| 
2 OR STEEL. | 
| a GAS,STEAM TEAM WATER. 
BOILER TUBES 
SS | 3 AND FITTINGS. | 
for ELECTRICAL CONDUCTORS: PLAIN oc CALVANZED 
TuBE-worKS. GREAT-BRIDGE, STAFFORDSHIRE | 
LONDON | OFFICE: 46, QUEEN VICTORIA 


|. Glectrical Mire and Cable Makers, 
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ELECTRIC LIGHT ENGINES 


ALL CLASSES OF BNGIN BS 
MANUFACTURED BY 


., RANSOMES, SIMS & JEFFERIES, Lo. 


wi ci - Catalogues and Prices on application. 
J ORWELL 9, GRACECHURCH 
WORKS, IPSW ICH; STREET, LONDON. 


DOCK 


HOUSE, BILLITER ST., 


LONDON > E.C. 
(Late 161, Queen Victoria Street.) 


All Goods are made at our 
Works, near London, and are 
of the best possible description. 


Specify “ SALAMANDER” Brand. 


Depots: NEWCASTLE-ON-TYNE, Quay Side: 
MANCHESTER, 31, Deansgate; LIVERPOOL, 
47 and 49, South John Street; GLASGOW, 60, 
West Howard Street ; CARDIFF, Mount Stuart 
Square; KRISTOL, Provident Buildings, Ci e 
Street ; ST. PETERSBURG, Gostinoe Dvor. 


ASBESTOS 


PIONEERS OF THE ASBESTOS TRADE. FINE ASBESTOS PAPER, for Dynamos, &c. 


ASBESTOS TUBES & CEMENT, for Electric Light Leads. 
ASBESTOS FIRE-PROOF PAINT, for protecting wood- 

» The ONLY COMPANY 

” in the World owning 


work, troughs for leads, &c. 
ASBESTOS MILLBOARD STRIPS, for ditto. 
and working rking Asbestos 
Mines in both ITALY 


FINE ASBESTOS THREAD, for cowering wires, | 
and CANADA. 3647 


LIMITED 


ASBESTOS COVERED WIRES. 
PATENT SALAMANDER LUBRICANT, fot Dynamos, &c. 
PACKING, NON-CONDUCTING COVERING for Boilers, &c. 


FREDERICK SMITE at co... 


CALEDONIA WORKS, HALIFAX. 
Contractors to Her Majesty's Government & Railway Companies 


BEST REFINEHD TELEPHONE. WIRE. 


PATENT GALVANISED TELEGRAPH WIRE. 


100 Ib. COILS, HIGH CONDUCTIVITY. 
SPECIALITY :—TELEGRAPH WIRE, TO ALL SPECIFICATIONS. 


COPPER WIRE, hard drawn, high conductivity—long lengths. COPPER WIRE and TAPE for 
Lightning Conductors, &c.. COPPER , all sizes for covering. STRAND WIRE me — 
GALVANISED HARD STEEL STRAND for Mechanical Telephones. 


F. WIGGINS & SONS, Ee" LONDON, M | C À. 


Wm. M. FOXCROFT 


‘Manufacturers of Mica Goods for Philosophical and “ae purposes. 
(Successor to the late W. Foxcroft, also F. Lucas), 


. NEW AND CHEAP | PATENT LAW. 
Telegraph and Telephone Case Manufacturer, 
36, PEROIVAL STREET AND 9, SMITH STREET, 


a) PATENT C T OFFICE. 
CLERKENWELL, LONDON, E.C. 


|\H. GARDNER, 


| 166, FLEET STREET, 
IT N DON. 


SUCCESSOR TO 
Messrs. ROBERTSON, Brooman & Co. 


(Offices-PEROCIVAL STREET). 

Pamphlet of Costs Gratis. | | | 
| de thirty -five practice with Lock and Block, Single Needle, Bell, Sou nder, P erforator, 


i | Provisional Protection (9 
#4 4 ull (4 years 


3184 


ELLIOTT BROTHERS, 
101 & 102, ST. MARTIN’S LANE, LONDON, 


W.C. 
(ESTABLISHED 


BLECTRICAL ENGINEERS AND MANUFACTURERS OF ALL KINDS OF 
ELECTRICAL TESTING AND TELEGRAPH INSTRUMENTS. — 


SUBMARINE MINING APPARATUS, &c. 


Photometer, Telephone Cases, Batter} Boxes, &c., &c. 


PRIZE MEDALS, LONDON, 1861; PARIS, 1881. 901 


CONTRACTORS TO H.M. GOVERNMENT. 


Sole Agents in England for Sir William Thomson's Standard Electric Instrumeñts. 


Highest Award Paris Exhibition 1889. Only “Grand Prix” to any English Electrical Exbibit. 


Telegraph Address: “OHM,” LONDON. Telephone No. 3852. 
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COMPANY, LIMITED. | 
Offices:—27, Martins Lane, Cannon Street, London E.C. 


TELEPHONE No. 1,734 WORKS :—-NORTH WOOLWICH. 


Manufacturers of 
SUBMARINE CABLES, 
Patent Metallic Braiding, 


DYNAMO WIRE | 
_ Silk Covered Wire, 


FLEXIBLE CORDS, 
AND 


ELECTRIC LIGHT =. 


TELEGRAPH. 

4 

eeee ee 


VULCANITE & EBONITE 
CELLUVERT FIBRE. 


SHEET, RODS, OR TUBES. SPECIAL REQUIREMENTS MADE TO ORDER. 
VULCANITE CELLS AND PATENTED SEPARATORS FOR SECONDARY BATTERIES. 


Pure Para Telegraph Strip, Insulating Tape, &c. Patented Non-Stretching Pure Rubber I nsulating 1 ape. 
Rubber Goods of all kinds for Electrical Purposes. 


PATENT COTTON “SIMPLEX” BELTING 


For DYNAMO, MAIN, ame OTHER DRIVING. 


Valves, Sheet Rubber, Hose Pipes, Fire Hose, Chemical Appliances, Walateonet Garments, and all kinds of 
India-Rubber Goods in Stock, and to Order. 


PRICE LISTS ON APPLICATION TO 


DAYID MOSELEY & SONS, 


CHAPEL FIELD WORKS, = 
ARDWICK, MANCHESTER. 


| WAREHOUSES: | 
2, 4, & 6, New Brown St., MANCHESTER. | | 57, Miller Street, GLASGOW. | 14, Place Sainte Gudule, BRUSSELS. 
14, Aldermanbury Avenue, LONDON, E.C. 20, Rue des Marais, PARIS. 29, Kl Reichenstrasse, HAMBURG. 


369) 


THE SCHOOL OF SUBMARINE TELEGRAPHY 


ELECTRICAL ENGINEERING | 
ESTABLISHED IN 1868. 

12 PRINCES STREET, HANOVER SOUARE, LONDON, W. j 
Manager:—-Wm. LANT CARPENTER, B.A., B.Sc., F.C.S. | 


Secretary:—LEON DRUGMAN, AS.T.E. 
Senior Instructor:—CHAS. CAPITO, M.I.M.E., M.S.T.E. and E. 


To Establishment is now the largest and the most fully equipped School of its kind. It possesses, among recent additions, several 

Dynamo Machines and Electric Motors, a 6-horse Boiler and Steam Engine, a Gas Engine, 42 E.P.S. Accumulator Cells, 
Lathes, i“ -, as well as several kinds of Arc and Incandescence Lamps and a Photometer Room. Both Theoretical and Practical 
Training can therefore be obtained. Since its opening in 1868 more than 3,000 Pupils have passed through the School. At 
the end of the course of instruction, an Examination for the CERTIFICATE OF THE SCHOOL is conducted by an Examiner of 
high standing, unconnected with the School. New Courses usually commence early in January, May, and September. 


For full prospectus, terms, &c., apply to the Secretary, 12, Princes Street, Hanover Square, W. 741 
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THE FOREIGN & COLONIAL 


4 GREAT WINCHESTER STREET, LONDON. | 


Telegraphic Address: 
“ STORAGE, LONDON.” 


E.P.S. Accumu LATORS 


Supplied Direct in ITALY, PORTUGAL, HOLLAND, SWITZERLAND, CAPE OF GOOD HOPE, [- 
INDIA; CEYLON, &c.,and through Licensees in RUSSIA, SWEDEN, NORWAY, DENMARE, 
AUSTRIA, HUN GARY, GERMANY, and the AUSTRALASIAN COLONIES. 


— 


NOTICE. 


This Company owns the Letters Patent, granted 
in the above Countries to Faure, Sellon, Volckmar 
and others for the construction of SECONDARY 
BATTERIES or ELECTRICAL ACCUMU- 
LATORS. 


Under these patents (amongst other points) is 
‘covered the employment of spongy metallic lead, or 
of salts or oxides of lead in any way applied to or 
fe packed in interstices of or between lead plates, and 
— the use of perforated, interstical, corrugated, 
roughened and indented plates of whatever shape. 


: 


LIGHTING CELL. 


ELECTRIC LIGHTING OF TOWNS AND ELECTRIC TRACTION ON TRAMWAYS 


OUTSIDE THE UNITED KINGDOM. 


TRACTION CELL. 


Write for Price Lists of Storage Batteries, Dpusinne-igctste Machinery and Accessories. 


THE 


LIMITED, 


66, VICTORIA STREET, LONDON, SW. 


Works :— BIRMINGHAM. 


ATKINS PATENT SHADE 


FOR BRACKETS OR PENDANTS. 


SCREWS. 


NO 


INSTANTANEOUS ACTION. 
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POCKET ELECTROMETER. 
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AND CO. 


DYNAMOS 
For Incandescent or Are 
Light, 


= — — 


== 


LIMITED. 


Electro-Plating, 
Transmission Of Power, 
KC. 


= 


MOSELEY’S 
PATENT 


A Perfect Ammeter (from 
1-10th to 1,000 amperes), 
Wireman’s Detector and 


as a thoroughly practical 
Volt and Ohmmeter, &c.- 
See “Electrician,” March 
14th, 1890. 


) PRICE, Post Free, 2s, Od 


(! érided to 5 amps., 5 volts, and 5 ohms, 
with a 5-standard ohm ressstance coil ) 


snes. ~ | DIRECT FROM THE MAKER, 


Wy. MOSELEY, 82, Montpelier Rd., Peckbam, London | 


ARTHUR B. GILL & Co., 
 Glectric Fight and General Engineers, 


4, BOMBAY STREET, BERMONDSEY, LONDON, SE. 


Sole Makers of GILL’S PATENT MAIN SWITCHES, which gre practically 
everlasting. No sparking on the actual contact pieces. These switches improve 
with using. Makers of the “GILL” DYNAMO AND MOTOR, which are un- 
equalled for cheapness and efficiency. SUPPLIERS OF ALL ELECTRICAL 
REQUISITES. LIBERAL TRADE TERMS. 


Telegraphic Address: “ TORQUE.” 9949 


o AR = 
H. & F. CHAMBERLAIN, 


Manufacturers of Pure Carbon Points, Tubes, Filters, 


Cells and Battery Plates of every description. 


WorRKS:- BARNSLEY. 


Telegraphte Address:—" CARBON BARNSLEY,” $598 


ELECTRIC || 


Insulated Wire and Cables 
of every description for 
Electrical Instruments, 
Dynamo Machines, Electric 
Bells, Telephones, Electric 
Lighting, &c., &c. 


UNITED ELECTRIC WIRE Co. 


14a, Clerkenwell Green. London, E.C. 1730 


STANHOPE 


ERS 


‘al terme lo The” 
“and for. ‘export. 


[20 BUCKLERS BURY. Loinion 


"3269 


THOMAS BARRACLOUGH & CO. Ltd, 


Makers of all the most Improved Machinery for Electric Wire and 
Strand Covering, Lapping, Taping, Bratding sd, 
ALSO FOR 


STRANDING AND MAKING CABILESS OF EVERY SIZE AND DESCRIPTION. 
Globe Works, Rochdale Road, Manchester. 50 


ELECTRIC TELEPHONES, &c. 


Guaranteed free trom Infringements, Reli- 
able and Cheapest on the Market. Prices 
from 14s, each, subject to large Trade discount, sn #1 THE | 


Our PATENT PENDULUM Indicators are 


Adjustable, Simple, exceedingly Cheap, and 
give great satisfaction, Stampings to any 
pattern atlow prices forcash. Price Lists free, 
und special terins to Merchants and Shippers. 


BAUGHAN & CO. 


Clectricians, 
CHARLBURY. 3309 


CASE WORKS, 
5, PHŒNIX PLACE, 
COLOBATH FIELDS, LONDON, W.C. 


MANUFACTURERS OF 


2} Every description of Cases 


BY MACHINERY 
FOR 


| ‘TELEGRAPH, TELEPHONE, AUTOMATIC 
And Electrical Instrument Makers. 


CASE WORKS) | 
i 


= 
_ 
LA - ! 

+ +o 
e t phe 
i 


. 

fui 


MAKERS OF 


(July 11, 1890. 


DT: 


ke 


À 


ox O | & \ 
= Pole Indicator, as well | NO MICROPH ONE USED. 
BEST IN THE MARKET 
| 
ire 
| EL J | 
| 
“ ECLIPSE” ELECTRICAL 
| 
| 
| | 
| | 
| | 
| 
| | os | 
ee THE SCHANSCHIEFF PORTABLE BATTERY CASES. &. | 
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LONDON. 


INDUCTION COILS. 
TRANSFORMERS. 
GALYANOMETERS. 
TEST INSTRUMENTS OF 
EVERY DESCRIPTION. 


DYNAMOS. 
MOTORS. 
STORAGE CELLS. 


SWITCHBOARDS. 
ELECTRIC LIGHT 
INSTALLATIONS. 


RESISTANCE COILS. 


IRON RESISTANCES, SPECIAL 
PATTERN. 


EXPERIMENTAL APPARATUS. 
MODELS FOR PATENTS. 
ELECTRIC LAMPS. 
LABORATORIES FITTED. 


SURVEYING & ASTRONOMICAL 
INSTRUMENTS. 


NAUTICAL INSTRUMENTS., 
MATHEMATICAL INSTRUMENTS. 


3762 


BAILEY’S MOTO 


Actuated by STEAM, WATER, HOT AIR, PETROLEUM OIL, 


FOR ELECTRIC LIGHT INSTALLATIONS, INDUSTRIAL, DOMESTIC AND STABLE MACHINERY : 


WATER RAISING, &e, 


BAILEY PATENT HAAGS PATENT 
“ BAILEY-FRIEDRICH” SAFETY STEAM MOTORS. HOT-AIR ENGINE. HIGH-SPEED STEAM ENGINE. 
Inexplosible Steady-Running, and Portable. Consumes 2 quarts of water per I1.P. per day only _ No Boiler No Danger! No For PERS Fans, and other 


skilled attendance required ! ight machinery. 


HAAGS’ PATENT HAAG’S PATENT BAILEY’S PATENT -BAILEY’S PATENT BAILEY’S PATENT 
WATER MOTOR. HIGH-PRESSURE WATER MOTOR.  ‘ THIRLMERE” WATER MOTOR. HYDRAULIC ORGAN BLOWER WATER MOTOR PUMPING ENGINE 
puy be driven by Town’s For use in Mives, and places Much used for Telephones, Dyna- OR WATER ENGINE. For Lifting a portion of the water 
de éd vallabip where high water pressures mos, and sinall installations of the Mostly used for driving the which drives the Engine to a 
water supply. are available. Electric Light. Feeders of Pipe Organs, higher elevation. 


JUST PUBLISHED.—“ BAILEY’S MOTORS,’ an Illustrated Catalogue of the various s Motors manufactured by W.HB.& Co. Post Free, 1s. 


W. H. BAILEY & Co. Ltd., *2a%-d85™ 


Manchester. 


ANDREWS PREECE. LIMITED, 


Electrical Engineers and Contractors, 


MANUFACTURERS OF THE 


“PREECE” DYNAMO, 


ARC LAMPS, SWITCHES, &c. 
ESTIMATES AND SPECIFICATIONS PREPARED FREE OF CHARGE ON APPLICATION. 


BOROUGH MILLS, MANCHESTER ROAD, 


BRADFORD. 
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BEST WIRE 


PHOSPHOR BRONZE 
CASTINGS, 


Phosphor Bronze 
for Springs, Ropes, Screws, 
Rods, Sheets, &c., Bearings, Bushes, 
and other wearing parts 
of Machinery 


Wire of Great Tensile Strength 


BEWARE OF SPURIOUS ee FALSE REPRESENTATIONS. AND (INFRINGEMENTS OF OUR PATENT RIGHTS, 


21, CROSS STREET, FINSBURY, LONDON, E.C, 
Engineers and Importers of 


AMERICAN TOOLS AND MACHINERY. 


LARGE sæow BOOMS. 


The Largest Stock of 
L.S.STARRETT, 
AMERICAN MACHINERY AND TOOLS 
. _ | hin 
| | in Great Britain. à = i 


i] 


CATALOGUE, 180 PAGES, 
Sent for ls. 


GUARANTEE THE “HEDGEHOG” 
A HIGHER EFFICIENCY“ TR ANSFORMER 


ANY CLOSED-CIRCUIT TRANSFORMER IN THE MARKET 


SCREW PITCH GAUGE, 


SPEED INDICATORS. 


and High Conductivity for Telephone 


| Chas. CHURCHILL & CO. Ltd., 


No Heat. Perfect Insulation. Soave include Terminals, Base, &c. 
Fireproof Cases Extra. 
SWINB | | RN & Co (ow) | Price. || Lamps. |H.P.| Price. 
69 £ 1, a. | £ d, 
- 25 | 1 | 300 | 12 
_ AUTERNATING and | PRIVATE H 50 | 2 8 18 0 100 16 3 6 ô 
| CONTINUOUS €URRENT WATT- ys, | 10 | 1218 0! 500 | 20) 0 0 
= — - 250 | 10 
IRON TESTED FOR THE TRADE. 


* We do not recommend this size. 


| BROOM HALL WORKS, TEDDINGTON, ENGLAND. axry srze ro ORDER 


A 


Patent CO | A> Patent Silicium 
Bronze and Silicium Copper 
| PHOSPHOR BRONZE . 
| iy: |. 
| Oy & and Telegraph Lines & other | | : 
SOLE PROPRIETORS Electrical purposes, — 
| * Of the British and Colonial Patents, O Y , 
| 
THE PHOSPHOR BRONZE €0., | 
| 87, Sumner Street, Southwark, London, S.E. + | 
| C 
| C 
| 
M 


DORMAN & SMITH, 


ELECTRICAL ENCINEERS, 


‘Manufacturers to a 
) all the principal Contractors. < 


SRAZENOSE 
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MANCHESTER, 


=o ADVERTISEMENTS. 


The names of Advertisers, whose announcements are ordered for a series, are entered under any one Heading in this Index free of charge 
but if repeated under other headings, Gd. per week is charged for each additional entry. 


Accumalators. | 

Drake & Gorham ... 

J. Stitf & Sons (Boxes only) ... 13 
Are Lamps. 

J.H. Holmes & Co.... oso: Sup. it 


Johnson & Phillips eee 1 


Simplex... ove ose 
Statter & Co. eee see 15 
Ashestos.—Bell’s Asbestos Co. 
United Asbestos Co. 


Auctioneers and Valuers (Mechanical). 
Wheatley Kirk, Price & Goulty Sup. 11 
Batteries. 
_ India-rubber, G.P. & Tel. Wks.Co. 20 
Johnson & Phillips : À 
Telegraph Mfg. Co. ove 
Battery Jars.—J. Bourne & Son... 13 

Price, Sons & Cu., eve eee 
J. Stiff & Sons eee coe” ae 
Bells. | 

Genl. Elec. Co., Ld. (G. Binswanger.) Sup. 10 

Sheppard, Allarton & és 

Ewen & Co. . Sup. 16 
Books. 

Berly’s Electrical Directory Sup. 14 

Electric Light Fitting ... Sup. 14 
Cabinet Work.—Eclipse Works ... 6 

W. M. Foxcroft... eve io D 


Castings. —J. & J. Hughes … ... 12 
-Phosphor Bronze Co. 
Chemicals. 


Boor & Co. eee eee eee 


Dynamos.—Andrews & Preece 


H. Austin ... OUR, 


Bolling & Lowe Sup. 12 
Gülcher Electric Light & P. Co. 13 
J. H. Holmes & Co. we ew 
M. Immisch... vee 

Johnson & Phillips ... 
Laurence, Scott & Co. ... 
C. Oppermann eee 
C. A. Parsons & Co. as am 2 


J. & W. Roper 
Stanley & Davies ... "29 
J. G. Statter & Co. eee eee 15 
Ebonite. 
Harburg India Rubber Comb Cc. Sup. u 
D. Moseley & Sons. 
North British Rubber Co. . … 18 
Electrical Engineers and Contractors. 
Acme Electric Works cos : SUD. 
J.D. F. Andrews & Co. ... 
Andrews & Preece .. D 
Appleton, Burbey & Williamson Sup. 18 
Blakey, Emmott & Co., Ltd. … 6 
KR. Bolton & Co. … ie 12 
Callender’s Bitumen Tel. te. | 
Charlesworth, Hall & Co.. 
Crompton & Co. 
Drake & Gorham ... 
Electrical Eng. Corporation 
Elliott Bros. 
W. T. Goolden & Co. ss Sup. 
India-rubber & ee Co. 20 
Johnson & Phillips 1 


eee. 


Laing, Wharton & Down... Sup. 4 
Laurence, Scott & Co, ... 19 
Paterson & Cooper ses eo 19 


Rashleigh Phipps & Dawson ... 10 
C. A. Parsons & Co. ses Rup. 9 
Poole & White eee eee 
Reid Bros. ... 
Ernest Scott & Co... ... 


BOOK ADYERTISEMENTS APPEAR ON 


Electrical Engineers, &e.—Cont.  raer 
Ronald A. Scott... sie. OUP. 
Sharp & Kent ove 
M. Holroyd Smith ... soe Sup. 20 
Swinburne & Co. ... sine 9 
Telegraph Mfg. Co. oe Sup. 2 
Western Electric Company Sup. 20 
Westinghouse Electric Co. CU 
Woodhouse & Rawson United ... 11 

Electric Light. 

Brush Electrical Engineering Co. 10 


Bernstein Electric Lamp Co. 12 
India-Rubber,G. P.&Tel. Wks. Co. Sup. 
Johnson & Phillips .. eos 


Laurence, Scott & Co. sis ike 19 
Thomson-Houston ... sé 
Electric Light Carbons. 
Brush Electrical Engineering Co. 10 
H. & F. Chamberlain 6 
Genl. Elec. Co., Ld.(G. Binswanger.) Sup. 10 
Johnson & Phillips | 
Lacombe & Co. : 
Woodhouse & Rawson United ... 11 
Electric a Fittings. 
Dorman & Smith ... 
Electrical Accessories Co... 
Faraday & Son en 20 
Genl. Elec.Co., Ld. (a. Binswanger.) Sup. 10 
Rashleigh Phipps & Dawson... 19 
B. Verity & Sons ... one. ‘os 13 
Walsall Electrical Co. eee | Sup. 6 
Endolithie Ivory. 
Endolithic Ivory Co. 
Engines for Electric. Light. 
W. H. Bailey & Co. ose sas 


7: 
Browett, Lindley & Co. ... Sup. 3 
0 


Davey, Paxman & Co. _... 
Greenwood and Batley ... ave 
Marshall, Sons & Co. 
John Musgrave & Sons ... Sup. 2 


Priestman’s Oil Engine ... se 

Ransomes, Sims & Jefferies mit 

Robey & Co. «ss: 14 

Stockport Gas Engine D 

Willans & Robinson 
Fibre.—David Moseley & Sons Sa 
Fire Insurance. 


hœnix Fire Office one 
Fuel Economisers. 
. Green & Son 
Glass Manufacturers. 
Genl. Elec. Co., Ld.(G. Binswanger.) Sup. 10 
Incaudescence Lamps. 
Sunbeam Lamp Co. ooo Sup. 3 
Woodhouse & WEOD United ... 11 
India-Rubber. 
India Rubber, G. P.& Tel. Wks. " 20 
D. Moseley & Sons 20 4 
Insulators, &c.—Bourne & Son 19 
Sons & Co. ose 
Stiff & Sons eee eee eee 
Telegraph Mfg. Co. ose 
Lubricants. 
W. H. Willcox & Co. ins sn 


Man | 


ps aes à 
Dorman & Smith ... ove oe 9 

Elliott Bros. 3 
Fowler, Lancaster & Co. ‘Sup. | 11 & 12 


J.T. Gent & Co. ... ove 

A. B. Gill & Co. eee ese eee 6 
Hartmann & Braun Sup. 16 
International Electric Co. sup. 7 
King, Mendham & Co. … oes 
Laurence, Scott & Co. ... 
… | 
Nalder Bros. 


Sup. 


Maunfacturing Electricians.—Cont. 
Price, Talbot & Co. PE 
| nae ph Mfg Co. ET Sup. 2 


Waleal Electrical € Company Sup. G 
Woodhouse & Rawson United ... 11 
F. Zipke ne Sup. 16 
Mica. | 
KR. McGoune, Buchanan & Co. Sup. 12 
F, Wiggins & Sons oes 
Motors.—Cuttriss & Co. .... ... 12 
Gülcher Electric Light & P. sa 13 
M. Immisch ‘eee 
Patent Agents.—H. Gardner wo 
Poles. 
Johnson & Phillips (Wood and Iron). 1 
Joseph Aird (Wronght Iron and Steel). 2 
Dorman & Smith ... ove 9 
Genl. Elec. . Ld.(G. Binswanger.) Sup. 10 
W. Wood & Co. it 


Porous Cells.—J. Stiff & Sona... 13 
Pulleys, &e. 


G. Richards & Co. ace 
Railway Signals. | 

Saxby & Farmer eee eee cc * 10 
Scaffolding.—W. Ebeling  … 

Schools and Classes. 

School of Telegraphy .. =... 4 
Screws.—Davis & Timmins ... 
Switches. 

Appleton, — Sup. 18 

Faraday & 


y Son eee eee 10 
Genl. Elec. Co., Ld.(G. Binswanger.) Sup. 10 
The Paiste Switch... sos SUP. 8 


Walsall Electrical Co. Sup. 6 
Woodhouse & Rawson United ... 11 


Telegraph Engineers. 
Johnson & ga … soe 1 
Telegraph Mfg Sup. 2 
Telephones.—Baughan & Co. 
Consol. Tel. —— & M.Co. Sup. 8 
Stanhope ( eee see eee 6 
Universal Telephone Co. . Sup. 19 
Tools.—Chas. Churchill & Co. ae 
Tabes.—Joseph Aird ... 
Turbines.—F. Nell eee Pry eee 
Vulcanite (see Ebonite). 
Waterss | (Hon. Ragnetic.) 


Bedford 


Wire (covered). 


Fowler-Waring Cables Co. 
W. T. Glover & Co. ove 2 
W.T.Henley’s Telg.WorksCo. ... 4 
London Electric Wire Co. a. 1 
Midland Electric Wire Co. 


Phillips Bros. eee eee eee 19 
W. Rickard ... 
Telegraph Mfg. Co. 3 
United Electric Wire Co.... Se 
Woodhouse & Rawson United ... 11 
Wire (uncovered). 
Davis & Timmins ... sos 
Ramsden, Camm & Co. ... 
F. Smith & Co. eee : ans see 3 
Wire Covering Machinery. 
T. Barraclough & Co. soe 
in S.—S. Elliott eee 
Co., Ld.(G. Binswanger. ) Sup. 10 
J. F. & G. Harris 
Vigers Bros. ee 
Woodhouse & Rawson United Rs | 
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ELECTRIC LIGHT FITTINGS. 
Edinburgh Exhibition—stau No. 87. 


3, BERNERS STREET, W. 
Works: 9 & 10, NEWMAN MEWS. 


INTERLOCKING THE LOCK AND BLOCK. 


The gr of La have Again and again urged the od me À of combining the “Lock” and “ Block” systems by actual connection DR ag tion, has Been Iustru- 
ments and Loc ng Levers, to effect “inter-dependent eral’ lines Ky his great improvement, together with Supplemen Automatic Train reiiably 
ro y 


eo sor ught into gene use on several Messrs, SAXBY & FARMEL, under protection of various Patents granted o them. For 
Particulars, Plans, and Estimates, apply to 


SAXBY & FARMER, Railway Signal Contractors Canterbury Road, KILBURN, LONDON, N. = 


Manufacturers of Railway Signals, Cabins, Interlocking Levers, Block Instruments, and Signal Work of every description, Electrical and Mechanical. 


DAVEY, PAXMAN & Co., Engineers, COLCHESTER, 


Devote special attention to 


STEAM —- AND BOILERS REQUIRED FOR ELECTRIC LIGHT INSTALLATIONS. 


mo 293448 
LE 
5Q 
2439 Horizontal High Pressure ‘Conpied 1 Compound 
| Eugine. 12 to 100 H.P. 
D. P. & Co.’s Engines are the D. P. & Co. have been awarded 
cheapest, most durable and 82" sg-3258 $ EE Two Gold Medals and One Siver Medal 
Catalogues, Price Lists, and full. par- BEER 
most reliable in the market. teulars Post Freeonapplicationto for their Steam Engines and Boilers, 


DAYEY, PAXMAN & CO. Engineers, COLCHESTER. 


Lonpon Orrice: 139, QUEEN VICTORIA STREET, E.C. ous | 2066 


& MORDEY~VICTORIA }® 


ALTERNATE CURRENT 
CENTRAL STATIONS. 


200,000 


for 
THE BRUSH ELECTRICAL ENGINEERING Co. LTD. 112 BELVEDERE ROAD, LAMBETH, LONDON SE. 


Telephone No. 3975. Telegrams: “DETECTOR, LONDON.” 


RASHLEIGH PHIPPS DAWSON, 


SHOW Rooms: 58, BERNERS STREET, LONDON, W. 


The Best and most Artistic Show of Fittings in London. 


ELECTRIC LIGHT ENGINEERS AND CONTRACTORS. 


COMPLETE INSTALLATIONS, OR WIRING ONLY, CARRIED OUT PROMPTLY. ALL WORK GUARANTEED. TRADE SUPLIED. 


NEW PATENT CEILING ROSE, 
Approred by all the Fire Offices and Supply Companies, 1s. 1d. net. “The most Perfect Ceiling Rose in the market.” 


WELLS Mpws, W. san 
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SCIENTIFIC REPORTING. 


A FEW weeks ago some specimens of an incandescent 
lamp were submitted for test to a gentleman whose 
name it is needless to mention. It was claimed that 
the new lamp, which is said to be outside the Edison- 


_ Swan patents, was also considerably less wasteful of 


electrical energy per candle-power than those now 
holding the monopoly of incandescent electric light- 


ing. The lamps to which we refer were labelled for 


certain voltages, and in the table below the details of 


the experiments, which we have every reason to believe 


are correct, may be seen :— 


Lamp Mark. Actual Volts. Current. Candle-power. 
98 98 ‘600 ampére 
110 ‘025 12°7 
106 106 ‘600 127 
90 - 90 ‘800 14°13 


We may incidentally mention that several samples 
of the lamp, which do not seem to possess much uni- 
formity, probably on account of imperfections in a new 


manufacture, were also submitted to the same expert 


80 long ago as last October, labelled 100 volts 16 candle- 
power ; but it was found that to bring them up to this 


luminosity required in the respective instances 104 to 


106 volts. Being thus over-run, the result reduced to 
watts per candle-power showed a slight saving over the 
electrical energy generally assumed to be required in 
an Edison lamp incandesced to the same degree. 
We.believe it is safe to say that 60 watts for a 16 
candle-power lamp is a maximum for any really good 
manufacture. Many makers or consumers would doubt- 
less say—and if they feel convinced we allow too great 


margin we hope they will say—that 50 watts is nearer 


the mark, at all events when the filaments are first 
put into operation, the difference between old lamps 


and new in this respect being too well known to need | 


further discussion. 
This being so we wish to bring before the notice of 


our readers the report of a Professor of high renown, 


with every convenience at hand for conducting the 


tests on the most scientific lines, and who, we believe, 


enjoys the confidence of the public in no ordinary 
degree. The lamps he was requested to examine were, 
we understand, selected from the same batch as those 
figuring in the above table, and this is his verdict 
after a comparison with Edison-Swan lamps :—“ X’s 
lamps consumed 3:12 watts per candle-power, Edison- 
Swan 4:29 watts per candle-power, thus proving that 
X’s show an effective saving of 25 per cent.” 

Our readers will not fail to notice that there is no 
reference here to the vdltage and measured candle- 
power of either X’s lamps or those of Edison-Swan, 
therefore we need not question the intelligence 
of those who have even a slight acquaintance with 
lamp tests by commenting upon the value of such 
figures ; but upon examination of the foregoing table it 
will be seen that in X’s lamps the labelled voltage in 
no case brought up the degree of incandescence to 16 
candles, a result in conformity with previous tests. 
Calculating from these the electrical energy consumed 
it will be seen that instead of showing a saving of 25 
per cent. over the Edison-Swan, X’s lamps, they all 


_ demanded even more than those, probably old and 


half worn out, which came under the notice of the 
Professor. 
Now we ask, is it fair to the ownerg of X’s lamp 
patents, to the public, who will doubtless eventually 
read the report, to the electrical trades, and particularly 
to the Edison-Swan Company, to give such a vague, 
misleading, and absolutely valueless statement as that 


which we quote ? By overrunning we may make the 
watts per candle-power almost as low as we like, short 


of the breaking limit, or as uneconomical as needs be 
if working below the norma! difference of potential at 
the lamp terminals, and the knowledge of a few simple 
facts like theso would save much time, expense, and 
disappointed hopes alike to both financiers and in- 
ventors. | 

We almost feel inclined to offer to carry out a series 
of tests ourselves, and publish the results if makers 
would submit their lamps to our examination ; we would 
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at least test them under proper conditions, and give 
the necessary data from which experts and the public 
could form their own conclusions. Perhaps some 
of our readers will kindly favour us with some 
incandescent lamp figures as they exist at the present 
day ? 


A CHALLENGE. 


THE meeting of the Tramways Institute of Great 
Britain, which is discussed on another page, was, to the 
electrical fraternity, of interest only for the argument 


which took place on the score of electric traction. We 


need not here reproduce any of the points at issue, for 
they are fully set forth in their proper place ; but we 
cannot let the matter slumber without an effort to 
revive so important and interesting a controversy. In 
our last issue we referred to the Elieson system as 
costing nearly three times the amount of the contract 
price per car mile, viz., 43d.,and we have now every 


reason to believe that the cost of electric traction on the 


Barking line is something like twice the contract 
figure. Data in our possession point to this result, and 
Mr. Willbond’s assertions bear out to a great extent the 
likelihood of their accuracy ; we cannot, however, at 
the moment publish them in detail], but we do challenge 
the General Electric Power and Traction Company, 
Limited, to bear out the statements which, on the 
authority of their managing director, appeared on page 
72 of the REVIEW for January 17th of this year, when 
it was asserted that the working of the Barking line 
had shown it to be operated at a profit. This becomes 
all the more necessary when it is remembered that the 
Barking line formed one of the valuable properties 
for which the sum of £242,000 was modestly asked 
(vide articles on Traction, ELECTRICAL REVIEW for 
May 23rd and June 6th). y 

There is at the present moment too great a tendency 
to float companies, utterly irrespective of the merits of 
the structure on which they are based, and we feel, 
therefore, that it is best to be outspoken, for truth, like 


murder, will out, and there is no good in mincing ~ 


matters at a crisis. 

It is folly to work a line and pretend to be making a 
profit if the expenses are dcuble the receipts ; the only 
frank course to pursue is to state the actual facts, and 
then to seek for the means of reducing the working 
cost until traction by electrical energy can compete on 
its own bottom with the present means of tramcar 
propulsion. | 


A CORRESPONDENT sends us the 
Perpetual Motion 
Realised at Last. 


English Mechanic, which, with the 


| electrophonoscope, we strongly recommend to the 
_ notice of enterprising company promoters. 
_ case it would be unnecessary to tell off an expert to 


In either 


examine into the stability of the business or the probity 
of those connected with the respective schemes :— 


I.wish to light my house with electricity, and it has struck me 
that I might do so without the aid of an engine. If I were to 
use two dynamos, starting one of them by hand, and using half of 
the current that I got from it to drive the other as a motor, 
letting the other half light the lamps, the motor would then be 
ased for driviug dynamo No. 1. I should be much obliged if you 


following delightful cutting from the 


would tell me (1) if this has been tried before ?—and if not, could 
I take out a patent for it, as it is entirely my own idea? 2. How 
much wire should I put on each of the dynamos to light 20 8-volt 
lamps (not arc lamps)? And is it necessary to have the armature 
of iron, or would brass do as well? As I am very anxious to 
become an electrician proper, could you recommend any firm that 
would allow me to work for a few months in their shops, for which 
I would give my services, that I might get an insight into the 
practical work, as I understand the theory of the thing pretty 
well ?—A WouLp-BE ELECTRICIAN. 


Perhaps the best testimonial which this « Would-be- 


Electrician ” could offer to a business fir.n is his self- 
_ made assertion that he “ understands the theory of the © 


thing pretty well.” 


How Prof. Hughes and Mr. Preece 
must have chuckled over their huge 
Electrophonoscopic joke. It is not 
given to the lesser lights of science to conceive, much 
less to carry out, such an elaborate delusion which, it is 
not too much to say, has set the whole civilised world 
by the ears. Prof, Pepper, of Polytechnic fame, years 
ago devised many very clever optical illusions and he 
was looked upon as a scientific nobody; but it has 
been reserved for this age of enlightenment to laud 
to the skies the reproduction of an old trick with 
which every schoolboy is supposed to be fami- 
liar. ‘At last, it seems, says Life, “we have 
taken the lead of America in producing a triumph of 
electrical invention. To be able to see and converse 
with a friend on the other side of the Channel, for in- 
stance, will be an achievement that will simply abolish 
all the anxiety of absence and all the sorrow of parting. 
The ‘Electrophonoscope’ is certainly a marvellous 
advance in a science which of late years has made such 


Taking the Lead 
of America. 


_ giant strides, and it is most gratifying to know that we 


are indebted for it to the genius of two of our own 
countrymen.” We fear Life does not know much of 
the subject upon which it treats. Fancy after getting 
rid of a “ friend,” one fondly hopes for ever, to be elec- 
trophonoscopically bothered by his presence from across 
the Channel! Luckily we are not likely to suffer any 
such misfortune until the Channel tunnel is con- 
structed; then, if our two countrymen are still in 
existence and in full possession of their faculties, 
Heaven help us. 


THIS subject is one which con- 
tinues to excite interest in America; 
it is undoubtedly an important one in 


Increasing Loco- 
motive Traction 
by Electricity. 


view of the adoption of electric locomotion with 


light vehicles. Mr. Elias E. Ries, whose experiments 
on the subject have been questioned as to their practical 
accuracy, are stated by Mr. C. Selden, in a paper read 
before the Railway Telegraph Superintendents’ Con- 
vention in America, to be correct, as the result of experi- 
ments he has made. Certainly, according to the tests 
made with a model motor, the passage of a current 
between the wheels and rail, whether the latter were 
clean and bright, or highly greasy, increased the 
adhesion to avery marked extent. These results, it 
may be recollected, do not at all accord with experi- 
ments recently described in our pages ; to what is this 
discrepancy owing ? Mr. Selden, in his paper, admits 
that practical tests alone can determine whether suffi- 
cient power can be had from a proper dynamo and 
auxiliary engine to show even an increase of 25 per 
cent. in the adhesion in the case of a full sized loco- 
motive. In fact, the question seems to be, to a great 
extent, whether the power required to give the adhesion 
may not be more profitably employed in increasing the 
power of the motor driving the engine, the latter being 


A 
ar 
“À 
| 


| 
| 
| 
| 
| 
+ 
| 
| 
j 
| 
| 


JULY 11, 1890.] 


THE TELEGRAPHIC JOURNAL AND 


ELECTRICAL REVIEW. | “5 


more heavily weighted. It is stated that Mr. Ries is 
making arrangements for a trial which will determine 
conclusively the real value of the idea ; the results of 
this trial will be awaited with interest, although we do 
not anticipate that an approach to electric welding in 
this form will prove advantageous. Adhesion between 
wheels and track must be obtained by some more simple 
method, for this can only be looked upon as a sheer 
waste of electrical energy at best. 


A VALUED correspondent thinks our 

The Overhead Wires remarks last week on the overhead 
. telegraph lines are not quite right. He 

points out that the Bill as it originally stood was one 
for the formation of subways in all streets, to compel 
gas, water, and electric companies to move their mains 
at their own cost into these subways, and afterwards 
pay a very high rent charge for the use of them. To 
those people who had already worked out a system of 
cuiverts, which are practically subways placed in the 


- most handy position for serving the houses, the pro- 


posal was, of course, a very serious one; but at an 
early stage the subway clauses were abandoned, and 
the Bill was confined to the question of the regulation of 
overhead wires. Here is the point on which our corre- 
spondent falls foul, for he considers it would have been, 
and we think with reason, manifestly unjust to have 
compelled all the existing companies to place their wires 


underground at great cost, and then for the London | 


County Council to issue licenses to rivals to carry on a 
complete system of overhead wires to serve identically 
the same district, and thus introduce an extremely 
unfair competition. Still, he thinks that even had the 
Bill passed through, the committee would have seen 
this unfairness, and restrained the County Council from 
giving such licenses where the district was already well 
served by subterranean conductors, and restricted the 
license to existing companies for the purpose of trunk 
lines to serve outlying parts or for scattered customers 
in thinly-populated portions of their area. Had sucha 
contingency been provided for, our correspondent 
believes the Bill would have met the hearty support of 
those, himself included, who opposed it. 


| COMING nearer home our friend con- 

A Honscholier's Views, £888 that, as a house owner who had 
given permission for the erection of 

telephone poles and wires on his residence, he has a 
heartfelt sympathy with the speakers in the House of 
Commons who complained of the annoyance caused by 
the workmen who have to enter houses for the purpose 
of attending to the wires. “The British workman,” 
quoting the writer’s remarks, “is bad enough to manage 
when he is your own servant, but when he is not under 
your control his behaviour is such that it increases the 
discomforts of housekeeping enormously. The one 
subject of stair carpets is a perfectly correct one to 
mention. It must be admitted that a great deal of the 


_ domestic happiness of the average householder depends 


on the comfort and good temper of his servants, and I 


assure you that the tempers of the best of servants can 
be ruined by allowing workmen to tramp up and down - 


stairs at all frequently. In all well regulated house- 


holds the domestics do their work at certain hours, the 


house is cleaned down at a certain time, and if work- 
men come in after these hours and dirty the stairs and 
passages, as they invariably do, the equanimity of the 
Servants is disturbed for the whole of the day. It is 
perfectly true also about thefts. It may be that the 


workmen are perfectly honest, but they become the 
‘cat’ responsible for all breakages and robberies which 


may have been committed by the servants themselves.” 


He concludes as follows :—“ If overhead wires are to 
be regulated and permitted, and attachments made 


compulsory, I am quite certain that the companies will | 
have to maintain an outside ladder for the purpose of — 


giving access to them, and that such outside ladders 
ought to be fixed much more frequently than is at 
present the case. 


They would act very effectually © 


as fire escapes, and might be insisted upon with © 


great advantage by the County Council. 


It should 


be fixed in a convenient situation at the back of © 
the house in such a manner that it can be used asa | 


fire escape, and provided with a gate or door at the 
bottom, so that it can be opened from the inside by any- 


body escaping, but would not be accessible to thieves or | 


to anyone but the people owning the house or the 
officials of the overhead wire company.” We cannot 


but tbink that the idea of the ladder is not happy so far | 
as protection from burglars is concerned. Let our friend | 
imagine a thief in his house, entering from the front, © 
and, being disturbed, escaping by means of the very | 


apparatus (opening it from the inside), which is in- 


tended to save life and defeat the ends of midnight : 


prowlers. 


Hap time and space allowed of such 


Prospectus Making. 
a course, we might have spoken last 


week at still greater length on the prospectus of the © 
Okonite Company. In comparing its uncertain future © 
with the present condition of the Silvertown and Tele- | 


graph Construction and Maintenance Companies, it 


must have been overlooked by the promoters that the 
profits of the latter powerful organisation are derived 
from the manufacture of goods which have nothing 
in common with okonite, and, although the reputation 


of the Silvertown leads is deservedly high, the profits | 
from this source probably form a very insignificant | 


part of those accruing from the whole undertaking. 


If, on the other hand, equally deserving firms had been | 
cited, such as Henleys, the Helsby Company, Messrs. | 


Walter T. Glover & Co., the London Electric Wire | 


Company, &c., no such profits have been made, and as 
okonite must compete with the productions of these 
firms, it would have been only fair to have at least 
mentioned them. Moreover, to one who knows how 
difficult it is, and the unremitting care and attention 
required to work up a turnover in electric lighting 
with sufficient to pay a fair dividend, even on a modest 
capital, the task of attempting so to do on a sum of 
£440,000 appears stupendous. We should look upon 
the managing director who could successfully perform 
such a feat with respectful admiration. 


WE shall be greatly interested to see 
what is said further on the subject of 
our last week’s leaderette. It must be of great value 
to the trade in general to have the matter ventilated, 
and we do not for a moment think there is nothing to 
be said on the side of the alternating current system ; 
but hitherto the companies using it have been remark- 


The Rival Systems, 


ably chary in saying it, and if they do not come forward | 


with explanations it is more than likely that a very bad 
impression will be made. It may further be pointed 
out that the balance sheets of a good many companies 
have been published, and in all cases the engine room 
costs of the alternating current appear to be excessively 
high, and hitherto no attempt has been made to explain 
them, | 
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ON DESIGNING SWITCHES FOR 
ELECTRIC PLANTS.* 


By OLOF OFFRELL. 


IN the early days of electric lighting very little atten- 
tion was paid to the accessories of an electric installa- 
tion, and especially to the devices known as switches. 
Naturally enough, as long as the dynamo and the lamp 
were in a primitive state, and, consequently, there was 
a great field for improvement in that direction, so long 
no attention would be given to less important matters, 
mere details, although quite important ones after all. 

Only within the last two or three years have inventors 
turned their attention toward perfecting the switch, 
which has now become a sine qua non in almost every 
kind of electric installation ; but we have now very 
ingenious and practical devices of this kind in the 
market. 

_ The purpose of this article is to give some practical 
points on designing switches, brought out by experi- 
ence. 

One of the first points to consider in designing a 
switch is its capacity, that is, how many ampères of 
current it can safely carry over and through its contacts 
without appreciable heating. On this point there seems 
to exist a great difference of opinion. Not any two 
switches of the same rated capacity have approximately, 
or anywhere near approximately, equal contact surface. 
While a large contact surface is a decided advantage, 
we soon reach a limit, which we cannot pass without 
materially increasing the size and consequently the cost 
of the switch, and then the question arises—what is the 
smallest allowable contact surface in square inches per 
ampere to be carried that we can use with a factor of 
safety large enough to prevent any appreciable heating ? 
The writer has found 0°01 square inch surface per 
ampère to be a good rule, below which it is not advis- 
able to go. In arc light or constant current switches, 
which generally do not carry over 10 ampères, we can, 
and usually do, make the contacts a good deal larger, 
from 2 to 4 times, as we are here not so much restricted 
by a bulky appearance and cost as is the case with an 
incandescent switch. 

It is always preferable to have contact surface on 
both sides of the lever carrying the current, 2.e., double 
contact springs; as, in this way, a better and more 
trustworthy contact is obtained. The contact springs 
must not be of too thin material ; preferably they 
ought to be made of two or three thicknesses of spring 
copper, which are riveted to the binding post to which 
the conductor is secured. The very best way of 
securing the contact springs is to set them in grooves 
milled out for the purpose in the base of the binding 
posts and then rivet them. The contact spring ought 
to be split or cut up to almost its entire active length 
in two to four parts, depending upon the size of switch, 
because this makes it more flexible ; and if there is an 
uneven spot on the contact surface of the lever, it will 
adjust itself to the unevenness and still make a good 
contact. 

The contact springs or the lever must be so shaped 
that the lever leaves the contacts along their entire 
length at the same time. If it does not, the spark, in 
throwing the switch open, will concentrate itself at the 
point of last contact, and, in case of a heavy current, 
burn or fuse it. 

The cross section of those parts of the switch that 
have to carry the current must have a conductivity 
according to the current to be carried, corresponding to 
800 to 1,000 ampères per square inch. 


The action of the switch must never depend upon 


springs, spiral or flat, through which the current passes, 
as the current will invariably more or less heat and take 
the springiness out of them, thereby causing the switch 
to give out. 

Never let the pivot-bearing of the lever form one 
terminal of the switch, as the current in passing through 
the bearing will heat it, no matter how carefully it is 


* Electrical World. 


made, and sooner or ile put the switch out of order. 
Each terminal ought to have contact springs for itself. 
This might make the bridge cost a trifle more, but it is 
a far better construction. The general practice to-day 
among leading manufacturers is to make such inde- 
pendent contacts for each terminal. 

The set screws for holding the conductors in the 
binding posts ought to be large enough to stand a good 
tightening. Preferably they ought to be of iron, with 
square heads, so as to be tightened with wrench where- 
ever the size of the switch allows it. The number of 
threads in the binding-post into which the screw en- 
gages must be large enough, so that there will be no 
danger of stripping the threads in tightening the screw. 

In the case of a switch operated altogether by hand, 
without assisting springs, the lever ought to be provided 
with a stop device, which keeps the switch open, pre- 
venting it from accidentally closing the circuit. This 
is especially important in alternating current switches 


on the primary circuit, where an accidental closing of 


the circuit can endanger lives. 

The handle is, of course, always made of wood or 
other insulating material. 

The base of the switch ought to be made of fire 
proof, insulating material, for which slate, porcelain, 
hard rubber, moulded mica, &c., are suitable, and is 
now extensively used. If the base is made of wood, 
the front side ought to be covered with mica, so as to 
prevent the spark, that possibly can be formed, from 
setting the base on fire. 

The cover in switches for low tension currents is 
generally made of metal, but it must always be insu- 
lated from those parts of the switch that carry the 
current. On the inside of the cover is generally placed 
one thickness of thin vulcanised fibre. 

The practice so far has been to make all station 
switches, whether for high or low tension, open, 2.¢., 
without cover ; but the probability is that before long 
they will be provided with an insulating covering, 
at least where high tension alternating currents are 
used, so as to prevent accidents to the attendants. | 

The use of single pole switches is comparatively 


rare, especially. in distribution of electrical energy at 


constant potential ; switches are generally made with 
double poles, which in every case are to be preferred 
as by them a certain part of a circuit or a certain 
machine in a system can be completely disconnected 


by one movement of the switch lever. This isabsolutely | 


necessary where high tension alternating currents are 
used, and is compulsory wherever rules of a Board of 
Electrical Control or a Board of Fire Underwriters are 
adopted. 

In order to prevent the possibility of the lever 
stopping at an intermediate point, whereby only a part 
of the contact surface would have to carry the whole 
current, resulting undoubtedly in destroying the 
switch, and further to prevent forming a spark at the 
instant of breaking the circuit, so-called snap. switches 
have been invented. They are so constructed that the 
switch lever, once started by the operator turning the 
handle, is brought to its furthest position by means of 
one or two springs, independently of the movement of 
the handle. These springs are carried over the centre 
by turning the handle to a certain point, but act from 
that point independently of the handle. Thus all 
danger of the switch stopping on an intermediate 
position is prevented, as is also the forming of any 
destructive arc in opening the circuit. 

For these reasons all switches outside of central 
stations ought to be made “snapping,” 2.e., to quickly 
close and open the circuit independently of. the speed 
with which the operator turns the handle. There are 
several meritorious designs on this principle in the 
market. 

Constant current switches are none on a somewhat 
different principle from constant potential switches, as 
in this case the circuit must never be opened. The 


duty of a constant current switch is to cut out a certain 


loop or part of the circuit ; but as the loop carries the 
whole current, it would interrupt the service on the 
whole line to open the circuit in the loop. The switch 
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must therefore short circuit the loop before it discon- 
nects it. Even these switches are made “snapping,” 
although there is no absolute necessity for it if the 
short circuiting is properly done before the cutting out. 

As a conclusion, I will say a few words about the 
latest developments in switches, which I have been 
recently engaged in designing, and in which the most 
important conditions for a first-class switch are fulfilled. 
These switches are to be used on the alternating cir- 
cuits in connection with the underground cables in the 
New York subways to disconnect converters from the 
main circuit. | 

The requirements to be fulfilled by these switches 


are that they shall be water, moisture, and fire proof, 


and have an insulation resistance at least equal to that 
of the underground cables ; in addition to which they 
must be so arranged that moisture cannot enter the 
insulation of the exposed ends of the cables termi- 
nating in the binding posts. The cables from the 


subway enter a cast iron hox at one end, passing 


through a special kind of clamp screwed into projec- 
tions on the outside of the box. These projections are 
made hollow to receive insulating cups, through which 
the cables pass to the binding posts. The cupsare filled 
with insulating compound after the cables are in place, 
which then surrounds the bare ends of the wire, pre- 
venting moisture from entering the insulation. The 
cables leading to the converters pass through pieces of 
gas pipe screwed into corresponding holes on the oppo- 
site side of the box, and are soldered to them. 

The switch is a double pole quick break switch, 
which is mounted on a hard rubber base. The switch 
stem projects outside the box through a stuffing-box in 
the lid, and can be operated from the outside by a 
handle, or the lid is screwed on and made water-tight 
by means of soft rubber and cement. 


ELECTRIC CAR TRUCKS. 
By FRANK B. LEA. 


IN a recent article (see the ELECTRICAL REVIEW of 
27th June last, page 722) the writer endeavoured to 
show the possible course that will be followed in the 
development of electric traction so far as regards the 
type of car employed : and it was then seen that—apart 


from questions concerning the traffic—the most favour- 
able ratio between paying load and dead weight of the 


car is obtained by using vehicles of large size. 

That is, if the traffic may be fairly met by running 
large cars with heavy loads, the dead weight to be 
moved (and therefore the waste power exerted) is much 
less in proportion to what it would be with smaller 
vehicles designed to carry, perhaps, half the number of 


‘passengers. 


It is assumed, therefore, that the electric tramcar 
should—for these reasons alone, and apart from other 
considerations—be made as large as possible. Of course 
there must be many instances of lines where a frequent 
and light service becomes necessary ; but cases are per- 
haps equally numerous in which the traffic throughout 
a greater part of the day is met by running large cars 
at considerable intervals, any additional rush of traffic 
being accommodated by extra cars in the morning and 
evening. 

There are, however, serious restrictions to the size of 
cars built upon the ordinary plan, not by any means 
the least of these being the unpleasant see-saw rocking 
motion (“ teetering,” as it is called in the United States) 
which appears to be an inevitable accompaniment of a 
long car having seats on the roof and provided with 
the ordinary central under-frame on four wheels. 


Then, again, the rigid connection of wheels and axles - 


in such a system places a low limit on the ability of the 
car to run smoothly and safely round sharp curves, such 
as are frequent on street railways. 

A much pleasanter motion as well as extreme ease in 
traversing curves is obtained by the use of small four- 


_ Wheeled bogie trucks placed one at each end under the 


car frame, which pivots on them, and slews round on | 


the pivots in traversing curves. 

Advantages like these will probably more than com- 
pensate for the extra cost incurred, especially in view 
of the saving effected in the power required for trac- 
tion. 

There is at any rate no harm in assuming that many 
electric cars will and must be built on such a plan; 
engineers, indeed, are not wanting who predict for 
high speed railway work the almost exclusive employ- 
ment of bogie cars with motors mounted on the trucks, 
as opposed to the use of independent locomotives. 

On the point of tractive effort alone, it stands to 
reason that greater efficiency should be obtained where 
every wheel is a driver. 

The Reckenzaun accumulator car of 1884 showed in 
this respect really more advance than others of a recent 
date, and as a type of vehicle, was well worthy of 
greater success than it appeared to obtain. 3 

It is, however, useless to say that bogie trucks may 
be advantageously employed for electric tramcars with- 
out looking into the question as to whether such an 
arrangement is immediately feasible. 

The average bogie truck is very like the proverbial 

chamber where it proved somewhat difficult to swing a 
cat round in safety; and just as there is a maximum 
space available for the motor, so also the latter has a 
minimum size for a given output. 
_ The best proportions of both truck and motor details 
may be obtained from an examination of standard 
types. Thus, the ordinary bogie wheel measures, per- 
haps, 32 inches in diameter. At a normal speed of 
seven miles per hour, this implies, say, 80 revolutions 
per minute. | | 

Assuming, for the moment, that there is only room 


for a single set of gear for reducing the motor speed, 


this reduction cannot well be less than in the propor- 
tion of 1 to 5. With a spur pinion on the motor 
spindle of 3°7 inches diameter, this should give a large 
gear wheel on the truck axle of, say, 18°5 inches diam. 


- and a motor speed of 400 revolutions per minute. 


An Immisch motor of the S.M. 8 type will give a 
maximum of 8 brake horse-power at this speed ; and its 
over all dimensions are approximately 4 feet in length, 
14 inches in depth and 22 inches in width. 

Of course the ultimate decision as to what motors 
shall be employed must depend upon the condition of 


— 


the line, gradients, &c., but in most cases it will be | 


found amply sufficient to use, say, one motor (such as 
that above mentioned) on each bogie truck. 


On level parts of the line a single motor would serve A 


to work the car, the other meantime running idle; but 
both could be used in going up-hill with a heavy load. 


This plan allows of the driving truck being, a8 a — 


rule, in the rear of the car, so that in case the forward 
wheels should miss the points at a junction and mount 


the rails, there would be less difficulty in drawing the _ 


car back. 
Assuming, then, that these various advantages permit 
of or render advisable two end trucks for the car, and a 


motor upon each, it is not a very difficult matter to | 
arrive at the amount of space available for motor and © 


gear ; and the annexed outline sketch will show what 
is possible with ordinary designs. 
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The wheels are of the common size adopted for 
trucks, viz., 32 inches diameter ; and the wheel base is 
4 feet 10 inches. At A is represented the spring plank 
upon which is fixed the pivot plate for the car frame to 
bear on’; this plank goes right across the truck and is 
therefore shown in section, perhaps rather larger than 
is usual, but erring on the safe side for strength. 

B is the bolster plank, to which are fastened the 
slide columns ; between A and B are placed the power- 
ful springs that give its characteristic easy motion to a 
bogie car. The plank B also traverses the truck, and 
therefore the motor and gear must be fixed on either 
side, not centrally. | 
C, C’, represent the motor (seen endways) in two 
different hypothetical positions; in either case, of 
course, it would be supported in the well-known 
fashion, due originally, it is said, to Mr. F. J. Sprague, 
that is, with curved extensions from the pole pieces to 
the truck axle and bolster plank. 

From the former the motor hangs by means of two 


ordinary bearings, whilst to the latter it is fixed with a 
| double spring connection (tension and compression), 80 


that, whether running backwards or forwards, there is 
a slight amount of play in the gear, which serves very 
materially to reduce strains. 3 | 

It will be noticed that no details whatever of the 


| brake gear have been shown ; although these are, of 


course, very important and essential, they may yet be 
put aside for the time being until the motor question is 
decided. When that is done, there will be ample space 
and opportunity to bring in suitable appliances for 
braking the car, even if great modification of present 
designs should be necessary. | | 

In the vertical pcsition of the motor (show: n the 
left of the sketch) there is plenty of room above, 
between ihe motor and car floor, but very little under- 
neath. The bottom of the motor reaches to within six 
inches of the rail level. In its horizontal position, the 


the car floor and frame, unless the design allowed suffi- 
cient space for the motor between two adjacent floor 
stringers (running lengthways of the car), so that the 
framework might swivel when rounding curves. 

Of the two positions, however, the horizontal one 


and it is a simple matter to raise the spring plank and 
pivot plate for the car frame so that the latter may clear 
the motor. 

This implies a little difference in form of the 
standard diamond truck frame—as shown in the 
annexed sketch—but the change is merely one of form, 


Sketch showing outside frame of bogie truck, with spring plank slightly raised so 
as to allow the car framework to clear the motor. 


Fig. 2. 


and does not add in any way to the cost. 
By this means a clear space of 18 inches is obtained 


_ between the wheel centres and top of spring plank in 


_ its normal position; and this space should be sufficient 
_ to allow of the motor being fixed in position, as shown 


at C’, above the axle. 


As regards the length of motor, a space of 4 feet will 


more than house it comfortably ; and on the usual rail 


track of 4 feet 85 inches, there should be no difficulty 


in securing enough room between the wheels. 

In tracing out conclusions from the details thus 
given, it may fairly be said— 

1. That a minimum size has been allowed for the 
motor. 


top of the motor would.in all probability come too near 


seems preferable owing to the greater ease of access; . 


2. That, consequently, any material increase in the 
size of car, average load, &c., necessitating the use of a 
larger motor, will also offer considerable difficulties 
with respect to the fitting of such a motor upon the 
standard bogie truck. | 

3. That only one set of gear has been allowed for ; 
and if a double reduction is desired, the whole design 
will need considerably modifying. 

4, That although it seems a very convenient and 


_ simple device to use two motors on each car, there are 
many drawbacks to such a plan; not only is the first — 


cost greater, but the working expenses also are heavier. 
Multiplication of machinery is always undesirable. 
This question, however, deserves separate considera- 
tion ; there are pros and cons of importance to be looked 
into. 

5. That it is quite possible to adapt the ordinary four- 
wheeled bogie truck for use with an electric tramcar, 
but the task presents considerable difficulties that need 
the exercise of great care, and it is not so easy as might 
perhaps at first appear. 


SHALL GAS UNDERTAKINGS SUPPLY ELEC- 


TRICITY? YES.* | 


_ By ARTHUR F. GUY, Assoc. M.LE.E. 


THE natural inferences that would be drawn from the 
above title by gas managers would bear upon the all- 
important points :—First, what are the objects of so 
doing? Second, what profits would accrue therefrom ? 

The first is a question of policy, the second a question 
of £ 8. d. This paper is an attempt to place fairly and 
concisely before owners of gas property the salient 
points in each case for their consideration as to the 
advisability and practicability of gas companies supply- 
ing electricity ; the tone of the paper, as the title im- 
plies, is affirmative. 


There are, perhaps, no more powerful organisations © 


in the country than those of gas undertakings, and 
this is not to be wondered at. Throughout the length 
and breadth of the land they exist, from the largest 
cities to the smallest towns. The amount of capital 
invested in them is enormous. They yield good, and 
in some cases splendid dividends, and, in short, they 
are generally in a thriving and prosperous condition. 
The men who conduct them and have a voice in their 
proceedings are mostly those of influence and position 
in the district concerned, and the result is these 
properties form no small item in a nation’s prosperity. 
The key to all this prosperity is, that they, up to the 
present time, have had no rival, gas being in universal 
use. 

The general feeling prevalent among gas managers is 
that the electric light cannot affect gas, and in proof of 
this they point out the fact that since the electric light 


has been introduced the consumption of gas has in- 


creased. This statement is perfectly true, because 
artificial illumination is ever on the increase, whether 
it be by gas, candles, or electricity. Another argument 
put forward by them is that the electric light is in its 
infancy. Now this argument must be combated, 
because the term infancy is applied not only to usage 
but to the science of electrical engineering. The first 
point, namely, the “infancy of usage,” is, perhaps, 
correct ; but the second is not. We will consider the 
former first. There are some people who fondly dream 
that in this miraculous age of invention and discovery 
some means will come to light whereby any amount of 
electricity can be collected for next to nothing—in fact, 
a gift from Dame Nature, such as from some yet 
undiscovered chemical compound, or some peculiar 
condition of matter—and consequently that all our pre- 
sent costly and elaborate apparatus for generating elec- 


* Abstract of paper read before the Gas Institute. 
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tricity will become obsolete. No greater philosopher’s 
stone was ever imagined. 

With respect to the electric light being in its infancy 
as regards use, it is this fact that has shaped the title of 
the paper, for now is the time for the gas undertakings 
to act; it will soon be too late, and even now they 
have lost many a rich prize in the electric lighting line. 
Companies have been formed all over England to sup- 
ply electricity, and the pick of the provisional orders 
have been relegated to either local authorities or private 
electric companies. This point joins issue with the 
supreme question, “ Shall gas undertakings supply elec- 
tricity? Yes;” and the reasons that justify this 
answer will now be given. 

Consider the present state of affairs: there is a 
demand for the electric light ; this demand is limited, 
but in time to come—and no one can say how 
soon that may be—this demand will be enormous. 


There are numerous reasons why it would be both politic 


and advantageous for gas undertakings to supply elec- 
tricity. 

The managing body of a gas works consists of men of 
great organising and administrative experience. The 
gas works from long establishment have obtained a 
certain prestige and influence in the district they 
supply. A manager knows his customers, and has ac- 
quired an insight into the weak and strong points of 
his district. The connection and vested interests per- 
taining to the gas suppliers are often numerous and 
deep-rooted. A gas undertaking has also the great 
advantage of easily raising capital, at a comparative low 
rate of interest; whereas new electric companies re- 
quire financing, and the financing invariably leaves its 
mark upon them in the shape of a diminished dividend 


and an abnormally large capital. Many gas companies — 


have large surplus monies in hand which could be in- 
vested in running the electric light at a profit to their 
shareholders. In the laying of electric mains they 
know exactly the position of their gas pipes, and so 
there would be none of that friction and petty annoy- 
ance that often arise when the electric light company 
comes on the scene. With regard to the erection of 
plant, where possible the electric light station should 
be located in or about the gas works. In some cases, 
no doubt, there might be a spare corner or outbuilding 
which might be made to accommodate the requisite 
machinery. At all events, the expenses incurred need 
not be so great as where a new site has to be acquired 
and a new building is specially erected and positioned 
by an electric light company. A large staff of men are 
employed at some gas works, some of whom are 
mechanics, and the assistance which these could render, 
both in erecting plant and maintaining same, would be 
of no small value. In the case of an electric light 
company, such men would have to be especially en- 


gaged, and paid at fixed salaries, whether busy or slack. 


Besides this, most of the office routine might be done 
by the existing clerical staff of the gas company. This, 


again, in the case of an electric light company, would 


mean specially engaged and paid clerks. An electric 
light company would require a board of directors, 
general manager, secretary, &c., all of which means a 
heavy draw upon the dividends, and this matter alone 
is sufficiently important to turn what might prove a 


_ good dividend into a bad one, or even none at all. In 


the matter of running expenses, there are numerous 
ways and means whereby a gas manager has the power 
of curtailing them. For example, the hot coke from 
the retorts can be utilised in starting the boilers, and 
some of the bye-products might be used as fuel. 
Through being a largé consumer of coal for making 
gas, steam coal ought to be obtained at much cheaper 


rates. The same refers to the purchasing of other 


material. The manager knows the best market for cer- 


tain goods, and through long connection therewith 


ought to obtain advantageous bargains. The opponents 
of this paper will probably contend that if a gas works 
offer all these advantages it proves that it is badly 
managed, since, if well managed, there should be the 
strictest economy in everything, and not a man em- 
ployed except his time be occupied fully, and not a 


spare inch of ground in the works but that it has its 
use. This would be true if the management were per- 
fect, but that point is never reached. No claim has 
been made that these advantages exist to a large extent, 
for that would certainly imply waste in the manage- 
ment; but that some advantage must be gained from | 
each of these points under consideration cannot be 
denied. 

It is the numerous small savings that in the total © 
make up a respectable sum ; however trifling each may © 
appear by itself, when they are all added up at the end © 
of a year it is just possible that they may come to a | 
sum that will turn the balance to the right side of the | 
ledger. It was stated that owners of gas property have © 
great facility of raising capital. Now, with regard to 
this point, and also the opening up of streets for the 
purpose of laying electric mains, it is requisite that 
they obtain the necessary powers first from Parliament | 
and the Board of Trade, and in the furtherance of this 
they occupy exactly the same position as any private 
individual or other company (for the second object 
they must first obtain consent from the local authori- 
ties). The same holds true where the owners of gas 


- works are the local authorities. 


If the gas companies are desirous of supplying elec- 
tricity, those who choose should combine to obtain 
Parliamentary powers authorising them to raise capital 
and open streets for the supply of electricity, each com- 
pany, of course, first obtaining the necessary consent of 
the local authorities. 

The number of provisional orders that have been 
granted since the passing of the Amended Electric 


Lighting Acts in 1888 has been very great. The 


majority of these are possessed by private electric com- 
panies and the rest by local authorities; as for the 
owners of gas undertakings, there probably is not one 
which possesses an order, excepting Bradford Corpo- 
ration. 

Attention may be directed to America, where there 
are quite 100 gas companies supplying electricity in | 
connection with the Thomson-Houston system alone. | 
How many are supplying electricity by other systems © 
is not known exactly, but they must come to a large © 
number. And to show that electric light industries | 
pay, it may be stated that the Thomson-Houston Com- 
pany has invested in them £10,000,000 sterling, and — 
each plant on an average throughout may be taken to © 
be worth £20,000. Some pay 18 to 20 per cent., others © 
less, and on the whole the average is 4 per cent. on the © 
total capital ; but it must be rememhered that 25 per © 
cent. of these stations are in their first year, and there- © 
fore as yet they have paid no dividend, because they 
are just starting. Taunton Electric Light Company 
paid 5 per cent. first year, 6 per cent. second year, 5 per 


cent. third year. 


If a gas undertaking wishes to take up the supply of | 
electricity, what they should do in the first place is to 
obtain the services of a competent electrical engineer, — 
and let him advise them as to the cost and system to 
be employed. 

If things continue like this, where will the gas com- 
pany be in a few years’ time ? They will have in every 
district where there are gas works an electric light com- 
pany competing with them, and then they will see that — 
it would have been well if they had obtained a footing 
themselves. Assuming gas companies supply electri- | 
city, and looking into the far future, who knows but 
that gas works will eventually become electric light 
works, and that as the electric light enters into universal 
use, so will gas die out ? | 

A comparison of cost between gas and electricity will — 
now be made. The ordinary gas jet in private houses — 
may be taken to give about 14 actual candle-power, | 
burning 5 c. ft. of gas per hour. Let the price of gas — 
be, say, 3s. per 1,000 c. ft. The cost of 5 c. ft. would be © 
‘18 of a penny for 14 candle-power, and for 1 candle- © 
power the cost would be ‘013 of a penny per hour. | 
Now, take the case of electricity. Assume that the | 
price is 74d. per unit. A unit signifies 1,000 watt- — 
hours. An incandescent lamp of 16 actual candle- 
power absorb 56 watts ; that is, 35 watts per candle- 
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power ; and the cost of this is 1-40th or ‘020th of a 
penny for 1 candle-power per hour. 

This is for the supply of electricity alone. The cost 
of the lamp must now be considered. The lamp may 
be taken to last 1,000 hours, and costs 38. 94. There- 
fore the cost of 1 candle-power per hour will be ‘0028 
of a penny ; 


Hence total cost is... oe: ie 
‘0028 


LA 


Therefore, gas costs ‘013 of a penny per candle-power per 

hour ; electricity, ‘0278 of a penny per candle-power per 

hour. So that with gas at 3s. per 1,000 c. ft. and elec- 

tricity at 74d. per unit, the cost of the latter is little 

more than double that of gas, or, say, 63. 2d. for an 

equivalent amount of light. | 
The following table gives the equivalent cost of gas 
for different prices of electricity per unit :— 


Pence. 


s 


| | | 
Per unit of electricity... | 4 | 44); 6: 645 666 7 


Per 1,000 cubic feet of gas 41. 46 | 51 56 61 66 71 76 
| | 


Pence. 


| 


Per unit of electricity 8 8} 9 9} 10 103 11 11} 12 


Per 1,000 c. ft. of gas 81 86 91 96 101. 104110 115 120 


The above is fur incandescent lamps, not arcs. From 
the above table it will be seen that the approximately 
equivalent cost of gas is obtained by multiplying the 
price per unit by 10. Also, that every rise of id. per 
unit of electricity means a rise of 5d. per 1,000 c. ft. of 
gas. The price adopted in London is 74d. per unit, or 
equivalent to 6s. per 1,000 c. ft. of gas. Gas works 
which supply electricity ought to be able to do it at 6d. 
per unit, and there are numerous towns in England 
where 5a. per 1,000 prevails for gas. This is bringing 
the price down in these cases on a par with gas. The 
gas committee of the Bradford Corporation supply at 
od. per unit, equivalent to 4s. 3d. for gas, and have a 
separate station for electric lighting. Local authorities, 
whether they possess gasworks or not, ought to be able 
to supply at this rate, so that when it comes to be 
a question of general adoption, and local boards 
throughout the country begin to establish central 
stations, there is this fact prominently before gas 
people, that the electric light can be supplied at equiva- 
lent cost of 4s. 3d. for gas. This is a price not out of 
the way, and certainly cannot be called expensive or 
high; and numbers will be glad to have it at this 
price for the sake of its superior illuminating power. 
Where great intensity of light is required, arc lamps 
afford a very cheap illumination ; and for equal light 
with gas, its equivalent cost for gas would be only 
about 1s. 8d. per 1,000, or, roughly, the arc lamp costs 
only about half that of gas for the same amount of 
light—taking gas at 3s. per 1,000 c. feet., and electricity 
at 73d. per unit. The reason of this is that for the same 
amount of electric energy the intensity of light emitted 
from an arc is about four or five times that from an 
incandescent lamp. 

Before closing this paper, a few items will be given 
concerning the cost of installing plant. Take the case 
of a plant for 2,000 incandescent lamps, run by high 
tension alternating current dynamos and transformers, 
the wires being overhead, and supplying six miles of 
route. The total cost of putting down this plant, in 
the precincts of a gas works where a building could be 


appropriated, would be about £8,000 or £4 per lamp. 


It is found that on an average only two-thirds of the 
lamps installed in any premises are alight simul- 
taneously ; therefore, a capacity for 2,000 lamps means 
3,000 installed in houses. To assume that each lamp 
installed is alight for 800 hours per annum is very 


‘0278 of a penny. 


moderate. This, then, equals the full load, or 2,000 
lamps for 1,200 hours. 800 per hour signifies a lamp 
burning from dusk to a trifle after 8 p.m. every day 
throughont the year. 

2,000 lamps for 1,200 hours consume 

2,000 x 1,200 x 56 

= 134,400,000 watts 

= 134,400 units 
and at 6d. per unit this equals £3,360. 

The total working expenses, including 7 per cent. for 


depreciation of plant, would not come to more than | 


per unit, or £2,520. With a revenue of £3,360, 
this signifies profit of £840, yielding a dividend of 104 
per cent. | | 

That the above is practicable may be proved by 
stating that the Electric Company at Rochester supplies 
electricity at 6d. per unit, and can pay a dividend of 11 
per cent. 


FIRE IN AN ELECTRIC LIGHT STATION. 


AT 9.15 o’clock p.n., on Wednesday, the 11th inst., the | 


central electric lighting station of the Manhattan Elec- 
tric Light Company, located at the corner of Eightieth 


Street and Avenue B, in New York, was struck by © 


lightning and very heavily damaged by fire. The 
lightning did not strike one of the company’s circuits 
and come into the building over the wires, says 
the Electrical World, for in that case the bolt would 
have gone to earth through the lightning arresters 
placed upon the lines, but it struck the roof of the 


building itself and originated the fire directly . 


underneath the tower through which the wires 


enter, and at the top of the incandescent light switch- 
board, and from this point the flames spread rapidly | 


throughout the building wherever there was any com- 
bustible material to be consumed. 


The equipment of this station was of an excellent 


quality, the building itself being of brick, with fire- 
proof floors and partition walls, although the tower 
furnished a passage-way for the.flames from the first to 
the second story. Customers using about 20,000 incan- 
descent lights were supplied from 18 Slattery alter- 
nating current dynamos, while the arc lights were run 


_ from 11 machines of the Brush and Thomson-Houston © 
types. The two switchboards, one for the arc lighting 


circuits and the other for the incandescent lighting, 
although near together, were kept entirely separate. 
Between them was a new and nicely furnished gallery, 
which had just been fitted up for the regulating devices 
of the incandescent circuits. The floor above the 
dynamo room was occupied by the offices and store 
rooms of the company, while upon the floor beneath 
was the engine room. This contained four 750 horse- 
power compound condensing engines, and two 350 
horse-power high-pressure condensing. 

_ The damage done was confined to the dynamo room 
and the offices and store rooms, as the fire did net reach 
either the engine or boiler rooms. Out of about 30 
machines only two or three of the arc dynamos, that 
were located furthest from the origin of the fire, escaped 
such serious injury as to make them unfit for use. The 
18 Slattery dynamos sustained an average damage of 
perhaps $1,500 each, although it is difficult to tell just 
what the damage will be until the machines are put 
into the shop and overhauled. The are light dynamos, 
being further from the burning switchboards, were not 
80 seriously damaged, although they were considerably 
injured by water. The incandescent circuit switch- 
board, together with 280 switches, 64 ammeters and 


about 70 voltmeters, was entirely destroyed. Fifteen . 


compensators, 18 rheostats, and many other accessories 
were rendered worthless. The are light switchboard, 


with its bank of switches, was partially consumed, and . 


will have to be rebuilt and refitted. Every belt in the 
station was so badly burned as to require an entirely 
new outfit. Of the four large 48-inch engine belts, only 
one remained that could be repaired s0 as to be fit for 
use. Considerable damage was sustained upon the 
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stock, and upon the books, prints and drawings kept in 
the office of the engineering department. 

The work of reconstruction and recuperation was 
begun at once after the fire, and the manner in which 
this has been done, and the rapidity with which 
the plant has been again put into running order, 
reflects great credit upon the management of the 
station, and is an illustration of the marvellous 
capabilities of a well-planned system of electric 
lighting. The night after the fire about one-half of the 
arc lights and 12,000 incandescents were supplied with 
current as usual, while on the second night 17,000 in- 
candescents were connected, and on the third night not 
far from 20,000 lights. The company was able to make 
this fine showing through the kind assistance of its 
very obliging business rivals. Many of its lighting 
circuits, of which it has nineteen in all, were connected 
to other stations in the city, and have since been 
supplied by current from these stations. Meanwhile 
the company has been putting its own plant in running 
order. Five new Slattery dynamos were received 
soon after the fire from Ft. Wayne, Ind., by express, 
and other machines were sent for and received from 
the Thomson-Houston factory at Lynn, Mass., while 
the electric lighting companies in New York have very 
kindly loaned such machines as could be spared from 
their own equipment. By these various means the 
company has been enabled to replace in less than a 
week at least two-thirds of its entire plant, although, of 
course, this hasty installation has necessitated much 
work of a merely temporary character. When it is 
considered that the entire plant, with the exception of 
the engines, boilers and shafting, was rendered useless 
until replaced by new machinery, it must be admitted 
that the results obtained in so short a time reflect 


great credit upon Mr. E. A. Leslie, the general 


manager of the company, to whos energetic action 
much of the wonderful recuperation vf the damaged 
plant is due. 


COST OF ACCUMULATOR TRACTION. 


AT the annual meeting of the Tramways Institute of 
Great Britain and Ireland, to which we briefly referred 
last week, several papers were read and discussed. The 
reading of papers before the Institute was a welcome 
innovation, as none had been introduced at previous 
meetings. It is, however, only to three of these 
that we need refer. The first was descriptive 


, Of the Birmingham cable tramway, and the only 


interesting facts elicited were that the initial cost of a 
single line one mile long ranged from £10,000 to 
£15,000, a double line of the same length, £25,000 ; 


and that the cost of working per car mile was 8‘51d. 


for a car carrying 70 passengers. As compared with 
horse traction, which averages 61d: per car mile 
throughout the United Kingdom for cars accommo- 
dating 52 passengers, the cost for cable haulage is 
slightly greater. 

The other two papers treated of electric traction. 
One of these was a mere recapitulation of the dif- 
ferent Systems and numbers of electric tram and 
railways in operation in the United States, the in- 
formation being mainly derived from monthly maga- 
zines. ‘The other paper, by Mr. A. Dickenson, 
C.E., of Birmingham, referred principally to electric 
traction in Europe. The author referred to the 
Julien system of electric traction—whatever that 
may be—and gave a detailed description of the accu- 
mulator cars shortly to be introduced on the Bristol 
Road route of the Birmingham Central Tramways 
Company. Turning to the Barking electric tram- 
cars worked by the (now) General Electric Power and 
Traction Company, Limited, at a contract price of 43d. 
per car mile, he stated that if the whole of the tram- 
ways in the United Kingdom had been worked last year 
at that figure the result would have been a saving of 


£200,000! The spsaker, in conclusion, asserted that 
the Barking line had resulted in a small profit to the 
contractors. | 

The discussion on the two traction papers was taken 
together. Mr. A. Willbond asked for the authority for 
the statement that the Barking cars were a commercial 
success. The reply from Mr. Dickenson was that he 
was authorised by letter from Mr. R. Macpherson, one 


of the directors of the contracting company, to state. 


that such was the case. Mr. Willbond then said that. 
he would produce Mr. Macpherson’s own figures, which 
showed conclusively that the line was a failure from a 
commercial point of view. This brought forth more 
than one protest from Mr. Dickenson, but it having 
been put to the members of the institute, who evidently 
not only relished the idea of the statement being contra- 
dicted, but who also desired not to be gulled on the sub- 
ject, the speaker was permitted to proceed. He stated 
that from the opening of the line on the 14th June to 


the end of December last year, the total mileage 


attained by the cars was 34,366 miles, and that the total 


amount of profit made during that period, according to. 


balance sheets shown to him by Mr. Macpherson, did 


_ not exceed £70. This sum of about £70 was realised 


after paying drivers’ wages, expenses at charging station, 


including coal, oil and water, but exclusive of the engi- | 


neer’s salary. It, however, excluded one of the most 
important points in electric traction, namely, the cost 
of accumulator renewals. According to the generally 


admitted cost of renewing the accumulator plates, that 


is, from 1d. to 1d. per car mile, or an average of 14d., 
the cars must have been worked by the contractors at 
a loss. Taking the actual mileage of 34,366 miles and 
multiplying this by 14d., the cost for renewals alone, 


without allowing anything for the depreciation of 
motors, gearing and for station plant, amounted 
This showed, continued the 


to £178 19s. 9d. 


speaker, a loss for the first 6} months’ operations of | 


£108 19s. 94. Therefore, the cost per car mile was 
53d. without considering the expenses previously men- | 


tioned. 


Several other gentlemen took part in the discussion, | 


which was of a lively character. 


Mr. Dickenson again 
protested that Mr. Macpherson had given him authority | 


to make his statement regarding the Barking cars, but | 
he appeared to be under the delusion that two indi- 
viduals could not know anything about the same 


subject. 


The president, Mr. Carruthers-Wain, said, 


however, that Mr. Willbond’s assertions as to the com- 
mercial failure might probably not apply to the half 
year just ended, and that possibly the statement of Mr. | 


Dickenson did so apply. , 
Mr. Joseph Smith, the chairman of the Birmingham 


Central Tramways Company, and upon one of whose 
lines the previously mentioned accumulator cars will 


shortly commence service, laid great stress upon the 


cost of generating the current, and stated that time only | 


would show the actual cost of accumulator traction per 
car mile. 


He hoped at next year’s meeting of the 
Institute to be able to lay befora the members | 


data concerning the actual working cost of the self- : 


contained cars, which were to do service on one of his 


company’s lines. Mr. Smith’s remarks were well 


received, and the consensus of opinion seemed to be 
that accumulator traction at present was not commer- 


cially successful. 


To the above we may add that if the Barking line is | 
a paying concern, why did not the contractors send a 


qualified representative with bond fide data showing that 


such was the case instead of authorising one gentleman : 


to make the assertion—which he could not prove—that 
the running of the cars had resulted in a small profit. 
Again, in addition to the data furnished by Mr. 
Willbond, there must be considered the salaries of the 
secretary and clerk, office expenses, interest on capital 
outlay, &c. Moreover, as a fresh set of plates were 
supplied for the batteries during April—May, the cost 
of these would at their then market price amount to 


over £1,000. We have, therefore, no reason for thinking | 
otherwise than that the Barking line so far is a failure — 


from a commercial aspect. re 
6) 
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MACHINES. 
Continued from page 638.) 


VIII.—ARMATURE REACTIONS—(continued). 


IN section VI. we saw that the E.M.F. of any machine 
was expressed by the equation , 


where N is the number of lines of force passing into 
the armature core from each pole-piece ; s the number 
of revolutions per second, and W the conductors on the 
exterior. This is true for multipolar machines if the 
armature is coupled up in as many parallels as there 
iti poles, and the output, multiplying by C is, there- 
ore: ‘ 


EC= (7) 


In our last article we observed that it was more con- 
venient to express the load on the armature by the 
volume of current it carries, this being the product of 
the conductors on the exterior, and the current in each. 


The volume is equal to > whence substituting for | 


W C its value, we have, in terms of the volume V, the 
output : | 


Nsvp (8) 


_p being, as before, the number of poles. We have now 
two expressions which we shall find most convenient 
to apply to the design of machines. We have first the 
volume, which is expressed in terms of the induction 
‘in the air gap and the gap dimensions, and, secondly, 
the output given in terms of the volume, number of 
poles, and other dimensions, Without fixing for the 
moment these latter, we may say that the considerations 
which determine the output, so far as the armature is 
concerned, are known, but before the magnetising force 
required to produce the requisite induction in the air 
gap can be ascertained, it is necessary for us to consider 
the component of the armature windings, weakening the 


field. 


The brushes being placed at A and B, fig. 148, we 
have seen that the convolutions lying between the two 
vertical lines, A d and c B, directly oppose the forward 
induction, as they form a belt of conductors having a 
width equal to twice the angle of lead, in which the 
current flows in an opposite direction to the current 
round the magnets. If A, be the ampére turns on the 

armature, and À the angle of lead, the ampére turns 
4 À A, 
300 
the conductors counted all round the exterior, and c 
_ the total current, there are on the armature producing 


2rXW 
th ff 

18 effect 


" x amperes. This is the same as if there were wrapped 


weakening the field are ,or calling W as before, 


turns of wire, carrying a current of 


round the armature, in a plane perpendicular to the 
dW 
360 
having flowing in it, but in an opposite direc- 
tion to the current in a field coils, C amperes, 
or the same current as carried by the armature. 
The demagnetising force in ampere turns is thus 
AWC 

360 
to be. known, though, as already mentioned, its exact 
predetermination is a matter of some doubt. 

In order to compensate the weakening of the field, 
the magnetising force on the magnets must be, accord- 
ing to this equation, increased by an amount equal to 
À WC 


direction of the field, turns of a conductor, 


In this expression the lead, A, is assumed 


= ampére turns. We have had no opportunity of 


testing, experimentally, the accuracy of the expression, 
but so far as judgment can be given from what has 
been already done, this formula always gives a value 
for the ampere turns too low. It seems that the 
problem does not admit of such simplicity of treatment 


as here assumed, or probably other reactions are com- 


bined with the one in question, making it impossible 
to estimate accurately the effect produced by each. As 
regards drum armatures, Prof. Thompson remarks that 
a very convenient approximation to the back induction 


of the armature may be made by simply counting the 


number of armature conductors exposed between 
the horns of the polar surfaces, and multiplying 
this by half the armature current. He further ex- 
plains that the nearness of this assumption arises 
from the fact that in most modern dynamos, for 
all currents, the point for the brush is at a position not 
far from that corresponding to the passage of t e com- 


mutated section from the idle space between the pole 


pieces into the working space in the polar gap. Ac- 
cording to this statement, the angle between the pole 
tips is 2 À, and the conductors between the tips 


are odd which, multiplied by the half current, gives 


‘an the expression before obtained. On the occasion 


on which Prof. Thompson made the above statement 
Dr. J. Hopkinson observed that, so far as he knew, the 
lead of the brushes in the best machines was never so 
large, and that the brushes were consequently behind 
the polar horns. The two statements appear difficult 
to reconcile, but if we take both as representing facts, 
omitting the explanation attempted by the former 
speaker, we come to this, that since the angle of lead is 
always less than half the angle between the tips, the 


formula gives too low a value, seeing that to obtain — 


the actual ampere turns required for compensation we 
have to assume the lead to be greater than it really is. 
Doubtless, makers of dynamos have rules of their own 
for the compensating ampere turns to be added to the 
magnets; but very little in the way of experimental 
evidence on this point has been published, and the 
dearth of figures concerning a matter so important is 
much to be regretted. On the subject of drum arma- 
tures we have no evidence whatever, and very little 
regarding cylinders. Last February Prof. Ayrton made 
some tests on a Manchester dynamo, the results of 
which afford us a little information. This machine 
had 320 conductors on its armature, which carried a 
current of 31 ampères. The angle embraced by the 
pole pieces was presumably 140°, and we will assume 
that the lead was 20°, which would bring the brush 
just under the pole tip. Under these circumstances our 
formula would give for the magnetising force to com- 


31 
pensate the back induction ome bon 2 — 990 am- 
pères turns, whereas the value of the compensating 
ampère turns actually required was 1,200. In June, 
1888, Mr. Esson made some experiments on a Phoenix 


dynamo, in which the weakening effect due to the 
armature was also observed. The armature of the 


machine tested carried a current of 92 amperes, and 
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had wound on it 180 conductors. The angle embraced 
by the pole piece was short, being only 112°. The lead 


of the brushes we will assume to have been 30°, 


though Mr. Esson thinks it was less than this; it was 
certainly not more. Under these circumstances the 
ampère turns required for compensation, as given by 


30 x 180 x 92 
560 1,380, but ex 
periment showed that the extra magnetising force 
required was 2,610. The method of conducting these 
experiments is to run the machine at a constant speed, 
while having some arrangement by which the exciting 
current can be easily varied and accurately measured. 
The difference between the ampere turns required on 
the magnets when the machine is running without 
current in the armature, the brushes being on the no- 
lead line, and those required when the full current 
flows and the brushes are adjusted to their non-sparking 
point gives, the E.M.F. being in both cases the same, 
the magnetising force required for compensation. These 
are the only experiments of which we know referring 

to this question. | 
It is apparent, then, that a very considerable dis- 
crepancy has to be accounted for. Probably it is much 
less in drum than in cylinder machines, but for the 
latter it appears that there must be allowed about twice 
as many ampere turns for compensation as the formula 
indicates. 


the formula, would be 


In the absence of 
complete data the ampere turns necessary have to be 
determined experimentally by the makers for the 
different designs they manufacture. For the Phoenix 
machines the ampere turns which have to be added to 
the magnets to compensate the weakening are given 
by Mr. Esson as ‘66 of the ampere turns on the arma- 
ture. This is probably a fairly approximate coefficient 
for other Gramme wound machines 


Fie. 149. 


The weakening effect of the armature on the field 
may be conveniently recorded for any particular 
machine by a series of curves, as shown in fig. 149. 
The machine is run at a constant speed, and the field 
magnets separately excited to determine the relation 
between the magnetising force and the induced E.M.F. 
In the figure the former is represented by abscissæ 
and the latter by ordinates, the curve, A, B, being 
obtained while running without a current in the 
armature. 
flows in the armature the greatest permissible current, 
this being kept constant while the strength of the field 
18 varied and the brushes adjusted to the sparkless 
position for each reading. The curve stops at D, because 
with a farther weakening of the field a non-sparking 
position cannot be obtained, and a less E.M.F. for that 


This shows that the formula is not com- 
plete, that there are in fact factors omitted which con- — 
' giderably modify the results. 


The curve, C, D, is obtained when there | 
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ar og armature load and speed becomes impracti- 
cable. 


were continued with a gradually diminishing strength 


of field a continuation of the curve, as shown by the | 


light dotted line, D, A, would be obtained. The curve, 
E, F, is obtained with a less armature load, and G, H 


with the load still further reduced. It will be observed 
that as the ampére turns on the armature get less the | 
curve can be carried lower, or, in other words, the field | 


can be weakened down to a greater extent before we 


arrive at the sparking point. From this diagram we | 
learn everything which requires to be known respecting — 
the magnetic circuit of the particular machine from | 
It tells 


which the results it represents are obtained. 


If, in spite of the sparking, the observations | 


us the ampére-turns required for any induction on open © 


circuit, and how many ampère-turns must be added | 


to compensate the armature reaction, or how many © 


will be required to raise the E.M.F. by a required — 


amount with any current flowing. That the ampère 


turns trequired to compensate the load are fairly con- | 


stant for all values of the induction will be apparent. 
In determining the magnetising force required for 
multipolar machines, we found it often advisable to 
ascertain the ampère-turns required for each indi- 
vidual field coil, considering the induction which 


had to be produced, and the lengths of the several com- — 
ponents of that part of the magnetic circuit through | 


which each coil had to force it. As in finding the 
magnetising force on the assumption of no armature 
reactions, this treatment was most convenient, so in 
dealing with the armature reactions it is found most 
convenient to determine the ampere-turns which are 


required for each pole to compensate the weakening — 


effect, the ampére turns for each coil being then ascer- 
tained accordingly as the field is of the single or 
divided circuit class, and as there are one or two mag- 
netising coils on each circuit. It will be remembered 
that in the divided class of field the induction from 
each pole takes a double path through parallels of 


- magnetising coils, while in the single class, though 


the induction may take two paths, these are combined 
in one where the coils are, so that the whole of the 
lines from the pole pass through each coil. Whether 
the machine is bipolar or multipolar the compensating 
tarns have to be determined experimentally—our 
object at the moment being to show that their value is 


determined by similar considerations and that the © 


allowance for machines having four or more poles may 
be easily deduced from that provided for machines 
with two poles. | | 
The ampère turns on the armature, by which each 
pole is directly influenced are found by dividing 
total volume of current the armature carries by the 
number of poles. As mentioned in our last article, we 
may imagine the conductors to be replaced by a cylinder 
of copper divided at the brushes into as many segments 
as there are poles, the sheet of current in each pro- 
ducing a direct effect upon its corresponding pole. The 
effect is seen first in the distortion or twisting of the 
field ; secondly, in the weakening. On the assumption 
that the brushes are close to the tips, it will be remem- 
bered that all the conductors under the pole piece are 
concerned in producing the distortion, while those 
lying in the space between the tips of the adjacent 
poles produce the weakening. In the two-pole 
machine we saw that the magnetising force pro- 


ducing the back induction was pt Bi 


360 
A we | 
360 X = where p is the number of poles. Sat A 


, or for each pole 


terms of our previous definition, = = V, the volume 


which is carried by the armature, and we get, there- 
fore, as a final result for the ampére turns demagne- 


tising each pole, ans this expression being in terms 


of the volume, and like previous ones, independent of 
the number of poles. 
It is probable that in multipolar machines the dis- 
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crepancy between the ampère turns which have to be 
added for each pole piece, and the number indicated 
by the formula is as great as in machines having two 
poles. Twice as many may be required in this case as 
in the other, and as already observed, farther informa- 
tion on the subject is much needed. Until this is forth- 
coming, however, it is sufficient to have shown that 
the same kind of expression is true for all types of 


machine. | 
(To be continued.) 


EDINBURGH EXHIBITION. 


EXHIBITS. 
(Continued from page 722, Vol. XXVT.). 


No. 59. Messrs. Paterson and Cooper exhibit a good 


assortment of dynamo machines, arc lamps, measuring 
instruments, and general electric light fittings. This 


| 
li } iti | j tu 
: 


VE 
NEA 


Î he 


signed for ship work. For saloons and cabins the 
lamp brackets and pendants are silver plated and of 
artistic design, while for deck and cargo work, fittings 
of a very strong design are employed suited to the 
rough work for which they are intended. The portable 
cargo lantern has a cluster of three 16-C.P. lamps, and 
is provided with a strong outer guard for protection ; 
the hold lamp fitting is made nf heavy iron, and has 
hinged to it a strong shutter, so that when closed up 
cargo can be placed in the hold against it without fear of 
its being damaged. In ordinary cases these lamps are 
only used in port when loading or discharging cargo, but 
should the hold be used for cattle or sheep they are very 
serviceable at sea. The regulation types of mast and side 
lamps fitted electrically are shown, each having two 
16-C.P. lamps. It is claimed that the light is visible at 
a greater distance and clearer than that from oil 


lamps ; also that in stormy weather they will burn per- 


fectly steady when it would be difficult to keep oil 


lamps burning. Another appliance used in connection 
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with ship work and shown at this stand is a small 
motor fan or saloon punkah. These have been applied 
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Fic. 1.—PuHa@nix DyNAMO AND WESTINGHOUSE SPECIAL ENGINE. 


firm’s standard pattern of single magnet Phoenix 
dynamos is well known, and has been described in our 
columns on previous occasions. Different sizes are 
shown, suitable for belt or rope driving, and in addition 
is exhibited a Phcenix dynamo coupled direct to a 
“Westinghouse Special” engine, particularly suited 


for ship lighting or for employment where the saving 


of space is an object. This combination is shown in 
fig. 1, the cast iron bed plate which supports the engine 
taking the place of the usual machine bed, and forming, 
as does the latter, the yoke to the magnet. At a speed 
of 600 revolutions per minute the dynamo gives 45 
ampères and 100 volts, furnishing power sufficient for 
75 lamps of 16 C.P. each. The engine works at a steam 
pressure of 100—120 lbs. per square inch, and the speed 
is automatically governed. The cylinders are 4} inches 


_ in diameter, and the stroke 4 inches. 


Amongst their electric lighting accessories are to be 
seen polished slate distribution tablets, for ship work, 
fitted with ammeter and voltmeter, fuses, and spring 
switches labelled with the names of the various 


circuits ; also a large number of fittings specially de- | 


to several of the eastern-going ships, fitted by Messrs. 
Paterson and Cooper, and the cool atmosphere pro- 
vided by their use has added much to the comfort 
of the passengers. The fan attached to a small electro- 
motor is placed near the end of the saloon, and furnishes 
a continuous supply of cool air, a switch for turning 
the driving current on or off being conveniently situated 
under the control of the steward. 

Models of several of the steamers which Messrs. 
Paterson and Cooper have fitted with electric light are 
shown. Amongst these is the ss. Parisian, a handsome 
vessel, 440 feet in length, built for the Allan Line Mail 
Service by Napier and Sons, of Glasgow, in 1881. Her 
carrying capacity is 9,663 tons, and her engines are of 
6,000 horse-power. She is fitted with 500 electric 
lamps, the current being supplied by two Phœnix 
dynamos, each belt driven from a separate high speed 
vertical engine. Another model shown is that of the 


88. Perth, the fourth vessel fitted by Paterson and 


Cooper for the Dundee, Perth and London Shipping 
Company. This vessel has just been completed by the 
builders, Messrs. W. B. Thompson & Co., of Dundee, 
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and, in addition to the ordinary lights for the cabins 
aud passenger service, special fixed lights are provided 
for the cargo work in the holds and on decks. In 
addition to the models several photographs of the 
steamers fitted by the firm are also on view. 

The Phoenix arc lamp, manufactured by the firm, 
has a place at the stand, and is shown with its pro- 
tecting cover removed in fig. 2. This lamp is of the 
differentially wound class, and is equally well adapted 
for burning in series on a constant current circuit 
or in parallel on a constant potential circuit. In the 
drawing, A represents an electro-magnet wound with 
coarse and fine wire coils, the pole pieces, P, acting 
upon an armature, K, fastened upon a frame, H, D, 
pivoted at F. The frame carries a brake wheel, B, on 


| 


\ 


Fic. 2.—Paœnix Arc Lamp. 


the axle of which is fastened a small pinion, G, and 
a brake lever, N, made to grip B by a helical spring 
attached to the frame. The pinion, G, gears into the 
larger toothed wheel, E, on the axis of which is a pinion, 
C, engaging with the rack, Y, of the positive carbon 
rod. This rod carries a weight, W, which in descend- 


continues. While the lamp is burning the end of the 


The magnet attracts K, raising the frame, H, D, 
this causing the lever, N, to grip the brake wheel, and 
the toothed wheels, E and ©, turning, the rod Y, is 
lifted, and x lowered, the arc being thus formed. As 
the carbons consume the difference of potentials at 
the lamp terminals rises, the current in the fine wire 
coils round A, which are a shunt to the terminals, conse- | 
quently increasing. This weakens the electro-magnet, | 
A, and allows the frame, H, D, to fall gradually, and the 
carbons to approach each other. When the lever, N, . 
comes in contact with the screw, 8, the brake is released, : 
allowing the carbons to approach as the consumption 


lever remains quite close to the screw. If the. 
carbons burn out, or from any other cause the circuit 
through them is broken, the frame, H, D, drops on! 
the insulated pillar, M; this completes the circuit 
from the lamp frame through the German silver re- | 
sistance, R, to the negative terminal, thus preventing a 
break in the continuity of the circuit when the lamps 
are in series. When burning in parallel on a 65-volt 
circuit, the bye-pass resistance, R, is removed. The 


_ pole-pieces, P, and armature, K, are shaped so that for 


the same current and difference of potentials the pull | 
on the frame is in every position similar, but should — 
the current or difference of potentials alter, a small | 
movement of the frame at once adjusts the arc to its 
normal length. A dash pot attached to the armature | 
checks any sudden movement due to impurities in the 
carbons, &c. These lamps are installed at Peter 
Robinson’s, Oxford Street, and Regent Street houses, at | 


the Albert Institute, Dundee, and in many other impor- 


tant installations. | | 

A variety of electrical measurement instruments, for 
which the firm has justly a reputation, is, of course, 
exhibited. Among these are the well known perma- 
nent magnet Ayrton and Perry instruments, which the 
firm has manufactured since their first appearance, and | 
which still find a good sale. Several Phoenix dead- 
beat electro magnet ammeters and voltmeters are also 
shown, the controlling force in these being furnished | 
by a strong spring instead of by the weak directional | 
effort of an electro-magnet with a very small core. 
These instruments are made to measure currents up to | 
2,500 ampères. Cardew voltmeters of the latest pattern, : 
as well as all forms of instruments used for electric | 
light testing, are to be seen. 

A model of a new system of railway carriage con- © 
struction, designed by Mr. R. M. Short, is shown, the 
carriage containing first, second, and third class com- : 
partments, with lavatories, &c., electrically lighted. | 
Though not in connection with electricity, Messrs. 
Paterson and Cooper have a model on view of Captain 
Anderson’s patent hold-handy ladder, which is designed 
to supersede the dangerous hold ladder now in use. 
It affords easy access to the holds, and is of great con- 
venience to shipowners and surveyors, then inspecting | 
cargo, &c. The ladder is fitted on the ss. City of 
Vienna, and other steamers of the City Line. 


OBITUARY. 


JOHN. BOURDEAUX. 


IT is with great regret that we record the death 
of Mr. John Bourdeaux, submarine superintendent | 
of the postal telegraphs on Her Majesty’s tele- 
graph cable ship, The Lady Carmichael, stationed at : 


ing enables the negative rod, v, X, to be lifted. When 
no current is flowing the brake lever, N, rests on the 
screw, 8S, which releases the brake wheel and allows the 
carbons to come into contact. The action of the lamp - 
is as follows :—The current enters the right hand 
positive terminal, passes through the framework of the 
lamp to the rod, Y, and thence to the positive carbon. 
It returns by the insulated rod, x, and flexible cord 
attached to it, passing through the coarse wire 
coils on A, and then to the negative terminal. 


Dover. He died on Wednesday, the 2nd instant, at. 
80 a.m. Born in 1834 he had just completed his 56th | 
year. Mr. Bourdeaux joined the Electric Telegraph 
Company when 15 years old, in the early days of 

telegraphy, and after two years’ service with them | 
joined the Submarine Telegraph Company. He went | 
to Dover in 1862, and was submarine superintendent | 
for the laying and repair of the English Channel and — 
North Sea cables for nearly 30 years. Mr. Bourdeaux — 
had a busy and anxious time in connection with the 
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transfer of the Submarine Company’s business and 
plant to the Post Office. He had the double difficulty 
of looking after the interests of his old employers, and 
of making friends with the new ones ; and, in assessing 
the value of cables, whose life and condition was ex- 
tremely varied, much tact and diplomacy was required. 
During the tests taken immediately before the transfer 
Mr. Bourdeaux’s health began to fail; and, though 
nominally in the Postal Service, he really performed 
but little duty since April, 1889. He was of a very 
genial disposition, with excellent conversational ability, 
and his general cheerfulness did so much to relieve the 
monotony of weather-bound cable operations that his 
absence will be exceptionally felt. He leaves a widow 
and 14 children. 


ELECTRICAL SECTION, LONDON CHAMBER 
OF COMMERCE. 


THE river excursion of this section of the London 
Chamber of Commerce took place last Saturday under 
somewhat unfavourable conditions. The night previous 
had been very stormy, and the wind and rain were 
still in evidence on the river, as in London, when 
the time for the start arrived. The applications 
for tickets originally numbered 99, but owing to 
some delay in settling the programme, &c., that 
number dwindled down to 44, and of these, only 
22 put in an appearance at Windsor, from whence 
the electric launch was to take them to Henley. Some 
little surprise was felt when it was found that neither 
Mr. Trotter, who had been responsible for some of the 
arrangements, nor Mr. Kenric Murray, whose name had 
appeared to some of the notices issued, was-present when 
the last trains arrived respectively from Paddington and 
Waterloo ; but this surprise became as nothing when it 
was found that the General Electric Power and Trac- 
tion Company’s electric launch, the Viscountess Bury, 
which had been engaged for the occasion, was not forth- 
coming. Some petty excuse was suggested about a 
dynamo (presumably at the charging station) having 
broken down, but the Ray Mead, which had a party 
on board, seemed not to have been affected by the 
same disaster. Supposing, however, that the charging 
dynamo had broken down, there are more charging 
stations and electric launches on the river, and we can- 
not think why such an unfortunate contretemps was 
allowed to arise. 

Well, the electric Viscountess not being available, a 
steam Duchess was engaged, which, by the way, could 
have accommodated conveniently no more than the 
small contingent which arrived, and the journey was 
made. The luncheon provided for 44 proved amply suf- 
ficient for 22 ; the weather cleared as the day advanced ; 
and Major Flood Page, who kindly took charge in the 
absence of Mr. Trotter, with much geniality and tact 
managed to convert a threatened fiasco into a fairly 
enjoyable excursion. When the Section again attempts 
an electric launch excursion we would suggest hiring 
the Volta, whose owners have never yet found it neces- 
sary to disappoint those who engage her. 


TELEGRAPH CLERKS AND THEIR 
GRIEVANCES. 


THOUGH it may be urged, by those who regard them 
with perhaps unsympathetic feelings, that the present 
‘ agitations ” amongst various sections of the working 
community are of “ mushroom growth,” still this can- 
not be said of the discontent and agitation existing in 
the Postal Telegraph service. 

In Parliament, where the agitators have many friends, 
through the press, through the medium of public meet- 
ings, and by numerous petitions, the grievances peculiar 
to the telegraph clerks in the service of the Crown have 


been again and again brought before the notice of the 
public, and since 1880-1 from time to time, at varying 
intervals, their claims to a better status have been made 
with a persistence, and, it must be added, a forbear- 
ance, which have not been without their effect on 
public opinion ; and as a series of recent incidents ap- 
pear to have somewhat accentuated their case, some 
reference to it here may prove of interest to our 
readers. 


As is well known, a measure of reform was brought 


out in 1881 by the late Prof. Fawcett, who was 
at that time Postmaster-General. The great political 
economist had gone exhaustively into the varied 
features of telegraph clerks’ grievances. Deputations 
of representatives—metropolitan and provincial—were 


closely and critically examined by him in the presence 
of a number of surveyors, postmasters, and other “ per- — 


manent officials.” A vast amount of evidence was 
placed before him, and, judging from what Mr. Fawcett 
afterwards said, was also accepted by him. 

It is interesting to know that, though blind, Mr. 
Fawcett had such a faculty of recognising individuality 
of sound, that he was able on hearing a voice a second 
time to address the speaker by name, though the name 


_ had been but once mentioned. 


It is also recorded that the permanent officials men- 
tioned above did not receive these deputations with 
much show of favour or sympathy. To return, Mr. 
Fawcett declared that great hardships and grievances 
undoubtedly existed, and, in the result, the Fawcett 
scheme was the panacea which was to banish the ills 
of the whole service. 

It would appear that it has failed to do so, and the 
lamented death of Prof. Fawcett may have curtailed 
the extent and scope contemplated for it by its author. 

Sir John Puleston, M.P., it may be remembered, in 
addressing a crowded meeting of telegraph clerks at 
the Forester’s Hall, London, last year, told them that 


when he congratulated Mr. Fawcett in 1881 on his | 


efforts to do justice to telegraph clerks, the Post- 
master-General replied, “ Yes ; but it is not enough.” 


The effect of this remark on Sir John’s audience may 


be imagined better than described ; but it tends to 


show that the author of the Faweett scheme did not 


look upon his labours as wholly accomplished, and his 
remark to Sir John Puleston may be said to be a very 
strong confirmatory point in the matter of the genuine- 
ness of the present grievances. _ 

Now, as in 1881, the causes of dissatisfaction are 
attributed to :-— | 

1. Inadequacy of pay. 

2. Classification causing stagnation in, and irregu- 
larity of, promotion. 

3. Deduction of pay during absence on sick-leave. 

4, Undue length of duty. 
5. Insufficient annual leave. 

6. Inadequate pay for overtime. 

7. Vexatious and unfair duties. 


8. The performance by senior clerks of assistant 


superintendents’ duties without extra remuneration or 
privileges. 

9. Attendance on Bank Holidays without extra 
remuneration. 

10. Lack of superior appointments. 

Into each of these heads the telegraph clerks through- 
out the service have gone very fully in their petitions, 
and that they have made out a case may be inferred 


_ from the fact that the Postmaster-General, having 


received a report from a departmental committee, has 
made fresh recommendations tothe Treasury, and their 
advent is awaited, we can fully believe, with feverish 
and pent-up anxiety. Unfortunately the Treasury 
enjoys, rightly or wrongly, the reputation of being a 
sort of monetary “ Court of Chancery,” whose delibera- 
tions are uncertain, occasionally arbitrary, and fre- 
quently protracted to an almost unbearable point. 
Touching generally upon points into which we 
cannot enter in detail, some concessions have been 
made in the matter of sick pay, and if it is granted to 
a few there can be no good or just reason for with- 
holding it from the remainder, irrespective of class, 
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We may say that the granting of Bank Holidays is not 
insisted on, and the telegraph clerks are not un- 
reasonable in asking for overtime for such days. 
Inadequacy of pay and classification, which latter 
gives rise to many anomalies in the matter of position, 
salary and service, are evidently the two standard 
grievances throughout the service. From what we 
have read, and from what we know of the service, it 


seems possible that the maxima which clerks might | 


reasonably expect to reach will never be attained, and 
the question must surely present itself to the thinking 
mind whether it were not better to abolish the 


barriers at several stages, and allow a steady and 


gradual rise through tne grades to a maximum, which, 


after all, even under the most favourable circumstances, 


would not ve reached until after upwards of 25 years’ 
service. Itis no satisfaction toa man who has spent 
his years in faithful and meritorious service to be told, 
as has been done in our public departments, that “he 
is very unlucky,” “he was just in an unfortunate posi- 
tien,” or that he is “ worthy of every encouragement,” 
when none is forthcoming. The reward of faithful ser- 
vice lies chiefly in steady promotion, and before leaving 
the general question of pay, we may point out one very 
striking disparity which appears to be apparently un- 
explained. Take the case of senior clerks—previous 
to 1881, the difference between the maximum of a 
senior clerk in London and that of an assistant super- 
intendent was £60. In 1881 the difference was in- 
creased to £80. In 1889 we find that the difference 
reaches no less a sum than £110. No sufficient 
reason is given for this remarkable expansion on 
th: one hand, and the standstill on the other. Other 
cases could be shown, into other points want of 
_ Space prevents us going. We know that the position 
of Mr. Raikes is one of difficulty and responsibility. 
He has expressed a becoming desire to be “ just before 
he is generous.” It may be that the events of the next 
week or 80 will prove that he can be both, and yet we 
do not know that the telegraph clerks are asking for 
more than simple justice. We venture to assert that 
the nation does not wish to see any of its public servants 
in positions in which they fail to receive adequate re- 
muneration and consideration from the nation’s purse. 

Science, ever marching onward, leaves behind it new 
theories, new systems, and new labours. ‘To electrical 
science this truism peculiarly applies, and it cannot be 
said that even now a telegraph clerk has nothing more 
to learn. The service, indeed, ever moves on with the 
sciences. We need not dwell on the specially-trained 
intellectual force that has to deal with current topics of 
all kinds, from the reports of great Parliamentary or 
scientific debates down to the humblest of telegraphic 
business. In all departments it may confidently be 
said that a high standard is maintained. It is but right 
to expect that those connected with the greatest tele- 
graphic system in the world should be in positions 
more than one degree removed from the fringe of 
poverty; that they should feel that they are cared for 
by an appreciative administration, and it is to be hoped 
that the Postmaster-General will see that no unneces- 
sary time is lost in readjusting the balance of justice. 

In conclusion, we may say with Sir John Puleston 
that the claims put forward by these public servants 
are indeed moderate, and we hope that the tension at 
present existing may be carefully, manfully, and 
wisely controlled by the men, and that their conduct 
may be marked by extreme forbearance and a due 
consideration of the public service, as, we also trust, 
their claims will meet with a speedy, just, and liberal 
' recognition at the hands of their professed friend the 
Postmaster-General. 


The Use of the Sprague Motor.—On account of the 


efficient regulation of the Sprague electric motors many 
printing firms in the States have adopted it in pre- 
ference to any other form of power. The Sprague 
Company has now about 20 motors in use in Boston 
for operating presses alone, while the total number in 
that city is about 200, 


| 


NOTES. 


The Electric Light in Warfare.—Some important 
electric light experiments were carried out in con- 
nection with the mobilisation of the Needles sub-section 
of the fortress of Portsmouth. The various forts and | 
batteries which guard the western entrance to the 
Solent were supplied with powerful search lights, which | 


have been fully engaged at night for the purpose of 
discovering the movements of the Rattlesnake, Hecla 


and other of Her Majesty’s ships which were 


manoeuvring in the vicinity. 


Proposed Electric Lighting at Exmouth. — The | 
Devon Electric Light and Power Supply Company, — 
Limited, will apply for a provisional order for the 


lighting of the Exmouth Local Board district. 


Proposed Electric Lightin 
House to House Electricity 
given notice of intention to apply to the Board of 


at Guildford, — The 
ompany, Limited, has 


Trade for a provisional order, authorising them to 
supply electricity for public and private purposes in 


Guildford. : 


Electric Lighting at Bromley.— Messrs. Laing, | | 


Wharton & Down have given notice to the Bromley 


order for the lighting of the town by electricity. 


_ Local Board that they intend applying for a provisional | 


Halifax and Bermudas Cable.—The final splice was 
made on Monday last, and the cable will shortly be 


opened for the transmission of messages. 


Barnet Lighting.—At the close of the meeting of the | 
Barnet Local Board last week, Mr. James handed in the © 


following notice of motion: “That the clerk be in- 
structed togive notice to Mr. Joel and ‘The Electric 
Light Company,’ that this board will oppose any appli- 
cation by both, or either of them, for any provisional 
order or license extending beyond the term of Mr. 
Joel’s contract with the board.” | re 


The City Lighting.—Says the City Press : —“ When 
will the City be lit by electricity ? The Commissioners 


= 


of Sewers seem to be in no particular hurry, nor do — 
the contractors for the two districts already appor- — 
tioned. The third district will probably be kept in — 


darkness to see how the other two get on. One con- 


tractor neglects to provide the necessary guarantee, and 


the other is supposed to be promoting a company to 
carry out the work.” 


The International Exhibition of Mining and Metal- 
lurgy.—The above exhibition will be opened next 
Thursday at the Crystal Palace. Among the probable 


English exhibitors may be mentioned Messrs. Davey, | 


Paxman & Co., Richard Hornsby and Sons, Limited, © 
Hathorn, Davey & Co., the Delta Metal Company, | 
Limited, Sphincter Grip and Armoured Hose Company, — 


Limited, W. H. Wilcox & Co., the Sandycroft Foundry 


and Engine Works Company, Limited, T. B. Jordan | 


and Son, the Britannia Company, of Colchester, &. | 


Electrical firms will be conspicuous by their absence, 
Messrs. Woodhouse and Rawson United, Limited, 
being, as yet, the only intending exhibitors. Many 
South African and foreign silver, lead, gold, and copper 
mining companies will make a display of their 
products. 


Electric Stations and the Pablic Health.— The 
Sanitary Council, Paris (Seine Department), has been 
requested to report upon the advisability of including 
electric stations in the list of établissements insalubres, 


by reason of the noise, trepidations, and smoke caused — 


by them, and which have been bitterly complained of. 
In the last three years about 30 important electric 
stations have been erected in central positions. 


Execution of Kemmler.—The latest report states de- 


finitely that Kemmler is to be executed by electricity. 
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Small Capitals.—The Financial Times, noticing the 
small capital (£100) of the Weston-super-Mare Electri- 
city Sapply Company and the Bristol Company, asks if 
the registrations emanate from the local gas companies 
for the purpose of protecting their interests. Our con- 
temporary may be reassured on the point, and we recom- 
mend a closer scrutiny of the names of the promoters. 


Telephonie Communication Between Manchester 
and Dudley.—The National Telephone Company noti- 
fies that communication has been established between 
Manchester and Dudley, and will henceforth be avail- 
able. 


Catheart and Peto.—We learn that this firm has 
acquired the business and works of the Vulcan Manu- 
facturing Company, makers of electric bells, indicators, 
&c., Rocliffe Street, Islington. The business will be 


carried on at the same address and under the same title 


as hitherto. : 


The Elmore Wire Company.—We hear that this com- — 


pany has contracts to take the whole of its output of 
copper spirals for the year 1891 at very remunerative 
prices. Mr. Elmore’s latest invention in connection 


with the manufacture of mandrils for his process, we 


are assured is now a practical success. This is of great 
importance to the company, inasmuch as it has ex- 


_ perienced the greatest difficulty in obtaining suitable 


mandrils. 
Electric Lighting at Thetford.—The committee of 


the Mechanics’ Institute has decided to fix the electric 


light throughont the building. 


F, H, Royce and Company.—A revised price list of 
dynamos, dated Ist July, is being issued by Messrs. F. 
H. Royce & Co., of Manchester. 


Platinum.—The difficulties attendant on the electro- 
deposition of platinum are well known, and the paper 
by Mr. Wahl, which we publish on another page, will 
prove a valuable addition to the literature, none 
too extensive, which exists on the topic. It is 


to be hoped that the day is not far distant when 


the application of platinum to plating purposes will 
become an industry of great importance, and apropos 
of this it may not be generally known that the 
price of this metal is about three times as much as 
was the case not long ago. One company, however, 
which uses this indispensable article in the manufac- 
ture of incandescent lamps was fortunate enough, when 
the market price was low, to lay in a stock sufficient to 
last for the next four years; a capital instance of the 


far sightedness of its well-known secretary. | 


The Cost of Electric Traction,—The General Electric 
Power and Traction Company will probably think it 


‘advantageous to give a reply to the assertions made 


by Mr. Willbond, during the discussion on electric 
tramways at the annual meeting of the Tramways 
Institute of Great Britain. To convert an assumed 
profit of £70 into an alleged loss of over £100 requires 
explanation, and we trust that the company is in a 
position to offer a satisfactory answer to Mr. Will- 
bond’s statements. | 


Personal.—Mr. A. P. Trotter has been appointed 
editor of the Electrician. We congratulate the pro- 
prietors of this journal upon such an acquisition to 


| their literary staff. 


Birkenhead Electric Lighting Bill.—This Bill, in an 
amended form, passed the Committee of the House of 
Commons on the 3rd ult. 


The Telephone in Italy.—The Minister of Posts and 
Telegraphs contemplates the establishment of a system 
of telephonic communication all over the peninsula. 


Extension of the Telephone in Hampshire.—South- 
ampton and Bournemouth were connected last week by 
telephone, 


A Question of Wrongful Dismissal_—In the Bir- 
mingham County Court, on Tuesday, Messrs. Snell and 
Prideaa, electrical engineers, Holloway Head, sued 
Thomas Lynch Hemming, electrical engineer, 94, Nursery 
Terrace, Hunter’s Road, Handsworth, for £50 damages, 
for breach of contract to serve them for three years 
from 25th June, 1888. The defendant set up a counter 
claim for £249 as damages for wrongful dismissal in 
having refused to allow him to fulfill his agreement, 
and for the detention of certain tools and utensils. The 
case was tried by a jury. The jury gave a verdict for 
the plaintiffs for £30, and for the defendant for 7s. 6d. 
on the counter-claim. 


A New Insulator.—The Bulletin International de 
l’Electricitté mentions a new type of Berthoud-Borel 
cable, which is said to possess the property of insulation 
in a great degree. A layer of celluloid is first placed 
over the conductor, which is then encased in tarred 
hemp, over which a coating of some complex material 
follows. This last is said to offer a high insulation. 
Our contemporary is disposed to make light of the in- 
vention, seeing that celluloid possesses a high co- 
efficient of dilatation, so that any sudden variations of 
temperature might occasion the loosening and destruc- 
tion of the insulator, and, also, the imflammable nature 
of this material would have to be taken into account. 


Newspaper Enterprise, — In consequence of the 
failure of the gas supply, the Yorkshire Post of Tues- 
day last week was produced entirely by the aid of wax 
candles. The text was written, the type set, and the 


paper was stereotyped and machined by the light of 


wax candles alone. Thursday’s issue was to a large 
extent produced under very different conditions. The 
electric light was the illuminant in use from between 
10 and 11 o’clock on Wednesday night. Such a rapid 
change from the modest wax-light to the brilliancy of 
electricity requires explanation. Because of the diffi- 
culty experienced on Tuesday night it was resolved on 
Wednesday morning by the management to introduce 
the electric light into the offices. The order for the in- 
stallation was only given to Mr. Wilson Hartnell, elec- 
trical engineer, Leeds, at 11 o’clock on Wednesday 
morning, and it was at work at a few minutes to 11 
at night. .The power for driving the dynamo was, of 
course, already on the premises, it being derived from 
the engines working the printing machines. But the 
main shaft had to be cut for the driving pulley and a 
special countershaft provided, from whence the dynamo 
is driven, the latter running at 1,000 revolutions per 
minute. The installation consists of 40 lamps of 50 
candle-power, and 20 lamps of 16 candle-power each, 
placed in the composing room, with six lamps of 100 
candle-power in the machine rooms. | 


Raw Hide Gear.—In America the use of raw hide 
for gearing has come largely into use. It. is often 
necessary to employ gear wheels running at a high 
rate of speed, and the wear which takes place, together 
with the accompanying noise, makes their use objec- 
tionable. Many attempts have been made to overcome 
these defects, and the patented solid raw-hide gears 
made by the New Process Raw Hide Company, of 
Syracuse, N.Y., have met with remarkable success. In 
the manufacture of the raw-hide, great pressure is 
applied, and all superfluous matter eliminated, leaving 
the same extremely light, and making it the strongest 
material for its weight known. The blanks are first 
cut, then a number laid together, and the teeth after- 
wards shaped out. The wheels so made have come 
into extensive use on electric cars, where their silent 
and even operation has added much to the comfort 
afforded by these cars. These gears may be run 
together or against metal gears, and require no lubrica- 
tion. They are not only remarkably durable in them- 
selves, but it is claimed that the life of large iron gears 
is longer, used in connection with them, than when 
running with metal pinions. 
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The Western Gas Association of America.— The 
Western Gas Association held its 13th annual meeting 
at St. Louis on May 21-23. In the course of his address, 
Vice-President C. R. Faben, Jr., of Toledo, O., said :— 
The electric light as a competitor to gas, for purposes 
of light, presents a solid front. How very profitable to 
investors these electrical undertakings may be, I ques- 
tion. From statements recently mado I find that out of 
about 100 electric lighting companies in Massachusetts, 
only 15 declared dividends in the past year. Of these 15 
companies 10 declared dividends of from 1 to 6 per cent., 
and only 5 declared dividends above 6 per cent. 
Leaving out the Boston companies, which by reason of 
the extent and value of their territory enjoy a greater 
demand for their light than exists in smaller places, the 
average of dividends paid by the electric light com- 
panies in the State, who paid dividends at all, has been 
only 4:9 per cent. Another fact in this connection is 
that no fund has been created by these several electric 
light companies to compensate for wear and tear. No 
depreciation has been charged off. The usual and 
necessary repair is supposed to represent all of the 
depreciations, so that the dividends paid are virtually 
taken from the plant itself or its value. Electric light 


companies are opposed to having any depreciation 


charged off other than the cost of repairs and renewals 
actually made. 


Wire Calculator.—One of the most important 
problems to be solved by the practical wire man is that 
of proportioning the size of the wire necessary to carry 
safely and economically the amount of current requisite 
of charts and tables have been prepared with a view 
of helping wire men in this difficulty, but these at the 
for a given number of incandescent lamps. With the 
object of meeting the demand for something which 
would present the advantage of enabling the wire 
man to obtain results with great rapidity and con- 
veniently, E. S. Greeley & Co., of New York, have 
have just put on the market a little device, called by 
the inventors an automatic wire calculator. It consists 
of two discs of stiff card-board of unequal size, the 
smaller one being mounted in the centre of the Jarger, 
and made to revolve thereon. 
larger cardboard are full directions for the use of this 
unique and useful tool. One is arranged for the calcu- 
lation of wire for of 110 volts, and it is understood 
another is in preparation arranged for 55 volts. 


The Alternating System in Russia.—It is said the 
alternating system will be adopted by the Russian 
Government for lighting the buildings of the Imperial 
Palace, Zarskoe-Selo. 


Brighton Lighting,— The committee has recom- 
mended that contracts to the extent of £7,027 be 
- entered into with Messrs. Sharp and Kent, £5,242 with 


the Electrical Construction Corporation, £1,140 with: 


Messrs. Sharp and Kent, in conjunction with Messrs. 
Goolden & Co., and £9,737 with Callender’s Company. 
The net outlay, exclusive of the cost of the station site, 
will be, assuming only two sets of accumulators to be 
used, £26,887 ; with two extra sets, £29,429. 


The Electric Light in Lancashire and Yorkshire.— 
Bills to confirm provisional orders made by the Board 
of Trade empowering the laying down of mains for the 
supply of electricity in Burnley, Morecambe, Bacup, 
Blackburn, Accrington, Blackpool, Huddersfield, Bury, 
Fleetwood, Lancaster, Salford, Crompton, Oldham, and 
Barnsley, have been before a committee of the House 
of Commons and passed, there being no opposition. A 
clause was inserted for the protection of telegraphic and 
telephonic wires. | 


Electric Tramway in Bremen.—The first electric 
tramway in Europe on the Thomson-Houston system 
Was opened in Bremen on the 22nd ult. Three cars are 
employed, and others will subsequently be added. 
Each car carries two 10-H.P. motors. | 


On the back of the 


Journalists Exempt from Juries in New York.— 
We note the following in the last issue of our trans- 
atlantic namesake :—“ At last the journalistic profession 
has received recognition at the hands of the New York 
law makers. Editors and reporters will hereafter be 
excused from jury duty, ranking alongside of lawyers, 
physicians, and clergymen.” When will the same 
privilege be granted in all cases’ here ? 


The Praise-All Policy.—In a recent number of the 
New York Electrical Engineer a description of a 
“Method of Telephonic Transmission,” devised by a 
Mr. W. Vogel, isgiven ; this description states that the in- 
vention “ embodies a new application of the line wire to 
effect an increase in the efficiency of transmission. 
This is accomplished by maintaining the iron or 
steel conductor in a magnetic state, by’ which the 
effect of the vibrating armature of the transmitting 
telephone is propagated magnetically as well as elec- 
trically.” The idea, which is about on a par with the 
spiral wire craze of a few years ago, is, we regret to see, 
spoken of in a leading article in terms which are not 
condemnatory of the absurdity of the so-called inven- 
tion, though it is not urged that it might be a success ; 
nevertheless, further trials of the apparatus in practical © 
operation are suggested. We believe that under the 
able hands of the late editor, the whole matter would 
have been treated with the ridicule it deserves ; more- 
over, a timely word might have saved the poor deluded 
so-called inventor a further useless expenditure of 
money which perhaps he can ill afford. 


News from Abroad.—We are seriously thinking of 
the advisability of sending a few sub-editors to distant 
parts of the world, so that they may rapidly pick up 
information as to what is being done in London in 
electrical matters. We have, though: fairly prompt, 
never succeeded in finding the items of news as 
rapidly as continental and American journals, and have 
come to the conclusion that being on the spot is the 
very worst way in which to acquire knowledge. Now, 
we were quite unaware that the Southwark Under- 
ground Railway had been opened, but an American 
contemporary announces that “ recently there has been 
opened under the Thames a new subway, consisting of 
two tunnels each about 11 feet in diameter, for the use 
of an electrical railway, and trains consisting of a loco- 
motive and three carriages, having accommodations 
(sic) for 100 passengers, are now run at frequent in- 
tervals from King William Street in the City to the 
Elephant and Castle in Surrey, a distance of a mile and 
a-third, in about three and one-half-minutes.” | 


NEW COMPANIES REGISTERED. 


Waketield City and District Omuibus Company, 
Limited.—Capital £6,000, in £1 shares. Objects: To 
carry on in Wakefield, or within a radius of 10 miles 
therefrom, the business of an omnibus and tramway 
company .in all branches, and to work by means of 
horse, steam, electricity, or other mechanical power. 
Signatories (with 5 shares each): *H. M. Carter, J. L. 
Chaplin, B. Woodcock, G. F. Roberts, *F. K. Perkin, 
*W. H. Kingswell, *T. P. Robinson, W. Watson, Hy. 
Bennington, E. Long, H. Rollinson, *H. Shaw, J. J. 
Hillbert, H. Smith, *J. Cardwell, J. H. Holdsworth, J. 
Scott, G. Webster, W. Moorhouse, *S. Stephenson, all 
of Wakefield and its vicinity. The subscribers denoted 
by an asterisk are first directors ; qualification, £20 in 
shares or stock; maximum remuneration, £100 per 
annum. Registered office, Wood Street, Wakefield. 


_ Registered 3rd inst. by F. B. Moss, Outer Temple. 


Sherrin Electric Power Generator Company, Limited. 
—Capital, £100,000 in £1 shares. Objects: To adopt 
an unregistered agreement between John Sherrin, John 
Vaughan Sherrin, and H. Ferdinand Woodgate, of one 
part, and G. M. Canham of the other part. To carry on 
business as electrical, mechanical, and chemical engi- 
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neers and manufacturers, and as an electric light com- 
pany in all branches. To manufacture and deal in 
apparatus, materials, and things for the generation, dis- 
tribution, supply, accumulation, and employment of 
electricity. Signatories (with 1 share each): G. M. 
Canham, Park Terrace, East Twickenham; W. J. 
Leslie Mumford, Applegarth Road, W ; G. Jackson, 39, 
Aspland Grove, Hackney; 8. H. Barnes, 84, Crofton 
Road, S.E. ; R. B. Storey, 4, Vicarage Gardens, Forest 
Gate ; D. R. Crane, 3, Erlam Road, South Bermondsey ; 
E. Price, 2, Hanklin Road, Crouch End. The signa- 


tories and vendors are to appoint the first directors ; 


qualification, 100 shares, and for subsequent directors 
200 shares ; remuneration, £2,000 per annum, divisible. 
_ Registered 4th inst. by Francis and Johnson, 5, Austin 
Friars. | 
Note.—The company referred to in our last issue as the Henley 
Electricity Supply Company, Limited, should read the Hanley 
Electricity Supply Company, Limited. | 


OFFICIAL RETURNS OF ELECTRICAL 
COMPANIES. 


Fowler. Lancaster & Co. Limited.—The statutory 
return of this company, made up to the 28th ult., was 
filed on the 5th inst. The nominal capital is £22,000 
- in £10 shares. 392 shares are taken up ; upon 342 of 
these the full amount has been called, and £5 per share 
upon the remaining 50 shares. The calls paid amount 
to £2,600, and unpaid to £1,070. Registered office, 
Albert Works, Graham Street, Birmingham. 


Maquay Syndicate, Limited.—The statutory return 
of this company is made up to the 23rd May. The 
nominal capital is £12,000, in 120 shares of £100 each, 
but the only shares at present taken up are the seven 
subscribed for by the signatories to the memorandum 
and articles of association. Registered office, 1, Shorter’s 
Court, Moorgate Street, E.C. 


Liverpool Silver and Copper Company, Limited | 


(electrical treatment of metals).—The statutory return 
of this company, made up to the 10th April, was filed 


on the 22nd May. The nominal capital is £50,000, in 


£10 shares; 2,500 shares are taken up, and £3 per 
share has been called thereupon. The calls paid amount 
to — Registered office, 5, Fenwich Street, Liver- 
pool. 

Poole and White, Limited (electricians).—The statu- 
tory return of this company, made up to the 27th ult., 
was filed on the 3rd inst. The nominal capital is 
£20,000, divided into 3,400 “A” shares of £5, and 
600 “ B” shares of £5 each ; 970 “A” and 600 “B” 
shares are taken up, the latter being considered fully 
paid. Upon the “A ” shares £2 10s. per share has been 
called, the calls paid amounting to £2,425. 


CITY NOTES, REPORTS, MEETINGS, &c. 


The India-Rubber and Gutta-Percha Company, 
Limited, 


Tue half-yearly general meeting of the company was held at 
Cannon Street Hotel on Thursday, the 10th inst., for the purpose 
of obtaining the shareholders’ sanction to an interim dividend of 
5 per cent., or 10s. per share (free of income tax), payable on and 
after the 11th inst. 

The Chairman, Mr. S. W. Silver, in moving the resolution, said 
that a rough estimate of the amount of sales made in the past six 
months fully justified the payment, as the sales were in excess of 
those of any previous half-year, notwithstanding severe competi- 
tion, and a considerable increase in the price of the raw material. 
The works were fairly well employed. These satisfactory results 
had only been attained by the closest attention and care. 

Mr. Grey seconded the resolution and, referring to the recent 
strike at Silvertown, said that no loss had been occasioned by it, 
as the company had been able to execute its orders from its works 
in France. Had proper police measures been taken, the strike 
would have been prevented at the outset, instead of continuing for 


some twelve weeks. The loss to the workpeople had been about 


£20,000, which they would have received had they continued at 
work. He hoped they would consider well the result of the last 
lesson before they struck again. : 

The motion was carried unanimously, and with a vote of thanks 
to the Board, the meeting dispersed. . 


The South of England Telephone Company. | 


THE report of the directors for the year ending 30th April, 1890, 
to be presented at the seventh ordinary general meeting to be 
held at Winchester House, on Friday, 18th July, at 12 o’clock, 
states :— The expenditure on capital account for the past year 
amounts to £14,116 2s. 10d., bringing the total of that account 
to £78,418 2s. Od. The revenue account shows a sum of 
£21,549 18s. 9d. for subscriptions and rentals, and a net credit 
balance of £6,148 5s. 4d., making, with the sum of £627 ls. 2d. 
brought forward from last year, an available balance of 
£6,775 6s. 6d. Of this amount the sum of £1,796 14s. 7d. has 
been absorbed by the payment of an interim dividend on the pre- 
ference shares at the rate of 6 per cent. per annum for the half- 
year ending 30th October, 1889. In order to strengthen the posi- 
tion of the company, the directors have considered it advisable to 


carry £1,000 to the reserve fund; and they now recommend the 


payment of a final dividend at the rate of 6 per cent. on the pre- 
ference shares (£2,096 6s. 2d.), for the half-year ending 30th 
April, 1890, and the payment of a dividend of + per cent. on the 
ordinary shares, free of income tax (£1,500), for the year, leaving 
a balance of £382 5s. 9d. to be carried forward. 

The completed trunk lines are as follows :—Brighton—Shore- 
ham; Brighton—Eastbourne ; Brighton—Worthing ; Shoreham— 
Worthing; Brighton—Hurst; Brighton—Newhaven; Brighton— 
Rottingdean; Brighton—Lewes; Lewes—Eastbourne; Canter- 
bury—Ramsgate; Ramsgate—Margate ; Ramsgate— Sandwich ; 
Ramsgate—Deal; Canterbury—Faversham ; Canterbury—Whit- 
stable ; Canterbury — Dover; Dover — Folkestone; Chatham— 
Maidstone ; Norwich—Great Yarmouth ; Northampton—Welling- 
boro’; Wellingboro’ — Kettering; Kettering — Rushden; Tun- 
bridge Wells—''onbridge. 

The trunk lines in process of construction are :—Canterbury— 
Ashford ; Faversham—Sittingbourne. aes 

At the 30th April this year, 2,265 exchange lines and 583 
private lines were completed, and 91 exchange lines and 19 private 
lines were in course of construction. 

Telephone exchanges are now open at the following places :— 
Brighton, Cambridge, Canterbury, Chatham, Deal, Dover, East- 
bourne, Faversham, Folkestone, Great Yarmouth, Hastings and 
St. Leonards, Hurst, Hythe, Ipswich, Kettering, King’s Lynn, 
Lewes, Maidstone, Margate, Newhaven, Northampton, Norwich, 
Oxford, Peterborough, Ramsgate, Reading, Lotions, Rushden, 
Sandgate, Sandwich, Shoreham, Tunbridge Wells, Watford, 
Wellingborough, Whitstable, Worthing. Mr. D. Owen Bateson 
retires from the board by rotation, and, being eligible, offers him- 
self for re-election. The shareholders’ auditor, Mr. J. Weise, 
retires, and is eligible for re-election. | 

The following is à comparative statement of exchauge an 
private line business of the company :— 


Exchange Private. 
April 30th, 1886 687 248 
April 30th, 1887 1,130 348 
April 80th, 1888 .... ... 1,521 386 
April 30th, 1080. … 1972 500 
April 30th, 1890 … ... 2,356 602 


The India-Rubber Estates Company, Limited.—The 
prospectus states that this company has been formed with a 
capital of £225,000, in 225,000 shares of £1 each, for the immediate 
purpose of acquiring and working a concession from the Govern- 
ment of the Republic of Liberia for the sole right of collecting 
and exporting India-rubber and gutta-percha from the republic, 
for the European and American markets, and with the intention of 
acquiring and working other valuable concessions relating to 
India-rubber and gutta-percha from other foreign Governments in 
Africa, America, Madagascar, and other parts of the world. 


The Eastern Telegraph Company, Limited, — The 
directors after placing about £120,000 to reserve fund, recom- 
mend a balance dividend of 2s. 6d. per share and a bonus of 3s. 
per share, making a total distribution of 6} per cent. for the year 
ended March 31st last. 

of 


The Allgemeine Electricitaats Gesellschaft 


Berlin.—This company will increase its capital by 3,000,000 


marks. The new shares will be offered at 55 per cent. premium. 
The Telegraph Construction and Maintenance Com- 


pany.—An interim distribution of 12s. per share is announced. 


TRAFFIC RECEIPTS 


The Western and Brazilian Telegraph Company, Limited, The receipts for the week 
ending July 4th, after deducting the fifth of the gross receipts payable to 
the London Platino-Brazilian Telegraph Company, Limited, were £3,451. 

The Great Northern Telegraph Company, Limited. The receipts for the month of 
June amounted to £24,600 ; Ist January—3lst June 1890, £130,400 ; correspond- 
ing months 1889, £129,400 ; do. 1888, £132,000. 
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4 SHARE LIST OF ELECTRICAL COMPANIES. 
3 Closing Closing Business done 
3 Stock or 
À Name. Share. “Gly 8) week ending 
Issued. 
100 xa Lowest, 
250,000 | African Direct Telegraph, Ltd., 4 p. c. Deb. 
3 1,549,160 | Anglo-American Telegraph, , Limited Stock 86 — 87 85}— 86} 87 es 
2,725,420 Do. do. 6 P. c. erred ... 15 144 14) 
11ÿ— 12 xd) 114— 12}xd) 113 | 114 
ie 63,416 | Brush Electric Engineering Ordinary, Nos. 1 to 63,416...  . 2 | 9 1h 1 
. 63,416 Do. do. Preference, Nos. 1 to 63,416 $100 103 —105 103% 
$7,216,000 | Commercial Cable, Capital Stock ... 
224,850 | Consolidated Telephone Construction and | sk 
fé 20,000 | Crompton & Co., Limited, 7 p. c. Pref. Shares, Nos 10 12 — 12} 12}— 123 124 12 
p.c. Preference... 10 | 17— 18 17 — 18 | 
60,710 | Direct United States Cable, Limited, 1877 | 
400,000 to 400,000 10 15 — 154 15 — 15! 154 
200,000 Do. 5 p. c. are (187 issue), repay. Aug. 1899 Stock 106 106 107} 
290,000 Do. 4p. c. Mortgage Debenture S 
"350, Eastern Extension, Australasia and Limited 14%, | 14), 
320,000 Do. 6 p. c. Debentures, repay. February, ose aoe fi a d 
446,100 | Do. 5p.c. (Aus. Gov. Sub.), Deb., 1900, red. ann. drgs. 
12,500 Do. 5p. c. Debentures, 1890, redeem. ann. drawings 10010 afl 1010 
367,900 | Eastern and South African Tel., Ltd., 5 p. c. Mort. Deb., 1900... . M Bh 4¢— 5} 
19,900 | *Electricity Supply Co. of Spain, Nos. 101 to 20,000... #0000 9 ch. 2 5— 6 54 54 
46,700 | Elmore’s Patent Copper Depositing, Ltd., Nos. 23,001 to 70, a 5 ce 2 — 92} 
19,700 | Fowler-Waring Cables, Nos. 301 to 20,000 (8 only pal — 6! 93 
180,227 | Globe Telegraph and Trust, ee 10 15 — 154 151 158 153° 
180,042 Do. do. 6 p. c. Pre 10 15$— 16}xd| 153— 16}xd| 154 153 
150,000 | Great Northern Tel. Company So Dele Gate of 1881 100 | 100 —103 xd] 100 —103 xd] 101 | 100! 
of 100 | 104—107 | 105 —108 
250,009 
9,334 and Batley, Ltd. Ordinary, Nos. 4,667 to 14,000 
5,334 Do. 7p. ¢c. Cumulative Preference, Nos. 2,667 to 8, 000 198 19 
41,600 India-Rubber, Gutta-Percha and Telegraph Works, Limited . 108 
200,000 Do. 25 37 — 39 37 — 39 
17,000 Indo-European Telegraph, Limited... 10 
38,348 | London 100 107 —110 107 —110 108% 108 
109,000 0. | 
49,900 | *Metropolitan Electric Supply, Limited, Nos. 6,101 to 50,000 .. 
386,875 National Telephone, Limited, Nos. 1 to 386,875 ... ... 5! 
49,825 Do. New Nos. 386,876 to 436,700 121— 13 121 123 
15,000 Do. 2 p. c. Cum. Ist Preference .. 10 10}— 103 10}— 10} 104 10; 
15,000 Do. 6 p. c. Cum. 2nd Preference (£8 paid) 
220,000 | Oriental Telephone, Ltd., Nos. 80,001 to 300,000 Sas /- only paid) 1 ce 3 i 
9,000 | Reuter’s, Limited La, 8 84 
» ANOS. — 
209,750 South of England Telep one, 500, 93,251 to 300,000 1 | 4 4 
20,000 Do. 6p.c. Cum. Pref., Nos. 1 to 20,000 (£33 only paid) à 5 ee ey 
3,381 | Submarine Cables Trust  … ert. gi 
37,350 | Telegraph and Maintenance, Limi 
150,000 Do. Limited 5 p. c. Bonds, red. 1894 xi xd 
55,000 | United River ate Telephone, Limi pet mes à 
146,000 Do. do. 5 p. Debenture Stock... Stock 90 — 94 90 — 94 
100,090 Do. do. 7 p. c. Debs., Nos. 1 to 1 :000 +0 
15,609 | West African Telegraph, Limited, Nos. 7, 501 to 23,109 .. : i, Bs ar -- a 
80,000 | West Coast of America Telegrap imi 
150,000 Do. do. do. 8 p. c. Debs, repay. 1902 100 = xd 
64,572 Western and Brazilian Telegraph, Limited 15 O — 106. 8 
26,986 Do. do. do. 5p.c. Cum. Preferred .. 73 
26,986 Do. do. do. 5p. c. Deferred .. 75 16 
200,000 Do. do. do. 6p.c. Debentures ‘à 1910... 100 06 —109 ee ‘ 
250,000 Do. 6 p. c. Mort. Debs., series “ B” of ’80, red. Feb., 1910 100 104 —107 Us —_ a 
88,321 | West India and Panama Telegraph, Limited 10 23— 28 ee in 23 
34,563 | 0. do. do. 6 p. c. 1st Preference 10 11 — 114 eS 15) 
4,669 Do. do. do, 6 p. c. 2nd Preference  … 10 125— 133 Bi eet. 
1,336,000 | Western Union of U.S. Tel., 7 p. c. 1st Mort nee Bonds $1,000 | 120 —125 Se 
179,300 Do. do. 6p.c. Sterling Bonds ... 100 99 —101 . : 
42,853 |*Westmstr. Elec. Sup. Corp., Ord., Nos. 101 to 42, 953 (£2 only paid) 5 1gj— 2} i — 


* Subject 10 Founders Shares. 


LATEST PROCURABLE QUOTATIONS OF RIT IES NOT OFFICIALLY QUOTED. 


Blackpool Electric Tramway Company, Limited, £10 (£63 paid), 73—73.—Electric Construction Corporation (£10 paid), 9]—10}. | 


—House-to-House Company (£5 paid), 5—5}.—London Electric Supply ore Ordinary (£5 paid), 2}—2}.—Manchester 
Edison and Swan Company, £9, (41 paid), 11/- —12/-. 


BANK Ratz or Discount.—4 per cent. (26th June, 1899). 
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WILLIAMS’S SELF-AMALGAMATING ZINC.* 


THE usual method of amalgamating battery zincs is 
by immersing them in a suitable acid mixture to clean 
their surfaces, and then spreading mercury over the 
surfaces which have been cleaned by the action of 
the acid mixture. The film of mercury on the zincs 
gradually disappears during the action of the cells 
and must be renewed by re-amalgamating or by keep- 
ing a quantity of mercury in contact with the zincs, 
usually in the bottom of the cells in which the zincs 
stand. | 
To avoid the trouble of frequent re-amalgamation, Dr. 
James B. Williams, of this city, has recently designed 
and patented a zinc which is self-amalgamating, and 
which is accomplished without removing the zincs 
from the cells. | 
The accompanying illustration gives a clear idea of 
the methcd employed by Dr. Williams as applied in the 
case of the plain cylindrical zinc. The cavity contain- 


‘ing mercury, M, is formed entirely in the substance of 


the zinc. From near the bottom of the cavity a canal, 2, 
runs obliquely in an upward direction, and its opening, 
0, is on a portion of the surface of the zine which is 


below the level of the battery solution. Another canal 
h, runs in an upward direction and terminates on a 
portion of the surface of the zinc which is outside the 
battery solution. The purpose of the canal, à, is to 
allow the battery solution to have access to the mercury 
in the bottom of the cavity, and that of the canal, h, to 
allow mercury to be poured into the cavity without 
removing the zinc from its cell. The cavity and its 
outlets are formed in the zinc during the process of 
casting or by drilling. 

To prepare the zines for use, they are first amalga- 


mated in the usual manner, a quantity of mercury — 


placed in the cavities, and the zines placed in their 
cells. If the zinc bodies are used, they are first 
fastened to their zincs and amalgamated with them in 
the usual manner, and a quantity of mercury placed in 
their cavities, after which they are placed in their 
cells. The mercury is renewed from time to time, as 
the film of mercury on the zines is removed during the 
action of the battery. The zincs continue to be self- 
amalgamating until the zinc is dissolved to such an 
extent that the cavity Will no longer retain the mercury 
which is poured through the canal, A. 


* Electrical Engineer, New York. 


NOTE ON A NEW PHOTOMETER.* 


By EDWARD L. NICHOLS. 


METHODS of photometry, which take no cognizance of 
differences of quality, are so ill adapted to the study of 
sources of light which differ from each other widely in 
temperature, that the introduction of some instrument 
by means of which both the character and intensity of 
an illuminant can be readily determined, would be a 
desirable adjunct to the equipment of our photometer — 
rooms. 

The instrument which it is my purpose to describe, 
has been designed to meet this need. Existing types 
of the spectrophotometer may be made to give good 
results, but they are expensive instruments, and 80 
difficult to use that it is only in the hands of observers 
of considerable experience that accuracy is assured. 

The new apparatus, the “ horizontal slit” photometer, 
is, in point of fact, a spectrophotometer, in which the 
polarising device is entirely done away with. In it 
the extremely simple principle of the Bunsen photo- 
meter is applied successively to the various regions of 
the visible spectra of the source of light which are to 
be compared. A direct vision spectroscope of Brown- 
ing’s form is attached to the usual car of a Bunsen 
photometer, from which the disc and mirrors have 
been removed. The optical axis of the collimator is 
horizontal and at right angles to the photometer bar. 
The slit is horizontal and lies in a straight line joining 
the sources of light, which are set up in the usual 
manner at the ends of the bar. The bar itself is 
preferably of considerable length—in the case of the 
one upon which the original instrument under con- 
sideration was mounted it was 500 c.m. long—and 
should be divided into 1,000 equal parts. 

In front of the spectroscope slit are placed two right 
ungled prisms of the same size, and made of the same 
glass (see cut). Their vertical adjacent edges bisect 
the slit, and light travelling from either end of the 
photometer bar is totally reflected by them, and enters 
the right and left hand end of the slit in a direction 
parallel to the optical axis of the collimator tube. 


The two sets of rays thus gathered into the spectro- 
scope from the lights at the end of the bar are vertically 
dispersed by the Amici prisms, and appear in the field 
of view as two vertical spectra standing side by side. 
Equal wave lengths are in the same horizontal line, 
and any desired region may be brought into the centre 
of the field by an angular movement of the occular 
telescope. The telescope moves along the arc of a 
suitably divided semicircle, to which it may be clamped 
by means of a set screw. Wave lengths, corresponding 
to the various circle settings, are determined once for 
all by observation of the more prominent of the Fraun- 
hofer lines. | 

When the instrument thus mounted is placed at the 
middle of the photometer bar between lamps which are 


identical in intensity and quality, the two spectra are of 


* Read at the Annual Meeting of the American Institute of 
Electrical Engineers, Boston, May 20th. 
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equal brightness throughout, wave length for wave 
length, from red to violet. If the two lamps differ in 
intensity but not in quality, the two spectra will differ 
in brightness by the same amount from end to end, and 
a position may be found upon the bar for which they 
will be identical throughout. 

Under these circumstances, which are the only ones in 
which the Bunsen method in photometry is strictly 
applicable, the instrument may be used as a simple 
photometer, the setting for any wave length whatever 
giving the candle-power. For this purpose alone, viz., 
for the comparison of lights of similar character, the 
instrument offers certain manifest advantages over the 
various forms of the Bunsen photometer. In the course 
of the present paper I shall present some definite data 


concerning the relative sensitiveness of the two instru- 


ments when used in this way. 

When the lights to be compared differ both in inten- 
sity and quality, ordinary photometric indications 
possess no perfectly definite significance. In this, 
which is the more general case, the relative brightness 
of the spectra of the two sources varies with the wave 
length. For each region of the visible spectrum, how- 


| ever, a position upon the photometer bar can be found 


at which the brightness of the two spectra in that region 
will be equal, and the observations thus obtained, when 
extended over the entire spectrum, will afford data by 
means of which the differences in quality of the two 
sources of light may be definitely expressed. 

In a recent paper read before the institute (Trans- 
actions of the American Institute of Electrical Engi- 
neers, Vol. VI., p. 183), for a considerable range of 


temperature at least, the ratio between the intensities 


of a certain wave length of the spectrum of glowing 
carbon, is identical with the ratio of candle-powers, as 
determined by the Bunsen photometer. The wave 


length in question, determined from the intensity of 


the spectrum of incandescent lamps at various candle- 
powers, I had found to be approximately À = 600. 
M. A. Crova, in an important paper since presented at 
the late electrical congress at Paris,* has pointed out 
the importance of this method of measuring the light 
from sources differing in temperature The wave 
length which he has indicated for this purpose is 
À = 9582, which belongs to a region lying slightly 
farther toward the green than the one which I had 
adopted. 

_ When the wave length of this region has been esta- 
blished beyond question, the photometry of lights which 
vary in colour, will have been reduced to a definite 
scientific basis. Instead of attempting to use the Bun- 
sen photometer in measurements to which it is not 
adapted, we shall be able to deduce the relative candle- 
power of two sources of light from the comparison of a 
single wave length, and we shall be freed from the 
uncertainty arising from differences of colour and from 
the personal errors due to thé independent use of the 


_two eyes in observation. The determination of candle- 


power will then be an operation of precision, even 
when the sources of light to be compared vary widely 
in temperature. It is in the opportunity of performing 
such observations upon the photometer bar itself, under 
conditions which do away with many of the sources of 
error inherent in the usual methods of spectrophoto- 


metry, that the chief advantage of the new photometer 
will be found to lie. 


The following set of observations, taken with the new : 


instrument, may serve to indicate one of the uses to 
which it may be put. The data are taken from an 
investigation now in progress in the physical laboratory 
of Cornell University. The object in view was to com- 
pare the spectrum of a novel type of gas burner with 
that of an ordinary argand burner. The two lamps 
were-set up at the ends of a photometer bar five meters 


long, the bar, as already stated, being divided into — 


1,000 equal parts. Readings were taken at six points 
in the spectrum. The purposes being to express the 
relative brightness of the two spectra, wave length for 


* M. A. Crova, La Lumière Electrique, Vol. XXXIIL., p. 478. 


wave length ; the intensity of that due to the argand 
burner was taken as unity throughout, and the bright- 


ness of each region of the spectrum of the flame under 


investigation was obtained in terms of that of the cor- 


responding region of the spectrum of the argand. The 
results are given in Table I. 


| TABLE I, 


Comparison of the spectrum of a Welsbach burner with that of an — 
ordinary argand burner by means of the “ horizontal-slit photo- | 


meter.” 
Light ratio, | error of 
Colour. Wave Welsbach 

Red oss sé 702 0°709 + ‘017 2°45 per cent. 
Yellow .... 589 . 1:476 + ‘017 1‘14 
558 1:760 + ‘023 1°34 
Green .... és 000 2395 + ‘047 1:99 
466 2°738 + ‘036 1°30 re 
Violet... 439 + ‘073 2°35 PA 
1°76 ( LE 

(Average) 


From observations by Miss Ida M. Hill. 


Ten observations were made in each region, 
I introduce these measurements here simply as an 


illustration of one line of work to which the instru- — 


ment under consideration is adapted. A full description 
of the research of which they form a part, and which 


covers many other questions pertaining to the very © 
interesting class of lamps with which it deals, will | 


doubtless be published in due time. 


As will be seen from the column of probable errors | 


the sensitiveness of the instrument is greatest in the 


region of the D line (A = 589), and least in the extreme 


red and violet, where the light intensities are small. 


A set of ten determinations made by the same ‘| 


observer with the Bunsen photometer gave for the total 
light ratio of the two lamps : 


Welsbach 
Argand 


= 1701 + 015 


The probable error of a single observation in this 
series amounted to 0°89 per cent., a value somewhat 
smaller than that obtained with the new photometer i 
the yellow of the spectrum. 

The number of observations is too small to afford a 
close estimate of the relative sensitiveness of the two 
instruments, but the results suffice to show that the 
horizontal slit ” photometer does not differ appreciably 
in accuracy from the Bunsen photometer when the 
latter is used in the comparison of flames of the same 
colour. 


When it comes to the measurement of sources of © 


light that differ widely in temperature the comparison 
is decidely in favour of the “ horizontal slit” photo- 
meter, the sensitiveness of which is not affected by 
differences of colour. The error of the Bunsen photc- 
meter in candle-power measurement of the arc light, 
for instance, calculated from ten observations recently 
made upon the same photometer bar, the reference 
standard being an argand gas burner, was 2°69 per cent. 
(probable error of a single observation), a value more 
than twice as large as that of the “horizontal slit” 
photometer. 

A comparison of the performance of the new photo- 
meter with that of a polarizing spectrophotometer of 
the type which is commonly recognised as affording 
the highest degree of accuracy, is decidedly in favour 
of the former. Taking as a basis eight observations 
made by Mr. Franklin and myself in the study of a 
bat’s-wing gas burner,* the observations covering eight 
regions of the spectrum, I find the error of a single 


* American Journal of Science, Vol. 38, p. 100. Sec also Transac- 
tions of the American Institute of Electrical Engineers, Vol. 6, p. 177. 
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observation in the various regions to have been as 
follows : 


TABLE II. 


Probable errors of a single observation with a 
polarising spectrophotometer, calculated from sets of 
10 observations upon various portions of the spectrum 
of a gas flame. ae 


Probable error of a 


Wave lengths. E single observation. 
753 79 per cent. 
668 à 
608 
557 
518 à 
492 
468 
450 2'4 


5°2 per cent. (average). 


The measurement of a fluctuating illuminant, such as 
the gas flame, is a line of investigation by no means 
adapted to exhibit any photometric instrument at its 
best ; but as the errors of the horizontal-slit photometer, 
already given, were calculated from sets of 10 observa- 
tions upon such flames, I have selected for comparison 
similar sets of 10 upon sources of the same character. 

The averages, viz. :— 7 | 

Error of horizontal-slit photometer 1°76 per cent. 
(average for spectrum). Error of polarising spectro- 
photometer 5°20 per cent. (average for spectrum) doubt- 
less afford a fair indication of the relative performance 
of rs two instraments in this peculiarly trying line of 
work. 

At the last annual meeting of the Institute I had the 
privilege of presenting a brief study of certain personal 


The particular class of errors to which attention was 
called in that paper are undoubtedly obviated by the 
use of the horizontal-slit photometer; what new ones 
the latter instrament may introduce remains to be de- 
termined. | 


ON THE ELECTRO-DEPOSITION OF 
PLATINUM.* 


By WM. H. WAHL. 


THE permanence and unalterability of the metal 
platinum—-properties which make it of such inesti- 
mable value to the chemist—have likewise suggested 
its application as a protective covering upon the 
surfaces of other metals ; and, even in the early days 
of the art of electro-deposition, efforts to obtain a 
satisfactory coating of this metal were made. The 
failure with which these early experiments were 
attended served rather to stimulate than to deter sub- 
sequent investigators, and the problem has received 
the attention of a number of the most noted experts in 
theart. The results that have been accomplished cannot 
be said to have been entirely satisfactory—a statement 
which, I believe, will be fully sustained by the fact that 
electro-plating with platinum, on the commercial scale, 
is practised only to a very limited extent. When the 
wide field of application for platinum-plating is con- 
sidered—and I need only name philosophical, engi- 
neering, surgical, dental and electrical apparatus and 
instruments, fire-arms, watch-cases, and jewellery, to 


say nothing of the host of miscellaneous articles of 
utility and ornament to which the metal could be 
advantageously applied—the conclusion is irresistible, 
that the processes thus far proposed for the purpose do 
not fully meet the requirements of practical service. 
Thus far, of all the methods that have been proposed 
for electro-plating with platinum, three only appear 


* Read at the Stated Meeting of the Chemical Section, Franklin 
Institute, May 20th, 1890. | 


errors pertaining to the use of the Bunsen photometer. 


to have sufficient merit to deserve special notice ; these 
are :— | 

1. Roseleur-Lanaux method, based on the electrolysis 
of a solution of the double phosphate of sodium and 
platinum. 

2, The process of the Bright Platinum Plating Com- 
pany, of London, a modification of that of Roseleur, 
involving the introduction into the bath of certain sub- 
stances, such as sodium chloride and borax, to ensure a 
bright deposit of the metal ; and | 

3. Boettger’s method, founded on the electrolysis of 
a solution of the double chloride of ammonium and 
platinum in sodium citrate. 

Each of these baths will yield satisfactory results for 
a time ; but, as I shall endeavour to show, the peculiar 
difficulties met with in the practice of platinum- 
plating render it impossible to maintain the chemical 
integrity of these electrolytes, and, in consequence 
thereof, they soon become inefficient or inoperative by 
reason of contamination with the secondary products 
formed therein. 

I will endeavour in what follows to give the true 


explanation of the difficulties above referred to, and 


to indicate what, from a careful study of the subject, 
fortified by the results of numerous experiments, I 
conceive to be the only feasibie method of overcoming 
them. 

The first difficulty encountered is that of obtaining 
a bright, reguline and adherent deposit of the metal, 
in which form only it will answer the demands of 
practice. There is no difficulty in effecting the separa- 
tion of the metal from solutions of almost any of its 
compounds. Zinc, iron and tin reduce it promptly by 
simple immersion, and this very facility of reduction 
is one of the reasons why, even by the method of 
electrolysis, the desired object is frequently accom- 
plished only in an imperfect manner ; for the electro- 
plater is obliged to meet and overcome its obstinate 


disposition to separate from many of its compounds 


in the condition of platinum black, lacking coherence 


and adherence, and therefore entirely unsuited for his — 


purpose. | 

Another and no less serious difficulty arises from the 
insolubility of plates or sheets of this metal as anodes, 
when solutions containing platinum salts are submitted 
to electrolysis. In electro-plating with copper, silver, 


gold and nickel, but little difficulty is encountered in — 


practice on this account, since anodes of these metals 


are freely soluble in many solutions capable of 


depositing them when they are submitted to electro- 
lysis, and the rate at which these anodes are respectively 
dissolved, approximates so nearly to that at which the 
metals are deposited upon the objects at the cathode, 
that the metallic strength of the electrolyte is main- 
tained substantially uniform, and electro-plating solu- 
tions of these metals may be operated for a long time 
without requiring additions of metallic salts. The 
electro-deposition of the metals whose anodes are thus 
tractable is carried on industrially with success. 

It results from this want of solubility of the anode 
that the metallic strength of the electrolyte employed 


_is continuously being weakened, while the deposition 


of the metal is going on, and the conductivity of the 
bath is being continually modified thereby. The 
character of the deposited metal also is injuriously 
influenced by these constant alterations of condition in 
the bath ; and, as the rate of deposition becomes slower 
and slower by reason of the gradual impoverishment 
of the metallic strength of the solution, it will be neces- 
sary to restore it by fresh additions of metallic salt. 
The practice in all the processes of electro-plating with 
platinum employed up to the present time, save that of 
Boettger, is to use for this purpose the tetra-chloride of 
platinum. With this single exception, all the solutions 
for the electro-deposition of platinum thus far made 
known, so far as I am aware, are made by treating the 
chloride with compounds of the alkalies, soda, potassa, 
orammonia. Of these, the phosphates and oxalates of 
soda, or potassa, are in greatest favour, and a number 
of formule for preparing platinum-plating baths with 
their aid have been described. The resulting sub- 
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stance is commonly a double salt, such, for example, as 
the double phosphate of sodium and platinum ; the 
double oxalate of potassium and platinum, &c., con- 
taminated, however, in each case by the chloride of the 
alkali employed, which is formed from the decomposi- 
tion of the platinic chloride. As often as it is found 
necessary to strengthen the bath, fresh additions are 
made of platinic chloride, which, by chemical interac- 
tion with the constit@ents of the bath, aided by the 
process of electrolysis, yields more alkaline chloride ; 
and it follows that the bath, by reason of becoming 
surcharged with this foreign substance, and with other 
secondary products of electrolytic decomposition, ceases 


to yield bright, reguline platinum upon the articles to © 


be plated therewith, and must be discarded. It then 
becomes necessary to regain the platinum contained in 
the discarded bath, by one or another of several pro- 
cesses of reduction known to chemists. The platinum 
thus regained may be converted into chloride and 
utilised in the preparation of a fresh bath, with which 
the same series of operations will berepeated. Boettger 
purposes to maintain his bath by fresh additions of his 
original solutions, but it must be apparent that the con- 
tinued electrolysis of such a solution as he employs 
must be attended with the constant accumulation 
therein of alkaline chlorides from the same causes as 
those specified above. This rapid deterioration of the 
baths, therefore, involve their frequent renewal at the 
expense of time and labour, so that, in spite of the fact 
that there isa wide field for its application, it is princi- 
pally for this reason that the art of electro-plating with 
platinum on the commercial scale has thus far been 
practised only to a very limited extent. : 

It occurred to me that it might be practicable to 
overcome the principal difficulty here set forth. 
Knowing the influence of extent of surface in pro- 
moting the solubility of substances, it appeared to me 
at least probable that if the platinum were exhibited 
at the anode in the form of platinum black, or sponge, 
exposing thus an enormously greater number of points 
of attack to the electro-negative element or acid radical 
there set free, the result might be the solution of the 
platinum, and the problem of maintaining the metallic 
strength of the electrolyte would thus be solved. The 
correctness of this conjecture was verified by experi- 
ment. For this purpose a plate of porous battery 
carbon, previously treated with boiling hydrochloric 
and nitric acids, was saturated repeatedly with a solu- 
tion of platinic chloride and dried. It was then intro- 
duced into a graphite crucible, finely divided carbon 
was packed about it, and the crucible and contents 
heated for about half an hour to bright redness. The 


carbon plate then contained within its pores platinum — 


in a state of eminently fine division. Treatment with 
water, and with hydrochloric acid at boiling tempera- 
ture, failed to leach out any platinum salt, showing 
that the previous treatment had sufficed to reduce all 
the platinum salt to the metallic state. The carbon 


plate was then suspended as the anode in moderately 


diluted hydrochloric acid, a platinum plate serving as 
the cathode. The acid bath was gently heated and a 
current of moderate strength was allowed to flow 
through it. There was a liberal evolution of hydrogen 


from the cathode, but little perceptible evolution from 


the anode. The acid solution gradually became 
coloured from the formation of platinic chloride, and 
after some time the bright surface of the cathode began 
to blacken and ultimately became covered with a thick 
coating of platinum black. It was thus demonstrated 
that an anode of platinum in a fine state of division is 
readily soluble in an electrolyte which yields chlorine 
at the anode when the same is electrolysed. This 
observation, so far as I am aware, is new. It proved, 
however, to have no practical value, since the solution 


of the anode demanded the presence of a large propor- 


tion of free acid in the plating-bath, and the use of cur- 
rents of such strength as to produce invariably the 
deposition on the surfaces to be plated of black and non- 
adherent metal. Furthermore, it was found, as was to 


have been anticipated, that the physical condition of 
the anode exerted no influence whatever in the electro- 


the cathode. 


lysis of baths formed of the oxy-salts of platinum, from 


which the best results in electro-plating are obtained— 


since, in electrolysing such compounds, the acid radical 
separated upon the surface of the platinum black failed 
to exert any perceptible solvent action. | 

It was therefore necessary to devise some other plan 
for overcoming the difficulties herein described, and, 
after making a number of fruitless experiments, I was 
so fortunate as to find a plan which appears to offer a 
solution of the troublesome problem of electro-plating 
with the group of metals, whose anodes are insoluble, 
in a more satisfactory manner than any other that has 
hitherto been suggested.’ 

The plan here referred to consists in employing 


platinum hydroxide for the purpose of maintaining the | 


metallic strength of the plating bath. For this purpose, 
the hydroxide, which is readily soluble in alkalies and 
in many of the acids, may be introduced into the 
plating bath from time to time and dissolved therein 
by stirring, or it may be permitted to remain in the bath 


in excess, the undissolved portion remaining at the 


| 


bottom of the containing vessel, or it may be suspended 
in a canvas bag adjacent to or surrounding the anode of 


carbon, according as the nature of the electrolyte may 


indicate one or the other method to be the preferable 


one. 
plating are those of the oxygen salts, I have found it 
advantageous also to prepare these directly from the 
hydroxide. This method, I. have found, is capable of 


As the solutions which yield the best results in 


yielding a number of electrolytic baths of platinum | 
that will maintain their metallic strength approxi- 
mately unimpaired during electrolysis, and without the - 


‘objectionable features of introducing into them sub- 


stances that will cause them to deteriorate by the 
accumulation therein of injurious secondary products | 
of decomposition, as is the case where such baths are 


maintained by additions of platinic chloride or alkaline 


chloro-platinates, as has hitherto been the invariable | 


practice. Referring now specifically to the properties 


that render the platinic hydrate useful for the purposes 


above indicated, the following points appear to be 
deserving of mention, | 
It is readily soluble in aqueous solutions of the 


alkaline hydrates, and in a humber of acids, mineral 


and vegetable. In the treatment of the platinic hydrate 
with aqueous solutions of the alkaline hydrates, the 
former plays the part of a weak acid forming compounds 
known as platinates, which are very soluble, and from 
which the platinum is not precipitated on the addition 
of an excess of alkali. A weak aqueous solution of 
sodic or potassic hydrate (but especially the last-named) 
will dissolve a large quantity of platinic hydrate, at the 


ordinary temperature, though solution takes place more © 
freely when heat is applied. These solutions have the | 
advantageous features of being freely conductive of elec- | 
tricity, and of yielding bright, regulineand adherentelec- 


tro-deposits of platinum on metallic surfaces previously | 
Furthermore, with a 


prepared to accept the same. 
current of moderate strength, the platinic hydrate only 


_ is affected, as is shown by the pronounced evolution of 


oxygen at the anode, and by the total absence of gas at 


bility of platinic hydrate in alkaline hydrate, even in 
the cold, that if free platinic hydrate be present in a 
bath of alkaline platinate, the alkali set free in the 


process of electrolysis will combine with this platinic 
For this purpose it : 


hydrate to form fresh platinate. 
will be necessary either to have present in the bath at 
all times a small excess of platinic hydrate which may 
remain upon the bottom of the containing vessel, with- 
out interference with the plating, and which may be 
replenished from time to time ; or to introduce, at the 
end of the day’s work, a quantity of the platinic hydrate 
sufficient to restore the metallic strength of the bath to 
normal, assisting the solution of the metallic hydrate 
by stirring, and, if necessary, by the application of 
gentle heat. As I have found that the platinate solu- 
tions act best when they contain a considerable excess 
of free alkaline hydrate, being more conductive of the 
current and yielding the platinum more freely and in 
the best condition, the addition of the proper quantity 


Also, it is manifest from the free solu- | 
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of platinic hydrate at the close of the day’s work in 
the case of a bath of considerable volume, or the addi- 
tion of small quantities at intervals, in the case of a 


small bath, will be found to answer the desired purpose 


of maintaining the metallic strength of the bath 
approximately normal for an indefinite period. In a 
bath where considerable free alkali is present the 
platinic hydrate added, as just indicated, dissolves very 
freely even in the cold. The important fact is to be 


‘noticed that the alkaline platinate solutions may be 


maintained and operatcd for a long time in the manner 
described, since no deleterious secondary products are 
formed by electrolysis to vitiate and render them in- 
operative, as will speedily be the case where the 
platinic chloride is used for this purpose. The mineral 
acids (hydrochloric, nitric, sulphuric, and phosphoric 
acids) dissolved the hydroxide freely, as likewise do 
certain of the vegetable acids, notably oxalic acid, and 
form with corresponding salts of the alkalies, double 
salts, many of which are soluble in water. Of the 
salts thus capable of being formed, however, so far as 
I have been able to determine by experiment, only a 
limited number appear to be adapted to yield a deposit 
of bright, reguline and adherent platinum. The halogen 


compounds may obviously be prepared more con- | 


veniently by the direct solution of the metal in aqua- 
regia than by the method I have described, but as I 
have found the oxygen compounds of platinum to 
yield much more satisfactory results, I therefore exclude 
them from consideration. 

Of the salts that may be formed from platinic 
hydrate by solution in acids (and in part by suitable 
combination with the. corresponding alkaline com- 
pounds to form double salts), three only may be named 
as sufficiently useful to yield practically valuable 
results in plating. These are the phosphates, oxalates 
and acetates, of which also it is practicable to form 
double salts with the alkalies, soda, potassa and 
ammonia, which yield. bright, reguline and adherent 
plating. 

Oxalic acid, so far as I have been able to determine, 
of all the oxygen acids, is the best solvent of platinic 
hydrate, dissolving it even in the cold, but with great 
energy when aided by heat, and forming platinous 
oxalate, with evolution of carbonic anhydride. From 
this brownish-black or deep blue solution (according 
to concentration), brilliant reddish-brown scales of the 
salt separate abundantly and readily from the hot 
saturated solution. A saturated aqueous solution of 
the simple oxalate prepared from the hydrate, as above 
described, will yield bright, reguline, adherent platinum 
when electrolysed with a comparatively weak current, 
with evolution of carbonic anhydride at the anode. 
With a stronger current hydrogen also appears at the 
cathode. This bath may be maintained indefinitely at 
normal metallic strength by observing the precaution 
to add oxalic acid and platinic hydrate in small 
quantities from time to time ; or by keeping constantly 
at the bottom of the bath some platinic hydrate, and 
adding oxalic acid in crystals or powder from time to 
time as may be required to keep the bath saturated ; 
or, what is much to be preferred, making a supply of 


| platinous oxalate from platinic hydrate in the manner 


previously described, and keeping an excess of this 
present in the bath at all times. This bath has the same 
advantages as are possessed by the above-described 
alkaline platinate baths, of being capable of indefinite 
maintenance at normal metallic strength, and of intro- 
ducing no substances that will cause its deterioration 
by the formation of secondary decomposition products. 

Phosphoric acid also is a solvent of platinic hydrate. 
A dilute aqueous solution of this acid will dissolve a 
small quantity of the metallic hydrate in the cold, and 
a much larger quantity when aided by heat. With 
increasing concentration, the solvent power of this acid 
for platinic hydrate is correspondingly increased. The 
resulting solution of: phosphate of platinum, according 
to the degree of concentration, will be wine-yellow to 
cherry-red in colour, and with a comparatively weak 
current, will yield bright, reguline and adherent pla- 
tinum on metallic surfaces properly prepared to accept 


the same. The electrolysis of this compound, also, 
does not involve the formation of deleterious secondary 
products, the result of the operation being the separa- 
tion of the metal at the cathode, and of the acid radical 
at the anode—and of the elements of water which are 
evolved as gases respectively from anode and cathode. 
In the operation of the bath, therefore, it will become 
more and more acid as the metal is withdrawn by the 
accumulation therein of the ph@phoric acid set free at 
the anode. The maintenance of the metallic strength 
of the bath, therefore, may be effected as in the fore- 
going cases, by having present therein at all times a 


small quantity of platinic hydrate, or by the addition — 


at the end of each day’s work of the quantity of the 
metallic hydrate which will be required to restore the 
amount of metal withdrawn. This bath must be worked 
very acid, and the solution of the platinic hydrate to 
maintain the strength of the bath must be facilitated 
by heating, as the solvent power of phosphoric acid for 
platinic hydrate is much inferior to that of oxalic acid. 
The double phosphates of platinum with certain of the 
alkalies may be formed, which will be capable of yield- 
ing a deposit of bright, reguline and adherent metal, 
and of being maintained approximately at normal me- 
tallic strength in the same manner as I have set forth 
above. The best results I have obtained with the 
ammonio-platinic phosphate, prepared by adding to the 
solution of platinic hydrate in phosphoric acid sufficient 
aqua ammoniæ to cause the same to give an alkaline 
reaction, which point will be indicated by the forma- 
tion of a grayish precipitate that will not disappear on 
stirring ; then restoring the acidity of the solution by 
adding free phosphoric acid in excess, upon which the 
precipitate readily dissolves. The resulting solution is 
yellowish or brownish, and yields superb plating ; 
though, on account of the greater difficulty of main- 
taining its metallic strength by the solution of the 
hydroxide, it is not so well adapted as the oxalate for 
the work of electro-deposition on the large scale. The 


‘sodio-platinic phosphate, formed in a manner precisely 


analogous to the ammonia compound just described, 
will also yield bright, reguline and adherent plating ; 
but I have observed that the soda salt is less freely 
soluble than the corresponding ammonia compound, 
and consequently more difficult than the latter to main- 
tain of normal metallic strength. : 
Platinic hydrate is only very sparingly soluble in 
strong acetic acid, and it is impracticable to facilitate 


the solution by boiling, since by persisting in this fora © 


very short time, the hydrate is decomposed, and black 
platinic oxide is formed, which is quite insoluble in 
this menstruum. I have found, however, that an alka- 
line acetate bath may be prepared by the addition to 
the alkaline platinates above described, of as much 
acetic acid as may be introduced without causing the 
formation of a permanent precipitate. But although 


_ the appearance and quality of the plating obtained with 


this bath leave nothing to be desired, the bath does not 
meet the requirements in respect of indefinite main- 
tenance in normal metallic strength and uniform com- 
position. This difficulty, however, as I have observed, 
becomes less and less pronounced as the bath is made 
more strongly alkaline, when it approximates more and 
more closely to the alkaline platinates ; for it is obvious 
that in the presence of a large amount of free alkali, 
this would unite with the acetic acid to form a simple 
acetate. The resulting solution would no longer con- 
tain sodio- (potassio-) platinic acetate, but sodic 
(potassic) acetate, sodic (potassic) platinate, and free 
alkali. Nevertheless, the presence of acetic acid in 
such alkaline bath appears favourably to influence the 
quality of the plating yielded, giving the deposited 
metal a whiteness approaching that of silver; and 
since, furthermore, acetic acid yields only the elements 
of water and volatile compounds when electrolysed, 
and therefore does not contaminate the electrolytic 
bath by forming deleterious secondary products, I find 
its judicious addition to the above-described alkaline 
platinate baths to present some advantages. 

The foregoing comprise the compounds that I have 
found to yield the most satisfactory results in platinum 


| À 
4 
| 
| 
| a 
i 
| 
| 
| 
| 
| 
i 
| 
| 
| 
| 
| 
| 
| 
a 
| 
> 


JULY 11, 1890.] 


THE TELEGRAPHIC JOURNAL AND 


ELECTRICAL REVIEW. de 


plating, and I will not tax your patience at this time 
by an enumeration of the results, either partially suc- 
cessful or wholly unsuccessful, that I have obtained 
with a number of differently constituted compounds of 
this metal. 


I append directions for the preparation of the several | 


electrolytic baths above described, and indicate what I 
have found to be the most favourable conditions for 
working them. : 

In conclusion, I desire to make known the fact, 
which was brought to my knowledge only within the 
past week, that my friend, Prof. Wm. L. Dudley, of 
Vanderbilt University, Nashville, Tenn., has indepen- 
dently worked out the problem of electro-plating with 
iridium in a manner precisely analogous to that which 
I have herein described with platinum. Prof. Dudley 
has made no publication of his research, but in a letter 
informs me that he employed, as long ago as 1886, the 
following procedure, which I quote, “a bath of the 
metal may be composed of either the chloride (Ir Cl,), 
the double chloride of iridium and sodium, a double 
sulphate of iridium-ammonium. The latter was pre- 


ferred. The bath was kept saturated with metal by 


suspending canvas bags in the solution (either near to 
or around the anodes) containing the hydroxide of 
iridium.” 

Directions for Preparing the Electro-Plating Baths.— 
For the alkaline platinate bath, the following directions 
may suffice :— | 


Platinic hydrate 


Caustic potassa (or soda) ... “sé … 8 oz. 
Distilled water . 1 gallon. 


Dissolve one-half of the caustic potassa in a quart of 
distilled water ; add to this the platinic hydrate in 
smal! quantity at a time, facilitating solution by stirring 
with a glass rod. When solution is effected, stir in 
the other half of alkali dissolved in a quart of water ; 
then dilute with enough distilled water to form one 
gallon of solution. To hasten solution, the caustic 
alkali may be gently heated, but this is not necessary, 
as the platinic hydrate dissolves very freely. This 
solution should be worked with a current of about two 
volts, and will yield metal of an almost silvery whiteness 
upon polished surfaces of copper and brass, and quite 
freely. There should be slight, if any, perceptible 
evolution of hydrogen at the cathode, but a liberal 
evolution of oxygen at the anode. I have observed 
that the addition of a small proportion of acetic acid to 
this bath improves its operation where a heavy deposit 
is desired. The anode may be of platinum or carbon, 
and owing to the readiness with which the metal is 


_ deposited an excess of anode surface is to be avoided. 


Articles of steel, nickel, tin, zinc, or German silver, 
will be coated with black and more or less non- 
adherent platinum; but by giving objects of these 
metals a preliminary thin electro-deposit of copper in 
the hot cyanide bath, they may be electro-platinised in 
the alkaline platinate bath equally as well as copper. 
The bath may be worked hot or cold, but it is recom- 
mended to work it at a temperature not exceeding 100° 
F. It may be diluted to one-half the strength indicated 
in the formula, and still yield excellent results. The 
surface of the objects should be highly polished by 
buffing, or otherwise, prior to their introduction in the 
bath, if the resulting deposit is designed to be brilliant. 

The deposition of platinum takes place promptly. 
In fiye minutes a sufficiently heavy coating will be 


obtained for most purposes. The deposited metal is so 


soft, however, that it requires to be buffed very lightly. 
A heavier deposit will appear gray in colour, but will 
accept the characteristic lustre of platinum beneath the 
burnisher. 

The oxalate solution is prepared by dissolving one 
ounce of platinic hydrate in four ounces of oxalic acid, 
and diluting the solution to the volume of one gallon 
with distilled water. The solution should be kept 
acidified by the occasional addition of some oxalic 
acid. The simplest plan of using this bath, and which 
requires no attention to proportions, is simply to work 
with a saturated solution of the oxalate, keeping an 


pressure. 


undissolved excess always present at the bottom of the 
vessel. An addition of a small quantity of oxalic acid 
now and again will be found advantageous. The double 
salts of oxalic acid with platinum and the alkalies may 
be formed by saturating the oxalate of the desired 
alkali, with platinic hydrate and maintaining the bath 
in normal metallic strength by the presence of an un- 
dissolved residuum of platinous oxalate. 

The double oxalates are not so soluble in water as 
the simple salt. The oxalate baths, both of single and 
double salts, may be worked cold or hot (though not 
to exceed 150° F.), with a current of comparatively low 
The metal will deposit bright, reguline and 
adherent on copper and brass. Other metallic objects 
must receive a preliminary coppering as above. 


can be obtained of any desired thickness. 
The deposit obtained in the oxalate baths is sensibly 


The! 
_ deposited metal is dense, with a steely appearance, and! 


harder than that from the alkaline platinate bath, and | 
will bear buffing tolerably well. | 


The phosphate bath may be prepared by the follow- 


ing formula :— 


Phosphoric acid, syrupy (sq. gr. 
Platinic hydrate ...... ase I-lioz | 
Distilled water . lgallon. | 


The acid should be moderately diluted with distilled | 
water, and the solution of the hydrate effected at the | 
boiling temperature. Water should be added cautiously | 


from time to time to supply that lost by evaporation. 
When solution has taken place the same should be 
diluted with sufficient water to make the volume one 


gallon. The solution may be worked cold or warm to 
100° F., and with a current much stronger than that 


required for the platinates and oxalates. 
monio- (and sodio)- platinic phosphates may be formed 


The am- 


from the simple phosphate by carefully neutralising 
the solution of the phosphate with ammonia (or soda), | 
then adding an excess of phosphoric acid, or enough 


to dissolve the precipitate formed, and an additional 
quantity to ensure a moderate amount of free phosphoric 
acid in the bath. The phosphate baths will be main- 
tained of normal strength by additions of platinic 
hydrate, the solutions of which will have to be assisted 
by heating the bath, preferably at the close of each 
day’s work. The metal yielded by the electrolysis of 
these phosphate solutions is brilliant and adherent. It 


oxalate solutions, but to a less pronounced degree. The 


physical properties of the deposited metal are in other. 
respects like those described in connection with that 


obtained from the oxalate baths. 


THE PROGRESS OF ELECTRICAL 
TRACTION.* 


By Dr. LOUIS BELL. 


has the same steely appearance as that exhibited by the © 


THE beginning of electrical traction, or rather of its 


possibility, dates from that magnificent discovery of 
the reversibility of the dynamo, a discovery that, per- 
haps, cannot be ascribed to any one person or to any 


definite year; it was in the air during the sixties, as 


the telephone was in the succeeding decade ; but it was | 


not until 1873, at the Vienna Exhibition, that the possi- : 
bilities of this discovery were realised. Nothing came 


of its except occasional applications until Dr. Werner 
Siemens saw all the possibilities of the motor for rail- 
road use, and in 1879 the first modern electric railroad 
was built at the Berlin Exhibition. Here for the first 
time a moving motor was supplied with power from a 
distant dynamo. The current was led to the motor car 
through a third rail and back to the ordinary track. 
Very shortly afterward the experiments began in this 
country, first, perhaps, in the hands of Mr. Field, and 


* Abstract of paper read before the Scranton Science Club 


America, June 19th, 1890, | 
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almost simultaneously at the laboratory of that incorri- 
gible inventor, Edison. Two years more saw the open- 
ing of the Siemens electric road from Lichterfelde, a 
suburb of Berlin, into the outskirts of the city. Unless 
temporarily stopped, that road, the first practical elec- 
tric road in the world, is running to-day. 

Given an electric motor and a car, how can they be 
combined ? This was the first question to be raised. 
Where should the motor be put, and how should it be 
connected with the driving wheels? Almost every 
conceivable spot in and about a car had been tried as a 
place for the motor—on the platform, in the car, on top 
of the car and under the car, in almost any position 
that could be named. Not until the present method of 
swinging the motor from the car axle, so that the arma- 
ture would be at all times equidistant from it, was 
devised, were thoroughly practical results secured. 
But the great difficulty in the way of using the electric 
motor is one which at first sight does not suggest itself 
—the high speed at which the motor ordinarily runs. 
It has been up to the present quite out of the question 
to build a light and efficient motor in which the arma- 
ture should revolve at a low speed; I mean by that, 
100 revolutions per minute, or something of the kind. 
With the ordinary motors running from 800 to 1,200revo- 
lutions per minute, it is obviously absolutely necessary 
to reduce the speed by some kind of gearing in apply- 
ing it to a car axle ; for if this were not done the speed 
of the car would be preposterously great. Within the 
last ten years almost every known mechanical means 
for reducing speed has been applied to the problem ; 
belts, chains, ropes, worm-gearing and every descrip- 
tion of toothed gear has been pressed into service, but 
one after another has been discarded as impracticable, 
until at the present nearly all electric cars are operated 
by plain toothed gearing. In the existence of this lies 
one of the difficulties that must be overcome in the 
future. 

The first electric road utilised the rails; but for 
street traffic this is inconvenient, and all sorts of over- 
head arrangements were schemed, experimented on 
and abandoned. Cars running on an overhead wire 
and dragged by wires from the car were and are still 
in use. Copper tubes slotted beneath were employed 
in which the car dragged along a wire brush much 
Then came 
every description of under running trolley from a wire 


the present smooth running little wheel. 

Then another snag was. encountered. After the 
electric current is led to the car, how can it best be 
conveyed to the moving parts of the motor? The 
ordinary brushes such as we see on the commutators of 
dynamos answer the purpose admirably except for one 


inconvenient fact, that it is necessary to run the arma- 


ture of a motor in more than one direction, as when the 
car is on the return trip, and the copper brushes that 
worked admirably well when the armature revolved 
with them raised a blazing protest when the armature 
revolved against them. If I were asked what is the 
most important minor improvement in electric traction, 
I should say unhesitatingly that it is the introduction 
of the carbon brush that rests quietly on the surface of 
contact and is quite indifferent as to the direction of 
rotation of the commutator beneath it. Aside from 
these fundamental difficulties minor ones were met at 
every point of the construction of an electric railroad. 
The trolley wire is necessarily under high tension, and 
only after elaborate experiments was the hard bronze 
wire now used found and adopted. Then this very 
tension brings a severe strain on the supporting poles, 
and all sorts of ingenious devices had to be invented to 
sustain and equalise it. The road that runs on your 


tive ingenuity applied in directions of which it is im- 
possible in a limited time to give any adequate idea. 
That the success which has been attained is so great is 
a standing monument to the perseverance and genius 
that have produced it. The electric car of 1890 isa 
machine that is marvellously successful, and in view of 
what is being done in every succeeding week, it is not 


broom that scraped and ground along the conductor to 


streets to-day is a result of an enormous mass of inven- 


too much to say that the horse’s occupation in street car 
work is practically gone. 

To-day the grinding gear wheels underneath the car 
constitute the most serious mechanical difficulty in 
electric railroading, and it should be the object of in- 
ventors to dispense with them if possible, It is possible, 
although it has not yet successfully been done, to build 
a motor of which the armature shall be directly upon 
the car axle, and that yet will operate with a fair degree 
of economy. This done and we should have a system 
of electric traction almost ideal in its simplicity ; a 
single rotating armature grasped and centered between 
field magnets surrounding the axle, the current supplied 
to it from a movable contact, a switch to controlit. That 


isall. And few people have any adequate idea of the mine 


of power that these same grinding cog wheels waste. 

A question that is often asked is: Why is it 
necessary to put two 15 H.P. motors under a car 
of the same size that was previously drawn by a 
couple of mules. The question is a very pertinent 
one, though the answer is somewhat complicated. In 
the first place, it has been found convenient to run 
electrical cars at a great deal higher speed than horse 
cars, consequently to employ more power. In the 
second place, electrical roads operate with very heavy 
loads on grades that are tremendously severe, as 
steep as one foot in ten. 
more power, but does not explain fully the discrepancy 
between these 30 H.P. motors and the aforesaid two 
mules. When we come to examine the power which 
is required to operate an electric car, taking the average 
of all day long, we find that the difference is not by 
any means so great. Somewhere from 3 to 6 H.P. is 
about the amount. A sudden spurt up a sharp grade 
will perhaps require half-a-dozen times this amount ; 
and this is not disadvantageous, for a motor, like a 
mule, can, we see, pull very hard when it becomes 
necessary. But let us turn a little to experiments made 
with the view of answering the question I have raised. 
Most of our present electric cars have two motors, each 
with its appropriate set of gears, and it is an unfortu- 
nate fact that these two do not always pull together in 
the harmony that might be desired. There is a con- 
stant tendency for one or the other of them to do more 
than its share of the work, and, aside from this, the 
two sets of gears consume an outrageous amount of 
power, which, it should be remembered, does not go 
into any useful work but simply tends to heat and wear 
out the running parts. Experiments tried last winter 
in Colorado show the facts of the case very beautifully. 
A five-ton car operated with both motors at an approxi- 
mate speed of 12 miles per hour required something 


_ like 6 H.P.; using only one motor, the horse-power re- 


quired was reduce.l to five for about the same speed ; 
and finally, removing the pinion from one of the arma- 


tures, so that the car was operated by one motor and | 


only one set of gears, the power was reduced to some- 
thing like 34, which, considering the load and the 
speed, is not at all too high. A pull of something like 
20 pounds per ton.is required on ordinary tracks ; that 
is, the motors in this case were pulling 100 pounds at 
the rate of 12 miles per hour, which, reduced to foot 
pounds and then to horse-power, becomes about 3, 
which gives the motor that actually exerted about 3} 
horse-power a very reasonable degree of efficiency. So 
the cost would not be at all bad with one motor either 
on the axle or simply geared. It is pretty clear that 
there is a disadvantage in the use of two motors except 
in so far as it is convenient to drive both axles for ease 
of ascending grades, and it is no less evident that a con- 
siderable power can easily be lost in gearings. 

The possibilities of electric traction are by no 
means exhausted in its application to street cars. I do 
not hesitate to say—and I say it deliberately—that to 
operate an ordinary railroad train by an electric loco- 
motive is a far simpler problem, electrically and 
mechanically, than the operation of street cars here on 
the streets. The slow speed necessary for street cars is, 
as 1 have already said, a disadvantage in that it compels 
us to gear down the motor. In running at railway 
speed no such difficulty is encountered, for the four or 
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five hundred revolutions per minute made by the 
drivers of an express locomotive is just about the 
proper speed at which an electric motor of corre- 
sponding power could be advantageously run. We 
should then be enabled to dispense entirely with the 
obnoxious gearing and to put directly upon the axle of 
the driving wheels an armature big enough and power- 
ful enough to generate the required speed. Nor is 
there any practical difficulty in building motors big 
enough to do the work. There are plenty of 100 H.P. 
dynamos now running, and the increase of size sufficient 
to duplicate the power of a locomotive is the simplest 
sort of mechanical operation. I do not think there is 
a promineht electrical company to-day that would 
hesitate to take an order for a 500 H.P. machine and 
guarantee its performance. I certainly know of several 
that would be glad of the chance and would accomplish 
the task successfully. | 
There is no sort of difficulty in conveying the current 


_ to one of these big motors moving at railway speeds, 
for it has been established by experiment that the 


method of running contacts such as is in general use 
will work admirably up to the speed of 130 miles per 
hour, at which speed an electric car of respectable 
dimensions has been actually operated. The question, 
then, of using the electric motor for railway work is 


not a question of mechanical or electrical difficulties 
but of economy. It is worth while noticing thatin an 


electric locomotive the big machines can be given an 
amount of care quite impossible on our street cars, for 
the good reason that while the street car motor is 


exposed to the wet and dust and dirt to an enormous. 


extent, in an electric locomotive the whole can be 
boxed up inside of a clean car and given practically as 
careful attention by the engineer as is now possible in 
a dynamo operated in a central station. — 

Now as to the question of economy. The steam loco- 
motive, in its present stage of development, is a remark- 
ably successful machine. Nevertheless, it do2s con- 
sume more coal proportionately than is used, for 
instance, in the engines of a big steamship like the 


_ Umbria or the City of Paris. It burns, in fact, between 


two and three times as much coal per horse-power of 
output. This is not due to any radical defects in the 
locomotive, which, all things considered, is a good and 
economical machine, but arises from the fact that the 
huge engines of the transatlatic liners are condensing 
engines, nearly always triple expansion, while the loco- 
motive is a simple engine of a class that has been 
generally abandoned for steamship use, The principal 
advantage that we should gain by using large electric 


motors supplied from a central station instead of the 


present steam locomotives would be a much more 
economical use of coal. It is safe to say that the con- 
sumption of fuel for a given number of horse-power 
produced by big engines in an electric station could be 


reduced to less than half what is now used to supply a 


similar amount of power in the locomotive. To offset 
this advantage there is the necessary loss of puwer in 
conveying the current generated to the running motor. 
If the length of line to be operated from a single station 
is great, this loss may be considerable; but it is un- 
questionably smaller than the gain to be made in the 
way I have snggested. Beside this, the electric loco- 
motive does not have to drag around its supply of coal 
and water. 

There is, too,a magnificent possibility of economy in 
the use of water power. Very many of our railroad 
lines follow the course of some river, winding in and 
out along a valley; frequently there would be an 
abundant supply of water-power near at hand, and 
under such circumstances the cost of operation for an 
electric road would become enormously less than for 
the same line operated by steam. Of course, this is 


under favourable circumstances, and therefore we: 


should not lay too much stress upon it; but I think it 
is clear to any one who is familiar with the operation 
of big condensing engines that their advantage in 
economy over a locomotive is so great as to make it 
worth while to distribute the power from them, even 
at a considerable loss. The amount of copper line wire 


imposed on the strength and 
. track. 


necessary for such distribution is not at all unreason- 
ably great; no greater, in fact, than the amount now | 


used in trunk lines for long distance telephony; and 
there is every reason to believe that, taking into con- 
sideration all these things, an ordinary railroad could 
be operated by electricity at a cost less, or at least no 
greater, than is now incurred. 

As the speed to be attained rises, electric power gains 
over its competitor ; for a high-speed locomotive must 
carry an enormous amount of coal and have a boiler of 


prodigious capacity ; while inasmuch as we do not have | 


to move the fuel or boilers of a central station, their 
size is a matter of indifference. The speeds that are 
reached now with locomotives can be duplicated with 
motors without difficulty. I believe the present record 
for locomotive speed is 87 miles per hour, made this 
year on the Philadelphia and Reading Road, while last 
year, as I just mentioned, an electric car, small, to be 


sure, but at the same time running under some dis- | 


advantages as regards track, attained aspeed of more 
than two miles per minute. 


strength of the steel in the flying drivers to withstand 
the centrifugal force and the conditions necessarily 
smoothness of the 


In fact, economy aside, I | 
do not see that we can set any limit to the running 
- speed of a motor except that imposed by adhesion, the 


But this aside, let us cast a prophetic glance forward | 


to the electric express train of the future. 


It may con- | 


sist of a motor car, very likely pointed at the front to | 
lessen the resistance of the air to its swift passage, and © 


containing one or more powerful motors directly on the © 


axis of its drivers and aggegating perhaps 1,000 H.P. — 


as a nominal output. 
vestibuled procession of baggage cars, day coaches and 
sleepers of the ordinary size and number. Its only 
lights by night will be incandescent lamps; its only 
means of heating electric heaters distributed through 
the train ; 10 or 15 extra H.P. are enough to furnish an 
adequate supply of heat. The track over which this 
train will run must be’straight and smovth, not at all 
a marvellous track, but only such a one as the great 
English trunk lines possess to-day. A third rail ora 
strong bronze wire above will convey the current to the 
motors, and power for it all will be supplied by a series 
of stations perhaps 20 or 30 miles apart along the line. 
The train will start smoothly into motion, fly along 
the track at the highest rate of speed that is found 
practicable, and stop quickly and easily by applying its 
electric brakes. The system of distributing power can 
be easily converted into an automatic block system that 
will secure beautiful control of the trains and almost 
absolute immunity from collisions. 

Of the possible speed to be reached I will not attempt 
to say much. I do not think, however, that 100 miles 
an hour is at all out of the question, for, as we have 


seen, nearly 90 miles an hour has already been made, 


and more than 80 is made for short distance by some 
of the regular express trains between New York and 
Philadelphia. But consider even what 100 miles an 
hour means: starting from New York, Philadelphia 


Following it the customary | 


‘before breakfast; going northward, Boston an easy — 
morning’s run, and finally, perhaps, Chicago a night’s | 
trip. All this may sound somewhat fantastic to those | 


of you who have not followed the electrical progress of ! 


the last year ; but such developments are not only pos- | 


sible but probable. It is not so much a question of 
whether it can be done, as who will be the first to 
accomplish it. It may not be for a decade, but unless 
some strange series of fatalities shall intervene, I see 
no reason why many of this audience should not take 
frequent rides on just such a train as I have en- 
deavoured to describe. The first attempt will surely 
be made ere long, and in the swift progress of elec- 
trical matters that first experiment, whether it should 
fail or not, will surely be followed with ultimate 
success. Ten years has seen the electric road pass from 


a plaything at which scoffers turned up their sceptical | 
noses to an everyday necessity. Ten years more will | 
see it pass from the street car of to-day to—who knows | 


what ? : 
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|Swirx and J. W. Fox. Dated June 24. (Complete.) 
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NEW PATENTS—1890. 


9773. “ A system for working punkahs by electricity.” R. T. 
Moore. Dated June 24. 


9780. “ Improvements in electric railway signals.” W. J. 


9786. “ An improvement on electric incandescent lighting, 
called ‘ The non-consuming glow light fllament.” L. HENDLE and 
E. ScHUBERTH. Dated June 24. 


9796. ‘ Improvements in and relating to electric circuit con- 
trolling apparatus.” E. R. Ginx, jun. Dated June 24. (Complete.) 


9797. ‘ Improvements in and relating to electric mechanical 
combination locks and magnetic power equalisers.” W. W. 
ALEXANDER. Dated June 24. (Complete.) 


9814. ‘Improvements in apparatus for electrically firing 
guns.” R. Morris. Dated June 24. 


9820. ‘ Improvements relating to electric arc lamps.” J. Kenr. 
Dated June 24. 


9857. “ Improvements relating to welding, soldering, brazing, 
and otherwise working metals by electricity, and to apparatus 
therefor.” M. W. Dewey. Dated June 25. (Complete.) 


9887. ‘“ Improvements in electrical controlling apparatus for 
use in connection with torpedoes.” S. DE Kosinz. Dated June 25. 


9888. ‘“ Improvements in connection with electric ships, bin- 
nacle, side, and indicator lamps.” 
Watson. Dated June 26. 


9904. “ Improvements in armatures for electrical apparatus 
such as dynamos, motors, and transformers.” W. H. CLARKE. 
Dated June 26. 


9917. “ An improved electrical circuit closer.’ A. M. CLARK. 


‘| (Communicated by R. O. G. Drummond, South Africa.) Dated 


June 26. 


Dated June 27. 


9991. ‘ Improvements in or connected with the manufacture 
of irou by electrolysis.” T. PARKER. Dated June 27. 


10010 “ An electrical turn-over time glass.” W. PARNALL. 
Dated June 28. 


10025. “ Improvements in electric safety fuses.” 
Morpey. Dated July 28. 


10038. “ Improvements in the electrolytic treatment of metals.” 
A. Watt. Dated June 28. 


10044. ‘Improvements in primary batteries and in apparatus 
connected therewith.” Sir C. S. Forses. Dated June 28. 


10064. ‘ Improvements in electric light fittings.” T.G. Mars 
and G. T. Bartow. Dated June 30. 


10076. ‘‘ Improved safety connections or couplings for electric 
conductors.” R.H. Gouzp and T. GorrscnatK. Dated June 30. 
(Complete.) 


10090. “ Improvements in dynamo and electric motor ma- 
chinery.” J. A. Brices. Dated June 30. 


10100. ‘ Improvements in and relating to electrical indicators.” 
A. M. Fuacx. Dated June 30. | Re 


10122. ‘ Improvements in and relating to heating apparatus 
for use on electric railways.” M. W. Dewey. Dated June 30. 


W. M. 


otherwise working metals by electricity.” M. W. Dewey. Dated 
June 30. (Complete.) [Date applied for under Patents Act, 1883, 
Sec. 103, 11th December, 1889, being date of application in United 
States. | 

10124. ‘ Improvements in electric heating apparatus.” M. W. 
Dewey. Dated June 30. (Complete.) 


ABSTRACTS 
OF PUBLISHED SPECIFICATIONS, 1889 


6569. “Improvements in dynamo-electric generators and 
motors.” G. E. Dorman. Dated April 17. 8d. A dynamo- 
electric generator or motor made according to the invention con- 
sists of a cast iron tube, cast in halves, each half being bolted to 
the other half by means of lugs or flanges cast on the exterior of 
said half tubés, on the interior of each half tube and centrally 
located a pole.-piece being cast, and on the ends of each 
half tube a bracket or plate being cast, which may partially or 
completely enclose the ends of its half tube, said brackets con- 
taining half of a boss, which when the two half tubes are bolted 
together is bored out, at the same time or at the same setting at 
which the pole pieces are bored out, thus ensuring centrality of 
an armature to be supported between the pole pieces, the shaft of 


said armature being supported in journals or bushes fixed in afore- 
said bosses. Around the pole pieces within said cast iron half 
tubes are placed exciting coils previously wound and taped, and 
afterwards bent or compressed in a mould or otherwise to exactly 
fit the curvature of the interior of the cast iron half tubes around 
said pole pieces, the coils being made in one, or, for convenience 


T. W. Watson and A. H. 


9956. “ Improvements in heating by electricity.” R. KENNEDY. 


10123. “Improvements relating to welding, soldering, and 


in bending or compressing, in two or more sections, and one or 
more sections may be larger than the other section or sections in 
the same coil, the coils thus made as nearly as possible, except 
where the pole pieces are situate, filling the annular space formed 
between the armature and cast iron tubes when the machine is 


put together. 6 claims. 


CORRESPONDENCE. 


Resistance Measurements. | 


a Under the heading of “The Accurate Measurement 


of Low Resistances,” Mr. Eden puts forth the principle 
of shunting a resistance to obtain a more accurate 
adjustment than it is possible to obtain by means of 
direct alterations in the series resistance of the arm of 
the Wheatstone bridge as arranged. I do not remember 
to have seen the method described before in exactly 
the same manner as in the article above mentioned, but 
I would point out that the method used by the British 
Association experimentalists to compare the resistance 
of the rotating coil used to determine the ohm, and the 
concrete reproduction of that value was based on a very 
similar arrangement of high resistance shunts to a low 
fixed resistance. Also a paper was read some time 
ago before the Physical Society, by Prof. Fleming, if 
I remember aright, describing a method of making 
standard resistance coils based on obtaining a standard | 
nearly correct and adjusting same by means of a 
higher resistance in shunt. In heavy current work 
the principle is also very handy, as out of 10 coils in 
parallel one may be made slightly adjustable to correct 
to temperature or current density so that the resultant 
value of the grid resistance remains unchanged. Since 
the publication of the method in the last issue of the 
REVIEW, I have tried it in standardising resistances to 
carry heavy currents and have found a Thomson rheo- 
stat of 1,200° very handy, the resistance of its wire 


being taken by the P.O. bridge immediately balance 
has been obtained. 


Charles H. Yeaman, Electric Inspector. 


Corporation Laboratory, Liverpool, 
July 8th, 1890. 


Electric Traction. 


We notice in your last issue a letter signed F. Baines, 
in which, when speaking of the exhibition of our new 
system of electric traction, at the depôt of the West 
Metropolitan Tramway Company at Chiswick, last 
Wednesday week, he says: “I am informed by one 
who was present at the trial that the runs made by the 


_ open car extended over a considerable length of track, 


viz., about 25 yards.” On the faith of his informant’s 
statement he then goes on to speak of the demonstra- 
tion as purely a laboratory experiment, &c. + 
We think it right to inform the public through 

your columns that the line on which our new sys- 
tem is in operation at Chiswick, and over which the 
car was run on the occasion in question, is 75 yards in 
length. It is as long as the space available for it in the 
depot, and so far as demonstrating the efficiency of the 
system and indicating the speed that can be obtained, 
it is as good as a line a mile long. We shall be happy 
to invite Mr. Baines to come to Chiswick and see for 
himself. | 

For the Linerr Exvtctric TRACTION AND LiGHTING 

SYNDICATE, LIMITED. 


° Alfred E. Stove, Secretary. 
July 9th, 1890. ; | 


[We fail to see that a line of 75 yards in length is 
suitable for demonstrating either the efficiency of an 
electric traction system or the speed which can be 
obtained. Surely our correspondent cannot think that 
a locomotive or a steamship would be tested for 
efficiency or pace on a length of track like the one in 
question, and we fear his letter is only calculated to 
damn the syndicate with faint praise.—EDS. ELEC. REV. | 
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WOODHOUSE 
ELECTRICAL SUPPLIES. 


88, QUEEN VICTORIA STREET, LONDON, EC. 


41, ries: BRADFORD, YORKS; Cornbrook Telegraph Works, MANCHESTER; Strand Works, CHISWICK, W. ; 
Union Foundry, KIDSGROYE. 


The WIRT RHEOSTAT. | PYKE & BARNETT 
INDUCTION COIL. 


a: BEST MAKE 

THROUGHOUT. 
As dei + to the Crown Agents for the Colonies, &c. 
vast improvement on all older types. 
“These various points are well combined in the Wirt Rheostat “ Convenient and ortable instrument.”— 
. very handy for Photometrical work,”—“ ELECTRICAL ELECTRICAL ENGINEER.” 


REVIEW.” 
| PRICES, &c., ON APPLICATION. 


Daily Calendar for 1890, or Celluloid Paper Knife and Calendar, Post Free, 3d. each. — 


REID BROTHERS. 


12. WHARF ROAD. CITY ROAD. LONDON, N. 
| TELEGRAPH ENGINEERS AND CONTRACTORS 
For the Supplying, Erecting, and Laying Down Under-Ground Wires both for 
TELEGRAPHS AND ELECTRIC LIGHTING 
PNEUMATIC TUBES FITTED WITH ENGINES AND PUMPS COMPLETE. 
MAKERS OF RADCLIFFE'S PATENT ELECTRICAL SIGNAL LOCKING APPARATUS. 


PATENT TELEPHONIC WIRES 
TO PREVENT INDUCTION BOTH FOR UNDER-GROUND AND OVER-HEAD LINES. 


MANUFAOTURERS OF SUBMARINE OABLES, WIRE, IRON POLES, INSTRUMENTS. BATTERIES, INSULATORS AND STORES OF EVERY DESCRIPTION. 
Contracts entered into for the Supply, Construction, and Maintenance of Telegraph Lines. 


BITUMEN TELEGRAPH WATERPROOF Co. 


LIMITED. | 
101, Leadenhall Street, LONDON.  Telegrams: “CALLENDER, LONDON.” Telephone, No. 4,485, 
- | LIVERPOOL: 36, Dale Str et. 
Works: ERITH, KENT, Telegrams: “CALLENDER, PICARDY.” Telephone, 8,111, 
UNDERGROUND MAINS 
LAID COMPLETE ON CALLENDER-WEBBER OR SOLID BITUMEN SYSTEMS. 


LEAD SHEATHED WIRES AND CABLES 
FOR UNDERGROUND WORK, HOUSE AND FACTORY MAINS AND SHIP WORK. 
Concentric Cables—ARMOURED-Metal Sheathed. 
A BRIAT,: CABLES. 1385 
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B. VERITY & SONS, 


SHOWROOMS IN KING STREET, 


COVEN GARDEN, 
‘ Contain the LARGEST and FINEST 


LONDON, 
SELECTION of 


ELECTRIC LIGHT FITTINGS. 


ELECTRIC CRANES FOR CENTRAL STATIONS. 


RECENT IMPROVEMENTS. 


36,1 


R. BOLTON & CO., Engineers, 110, Leadenhall Street, LONDON, E.C. 


ELECTRICAL ENGINEERS, MANUFACTURERS 
AND CONTRACTORS, 


J. D, ANDREWS CO, & 42 Parliament St, LONDON, 


THE BERNSTEIR ELECTRIC LAMP (0. 


(LIMITED), 


2, MARLBOROUGH MANSIONS, VICTORIA ST., LONDON, SW. | 
OWNERS of the BERNSTEIN SYSTEM of ELECTRIC LIGHTING. 


6@ The lamps of this Company are of low resistance, and 
entirely free from the claims of other companies. | 


1120 


BRASS, GUN METAL, 


\ \ PHOSPHOR BRONZE 


CASTINGS 


AND 


\ INGOTS, 
\ PHOSPHOR TIN, 


ESTABLISHED 
1830. 


NS BABBITT'S 

ALBION METAL WORKS, 
‘WOODCOCK STREET, 


BIRMINGHAM. \ 


Telegrams: “Bronze,” Birmingham. 


“ALBION” BRAND, 


\ &e., &ec. 


| EXCELSIOR 
ELECTRO-PLATING DYNAMOS 


For Nickel and Silver Plating, Brassing, Electro-typing, &c., 
as used by all the principal Platers in London. 


PRICES FROM &6. Numerous Testimonials. 
x VATS, ANODES, AND COMPLETE OUTFITS. bis 


OPPERMANN, 44, Rd., Hackney, N.E. 


10:90 H.P, 


For Driving 
FANS, PUMPS, 
LAUNCHES, 
ROCK DRILLS, 


PRINTING PRESSES, 
and 
GENERAL MACHINERY. 


From . 


COMPLETE PLANT FOR THE TRANS- 
MISSION OF POWER. | 


{llustrated Catalogue 
now 


OUTTRISS & CO. Ls Leeds. 


Used for the last six years with the greatest success. 
GOLD MEDALS AWARDED. 


PATENT 


q 
‘ 


No Sparking! No Overheating ! 


Cheap, E Efficient, Strong, Silent. 


ILLUSTRATED CATALOGUES AND PRICES ON APPLICATION. 


J OHN & Wm. ROPER, BRADFORD. Yorks. 


3315 
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GULCHER ELECTRIC LIGHT & POWER COMPANY, Lro. 


ARE NOW MANUFACTURING SPECIALLY FOR THE 


BATTERSEA 


MOTORS. 
4 EP. £50 


-: —— BATTERSEA MOTOR —— : 
TRANSFORMERS Arc Lamps —— FLECTRICAL Apparatus 


50 Lights, 
100, £18 | 9 HP. £75 
160, 18 HP. £100 


 BATTERSEA FOUNDRY HP. 51% 


| 3121 
For Cata'ogue and Particulars apply TE IMANAGER, BATTERSEA FOUNDRY, s.vv. 


JOSHPH BOURNE & SON, 


MANUFACTURERS OF THE WELL-KNOWN 


STONEWARE TELEGRAPHIC INSULATORS AND BATTERY JARS. 


For Thirty years these manufactures have been celebrated for a high degree of vitrefaction combined with great toughness and srength. 
Brown Stoneware. White Stoneware. Brown Porcelain. Porous Cells, 
Economy Strength and Durability combined. Prise Medal, Paris Electrical K 
Special Shapes for Telephone and Electric Lighting Wires. 


Works: DENBY POTTERY, NEAR DERBY. 
London Office: NEW ST. PANCRAS STATION EUSTON ROAD, N W. 


RAMSDEN, CAMM & CO. 


BRIGHOUSE. YORKSHIRA, | 
Bron and Æieel Wire Drawers and G alvanizers. 


MANUFACTURERS OF 


TELEGRAPH, TELEPHONE AND-CABLE WIRE, 


Contractors to H.M. Postmaster-General, the Indian and Colonial Governments and leading Railway Companies 
LONDON OFFICE: 72. KING WILLIAM STREET. E. C. 3246 


THE NORTH BRITISH RUBBER CO., LIMITED, 


Edinburgh; London, 57, Moorgate St.; Manchester, 6, Charlotte St. 
Liverpool, 9, Lord Street; Glasgow, 106, Buchanan St ; 
Newcastle-on-Tyne, 39, Grainger St.; Leeds, 65 & 66, Briggate. 3747 


= ae | MADE OFSTEEL, BRIGHT ALL OVER, TURNED 

| _ AND CHAMPERED EDGES. | | 

For Bolts of diam., } 4 2? 1 13 UH 

Price per Gross, 1/9 2/- 2/3 2/9 3/3 3/9 4/3 5/3 7/- 9/- 14/- 17/- 
Sample on Application. 


JOHN JARDINE, 
DEERING STREET, NOTTINGHAM. | 


THE “ EXCELSIOR ei DYNAMO S T IF F & S O N S, 


DAM LONDON, 
MANUFACTURERS OF 
Simplicity, efficiency and durability at considerably reduced prices. |  PLUMBAGO CRUCIBLES, 
Testimonials show 30 to 50 meltings each. 
SOLE MAKERS- | 


LARGE STOCK OF ALL PATTERXS AND SIZES. ; 
 Glectrical Gugineers, SWITCH BLOCKS, FUSE BLOCKS, 


; Vitrified Tubes for Electric Wires, Porous Cells, Battery Jars. 
HYDE NEAR MANCHESTER, Every kind of Electrical Stoneware. — 


AWARDS:—PARIS AND VIENNA ELECTRICAL 


(PATENT ). 
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_ UNAFFECTED BY HEAT, 
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FOWLER-WARING CABLES Co, 


85, QUEEN STREET, E.C., 


Sole Manufacturers 


 LEAD- COVERED CABLES, 


UNDER THE COMPANY’S PATENTS, 
FOR TELEPHONE, TELEGRAPH, ELECTRIC LIGHT, 


TRAN SMISSION OF POWBR, 
And Underground Installations of every kind. 


SPECIAL ANTI-INDUCTION TELEPHONE CABLES. 


STEAM SHIPS, DOCKS, 
CHEMICAL WORKS, 
FACTORIES, MINES, 
DAMP PLACES, &c. 


MECHANICAL STRENGTH, 
HIGH INSULATION, 
LOW CAPACITY. 


PARIS EXHIBITION. 


GOLD MBDAL, 


ROBEY & CO.’S 
Electric Lisht Engines 


\ | = 


COUPLED COMPOUND HORIZONTAL FIXED ENGINE. FITTED WITH 


PATENT TriP GEAR. 


OÙ 7 HIGH-SPEED ENGINE (BOTH VERTICAL AND HCRIZCNTAL 


ENGINE, 


HORIZONTAL COMPOUND 


ROBEY & CO. 


3254 


GLOBE WORKS, LINCOLN. 


Calcutta International Exhibition. 1884. 
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J. GG. STATTER co., 


ALLIANCE ENGINEERING WORKS WEST DRAYTON NEAR LONDON. 


London Office: PRINCE'S MANSIONS, 68, VICTORIA ST., WESTMINSTER. 


6 ALLIANCE * DYNAMOS AND MOTORS for all purposes. All sizes ready for immediate delivery. Made b y special machinery in the best manner possible and 
of the very best materials, ; 


THE STATTER PATENT CONSTANT CURRENT DYNAMO nas a higher commercial efficiency than any other, either English or American. 


SPECIAL AUTOMATIC BINGINSES and DYNAMOS for SHIP LIGHTING 
Everything Electrical. Write for Lista. Note to Contractors.—Messrs. Statter do not tender for wiring jobs. Telegrams: “Statter West Drayton.” 1981 


ENSULATONNS 


Of all descriptions, combining the greatest strength with highest possible insulation. Made in Bristol Stoneware: tans © Brown) 
and Porcelain Stoneware (White), by 


PRICE, SONS & CO. 79, Turnmill Street, LONDON, E.C. Works :—BRISTOL 
Government and Railway Contractors. Prize Medals wherever exhibited. | 


ERNEST SCOTT & Co., 


NEWCASTLE-ON-TYNE, 
Electrical and General Œngineers, 


TYNE DYNAMOS, = 
ARC LAMPS, » 
TYNE TRANSFORMERS. 


home and abroad. 


SPECIAL TERMS TO THE TRADE. 


Complete Catalogue om application. | 

Offices : Telegraphic Addresses: 
LONDON: 110, Leadenhall St-cet. bi Boltonite, ” London, S SSS 
MANCHESTER : 24, Victoria Building “ Ampère,” Manchester. CITY Co 
HUDLKRSFIELD : Lancaster Cloth Hall St, “ Dyaamo, ” Huddersfield, 
GLASGOW: 53, Waterloo * Roots,” Glasg 


Stree OW 
urg. 


MARSHALL, SONS & Co., 


Britannia Iron Works, Gainsborough. mi 
LONDON OFFICES, SHOW ROOMS AND STORES :—MARSHALLS ‘BUILDINGS, 79, FARRINGDON ROAD €.O. = 


COMPOUND STATIONARY ENGINE & BOILER, i” 


WITH PATENT AUTOMATIC EXPANSION VALVE GEAR. 


Highest Award MELBOURNE INTERNATIONAL EXHIBITION, 1889.--First Prize and Special Mention for Excellence 
* for Engines; First Prize and Special Mention for Excellence for Thrashing Machinery. . 
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BELL’S ASBESTOS 


PD section or sHeetine. 
PATENT N 


Made from 1-Ply for Cylinder and Faced Joints to any thickness for uneven surfaces. 


xvi 


A 


ASE 23 SILOS, 


The above, which can only be obtained from this house, is | The Centre from which the requisite elasticity is obtained 
recognised as the Most Efficient and Economical Jointing _ | : will adapt itself to uneven surfaces to which it may be ap- 
Material in use. It is composed of a specially-prepared plied, and allow the expansion and contraction to be fully 
India-rubber Compound, protected by a covering of Vul- taken up. The covering being of Asbestos Cloth, imparts 
cahised Asbestos Sheeting, as shown above, and as it a protection to the centre and so prolongs its elas- 
is the only Jointing Material which adequately ticity. For Manhole, Mudhole, Steam Pipe, 
combines PERMANENT ELASTICITY WITH and Mash Tun Door Joints it is unequalled, 

and if applied as directed a ring can be 


used many times over. 


possesses will at once be seen. 


DEPOTS O DEPOTS: 
MANCHESTER: Cable Street, Or BELLS ASBESTOS. à HULL : Humber Dock Basin, 
Blackfriars, GLASGOW: 35, Robertson Street, 


AMSTERDAM: 264, N, Z, Voorburgwal. 
BARCELONA, TRIESTE, LISBON & GENOA, 


LIVERPOOL : 2, Strand St., James St, {wy A RK LON” 


BELFAST, DUBLIN, ANTWERP, BERLIN, 
AGENTS.—BIRMINGHAN— BELL & Co., 7, John Bright Street. CARDIFF: BELL & Co., West Bute Street, 


BELL'S ASBESTOS BELL'S ASBESTOS BELL’S ASBESTOS. 
BOILER PRESERVATIVE | YARN & SOAPSTONE PACKING] cg 
Will effectually keep Boilers clean and re- , Is the = dt PACKING. made. NON-CONDUCTING COMPOSITION. 


move any Incrustation, without injury 
to the Boiler Plates or Fittings. 


Will reduce 
loss by radi- 
ation, and 
saves 40 per 
cent. of fuel. 


BELL’S 


COMPOUND HYDRAULIC PACKING; — 


18 SPECIALLY SUITED FOR 


HYDRAULIC MACHINERY, ACCUMULATORS, AND AMMONIA a sent out 
| - AND ALL PUMPS, ry in bags 
therefore 
LP, others sent 

Z out wet. 


shown, ts earnestly re- 
ZA. + quested to forward us 
D sample and particulars 

of where obtaiced. 


\ 


Every Cask is sent out as above. 


All Corks are sealed as above. 


Drums are marked as above. 
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| Lubricant, & Cask, Drum, + * 
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7 | or Corks not marked as A, 
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BELL'S ASBESTOL 


REGISTERED. 


| 


a Li 4 ASBESTOLINE is the most efficient Lubricant for all bearings. 
| ASBESTOLINE is the cheapest Lubricant. __ 
ga ASBESTOLINE saves from 50 to 90 per cent. of the Cost of Oil. 
“| ASBESTOLINE is the Cleanest Lubricant. 
i] ASBESTOLINE is favoured by Insurance Companies. 


a 
"| ASBESTOLINE is the most Inodorous Lubricant. 0 eas > 
ia ASBESTOLINE is the safest Lubricant, its flashing point being 700 F. = \ Æ ; À 
ASBESTOLINE has beaten all other Lubricants in making trial. 
4 it~ ASBESTOLINE is applicable in and out doors in every climate. - | 
AU kegs are —_ above, ASBESTOLINE requires no special application. | BELLS AS SBESTOS. 


 CONSISTENCY OF ASBESTOLINE. 


ASBESTOLINE, to meet all circumstances, is made in four | ASBESTOLINE (, is for use in tro lei climates, both ashore 
degrees of consistency, A, B, C, and CC. and afloat. It is also MS high, e in works in this hé 


ASBESTOLINE A, is specially adapted to ordinary Land when the temperature is hig 


Engines and Machinery, in and out-door, in this country. ASBESTOLINE CC, is designed for use on calenders, paper 

ASBESTOLINE B, a little more solid, is for use on Steamships machines, &c., where the bearings are heated by steam 
in temperate-climates, also on land when it is desirable to | __ passing through, and sometimes is advantageously used 
have Lubricant stiffer than A. ims of C. 


The reputation of Asbestoline as a lubricant of the highest efficiency in every kind of machinery is established, and it has never been equalled by any ether lubricant 
in the numerous cases of special difficulty in which the best oils are ineffectual. This reputati n is growing daily, because it is based on the experience of 
thousands of users under the severest circumstances any lubricant has ever been subjecte to, and not on mere laboratory tests and professional analysis 
of insignificant quantities. It is used with marked success in Steel and Iron Works, Collieries, Cotton and Wool Mills, and other Textile Manufactories. In Corn Mills it 
has proved. invaluable on the roller and other modern machines. In Saw Mill4,on Machines going up to 5,000 revolutions per minute, its work has never been app! oached 
by any other lubricant. On Electric Lighting Machinery, and in Steamships of all sizes throughout the world, the success of Asbestoline is unequalled. Many engines and 
machines of all descriptions give trouble and show bad results, both in working and wear, when the system of lubrication has not received due consideration, Engineering 


firms of the highest standing have given to it their powerful testimony and support. 


SUPPLIED IN KEGS, 28 ibs., 56 Ibs., or 112 Ibs. 


- SPECIAL TERMS FOR LARGE QUANTITIES. 


= IMPORTANT TO EXPORT MERCHANTS.—One Pound of “ Asbestoline ” equals 2 gallons of Oil weighing TS Ibs, 


ws the saving in freight is very considerable, Liberal Terms are conceded to Export scameconte 


BELL'S ASBESTOS 


SQUARE, 


Every 10 feet has label as above, and bears our Trade Mark. 


Under this registered title are included the inventions of Mr. Field, and experience has provedithem to be 
THE MOST EFFICIENT, DURABLE, AND ECONOMICAL PACKINGS ever made. They constitute such a 
combination of Asbestos and India-rubber as secures the maximum of elasticity and heat resistance, and they 
are therefore UNEQUALLED FOR EVERY KIND OF ENGINE. These Packings are being universally used by 
most of the leading Steamship Companies. throughout the world for ordinary Compound, Triple, and Quadruple 
Expansion Engines of the latest type. These Packings are composed of Rolled Asbestos Cloth, but the India- 
rubber is placed in two forms to suit various cases. 


K=” In ordering, state whether square or round required.  s>j 


ASBESTOS COMPANY, LIMITED, 


SOUTHWARK, LONDON, S.E. 


DE POTS :—MANCHESTER : Cable Street, Blackfriars. LIVERPOOL: 2, Strand St., James St. HULL: Humber Dock Basin. 
GLASGOW: 35, Robertson St DUBLIN, BELFAST, ANTWERP, BERLIN, BARCELONA, TRIESTE, LISBON, & GENOA. 
No. 264, N. Z. YOORBURGWAL, AMSTERDAM. 


AGENTS :—3IRMINGHSM: BELL & C0, 7, John Bright Street. CARDIFF: BELL & CO., West Bute Street, 
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LIMITED, 
Serem Banufacturers, 
24, CHARLES ST, HATTON GARDEN, 


LONDON, E.C. 


TWO MEDALS 


AWARDED 
For Excellency of Manufactures, 


SAS PARIS INTERNATIONAL EXHIBITION, 1889. 
BRITISH ASSOCIATION STANDARD THREADS. 


ALL THESE GOODS ARE SHOWN IN FULL SIZE AND KEPT IN STOCK. | 
293 294 295 296 297 298 303 304 305 306 307 308 315. 34 SS 36 317 318 319 320 3 


N° 10 -N2 9 
36 7 38 | | 333 334 339 340 342 343 


4 > 
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SX 
y | 
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Le 


THESE SCREWS ARE CUT FROM SOLID STRAIGHT DRAWN METAL BY OUR PATENT AUTOMATIC MACHINERY. 3091 


À 


Ga 
+ 
| go 
+: 
| | 
Ba: 
ga - 
> y + oy x 4 Ji À 
344 345 346 347 
ON [M DES (EN [ME > 1: 
= = | = = = = = 7 
= | = = = = 1: 
= = = = == = = = 
= = = | = = = = 
di: 
352 355 356 367 358 359 360 365 366 367 368 ‘369 370 371. 372 373 
= = £ = = | 1. : 
2 + + @ = = Bf 
= = =: =: == == | | 
=- =: = = = 
| 
| 378 379 380 38] 382 383 384 385 386 : Ë 
| = == = = = = E 4 = ; 
= = = = = = = + if 
—— 
391 392 393 394 395 . 396 397 398 399 : | 
=" = = = — | E : 
| à = = = { 
| = = =. = == = 
| = LE 
404 405 406 407 408 409 410 
= = = = = = 
= = = = = = L | 
| == — — 1a 
£17 Ala AI 420 422 423 424. 4e5 | 
— — = | 
— 
= 


> 


‘ORIGINAL. MAKERS OF THE 


@ARDEW VOLTMETER, 


| Read Prof. WEBER’S Report: | 


«In the laboratories for alternating current work of the © 
Blectrotechnical part in the new Physical Institute of the 
Federal Polytechnical School at Zurich, I use twelve 


Cardew voltmeters of MM. Paterson & Cooper to measure SR 
potential differences between 20 and 1,250 volts, Fhants'Ammeter, ts. 
receiving these twelve voltmeters I have made very numerous 


and exact measurements to get the differences between the indications of 
these voltmeters and the true values of the potential differences, _ À 
“The results of ALL these measurements were VERY SATISFYING, 


SPECIAL TERMS 20 LARGE BUYERS 


& COOPER, 


ROAD, DALSTON, NE. 3 | 

à | ESTABLISHED 1870. ‘Telegrams: “ Flexible, London.” 
| SILVER MEDAL. INTERNATIONAL ELECTRIC. EXHIBITION, 1882. 
| PHILLIPS BROTHERS, 
| OFFICES ann WORKS: THE LEA TELEGRAPH WORKS, HACKNEY wick, LONDON Æ | 


o> 
4 


MANUFACTURERS OF CABLES, WIRES, &c, TO ANY SPECIFICATION. 


MULTIPLE CABLES, AERIAL AND SUBTERRANEAN. 

| Win ry ed el Wah. 
FANGY BRAIDED WIRES OF EVERY DESORIPTION. 

| AND SILK COVERED FOR DYNAMO MAGNETS; de, à be ny 


LAURENCE, 


GOTHIO WORKS. EINCG STREET, NORWICH. 


— 


The most nelinble and 
| the cheapest 


. 
L 


‘Equal. in efficiency and superior in Mechanical 
Construction to any in the oe 
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and Warehouses: 106 & 100, CANNON STREET, = 


4 


AND 


INSTRUMENTS —" More “Whentetone’s Bells, 


MANUFACTURERS FOR GREAT 


and is now in aies 17 


tn ery for al an 


TELEGRAPH STOKES AND APPARATUS OF EVERY DESORIPTION. 


 TORPHDO APPARATUS. 


ra INDIA-RUBBER, GUTTA-PEROHA, AND TRLEGRAPH WORKS COMPANY (Limited) are 
 Patentees and Compl Sytem of Torpedo or Hartow ond Goat Dyn, 


~ * 


SILVERTOWN PATENT FIRING BATTERY. 


Lu 


‘ENTERED INTO tor the SUPPLY, CONSTRUCTION, and MAINTENANCE of THLEGBAPE 


WULCANISED INDIA RUBBER, 


: ALVES SHRET, BUFFERS, SPRINGS WASHERS WHEEL TYRES CORD TUBING, AND DOOR AND CARRIAGE MATS. 
INDIA RUBBER AND CANVAS SUCTION AND DELIVERY HOSE. 


4 INDIA BUBBER and CANVAS STkAM PAOKING — ROUND, SQUARE, and 


INDIA RUBBER MACHINE DRIVING BANDS. - 


w 


Not afected by Vinogar or Hylngehlorie or Acetic Acid. 


Works: SILVERTOWN, ESSEX, LONDON, E.; PERSAN: -BEAUMONT, FRANCE. 
London Office—106, CANNON STREET, EC 
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THE ACME ELECTRIC WORKS, | 


(ARTHUR C. COCKBURN, M.LE.E., Manager.). 
Supply Department and Head PRINCES HANOYER SQUARE, W. 
| Factory: FERDINAND STREET, CHALK FARM ROAD, N.W. 


i SOLE AGENTS FOR 


ROYCE’S DYNAMO 


FOR LONDON AND 54 MILES ROUND. 
MAKERS OF MAIN SWITCHBOARDS. 
Sole Manufacturers of Rooper’s Patent Lampholder for eh 
Candle-Power Lamps. 
MAKERS OF AYRTON & PERRY’S SPRING AMMETERS AND YOLTMETERS. 


Cockburn’s Patent Switches and Cut-Outs and Electric Light and Telegraph . 
Apparatus of all kinds. 2087 


PRICE LSTS ON APPLICATION. 


THE 


INDIA RUBBER, GUTTA PERCHA, & TELEGRAPH WORKS 


COMPANY, LIMITED. 


Offices: 106, CANNON STREET, LONDON, EC. 


MANUFACTURERS OF 


| DYNAMO MACHINES, 


LIGHT WIRES AND CABLES, 


Lamp Fittings, Switches and Testing Apparatus, Volt and Ampere Meters. 
CONTRACTORS FOR THE SUPPLY AND FITTING UP OF 


ELECTRIC LIGHT APPARATUS 


EVERY DESCRIPTION. 


INSTALLATIONS FOR CENTRAL STATIONS, SHIPS, HOUSES, OR FACTORIES. 


ESTIMATES ON APPLICATION. 


Works: SILVERTOWN LONDON, E. » 


THE 


ELECTRIC WIRE COMPANY, 


ANCHOR WORKS, PLAYHOUSE YARD, GOLDEN LANE, LONDON E.C. 
Manufacturers of 


COVERED WIRES CABLES 


OF ALL DESCRIPTIONS 


FOR ELECTRICAL INSTRUMENTS, ELECTRIC LIGHTING, 


BELL AND TELEPHONE WORK, &C.m 
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British Representative. HOLLAND DELL, LITTLE O OUEEN | ST. WESTMINSTER. 
Telegraphic Address: } LACOMBE, LONDON.” 


TELEGRAPH, 4 ATTERIES AND ALL 
TELEPHONE. L SUPPLIES. 


WIRES 


THE TELEGRAPH MFG. CO. En, 


HELSBY, NEAR WARRINGTON; AND 11, QUEEN VICTORIA ST., LONDON, EC. 2 9 (™ 


TERMINAL = STAY RODS, 
SCREW BOLT  SAODLES, 

CEMENTED BRACKETS, 
SHACKLES. BOLTS. 


Wl 


“THE “GLOBE” 
COMPOUND ENGINE. 


SIMPLE. ECONOMICAL, | | 
DURABLE. THE. TABOR | INDICATOR 
USED FOR ALL PURPOSES HE ONLY INSTRUMENT THAT GIVES 
ALL SIZES 10 TO 350 H AT BOTH HIGH 


waive IN USE ALL OVER THE WORLD WHERE 


JOHN MUSGRAVE g SONS : | WRITE FOR CIRCULAR | 
| GLOBE IRON WORKS JOHN MUSGRAVE & SONS us 
BOLTON, ENGLAND. BOLTON, ENGLAND.- 


VERTICAL COMPOUND HIGH-SPEED ENGINE, C. S. TYPE. 
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THE PAISTE SWITCH. 
Record: : 100, 000 in daily =! 


The movement breaks and completes 
the circuit in an instantaneous manner, 
preventing arcing or charing of the con- 
tact parts. Mounted on China, with cover 
and handle of same material; also on 
Porcelain, with metal cover. Correspon- 


dence invited. 


THE PAISTE SWITCH, 
A. REYROLLE, | 

10, UNION MEWS, UNION STREET, MIDDLESEX 
HOSPITAL, LONDON, W. 3:66 


THE 


SUNBEAM LAMP 


LIMITHD, 
GATESHEAD-ON-TYNE. 


THE WHOLE OF THE 


SOLE MAKERS 
, FIVE COURTS 


= ere Lighted with 
= \ À 
\ 
\ \ 
\ A] 
\ \ 
à 


ON APPLICATION. D 
d CP. awann. 


Telegraphic Address : 
“SUNBEAM, GATESHEAD,” 200 


Over 1SO installations, 


INCLUDING 


AND CENTRAL. STATIONS, 
à HAVE BEEN ENGINED BY 


MANCHESTER. 


3785 
use for Electric Engines. Send for Liste. 


VERTICAL COMPOUND HIGH-SPEED ENGINE, C. S. TYPE. 


ELECTRIC LIGHT ENGINES. 


STEAM SHIPS, WAR VESSELS, FACTORIES, MANSIONS, 
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THE 


THOMSON-HOUSTON SYSTEM. 


lets 


| ALTERNATING CURRENT "ELECTRIC LIGHTING “APPARATUS, 


The Ifistalment of over 150 Central Station Plants has demonstrated the Alternating Transformer System to be Superior to all 
others for distributing current from a Central Station over small. or r large areas for — and power purposes. 


A 


Mopet. CENTRAL STATION. 


ELECTRICAL STORES | 


“Okonite” Wire EXHIBITION 


OF ONE QUALITY ONLY, 


wiz:— 


1,000 MEGOHMS PER MILE. LIGHTED THROUGHOUT 


ON THE 


THOMSON-HOUSTON SYSTEM 


“LAING, WHARTON & DOWN, 


S2a, NEW BOND STREET, LONDON, W. 


3275 


OF EVERY DESCRIPTION. ROYAL it MILITARY ‘ 
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Lighting. 


MOTORS. 


PROJECTORS 


(RONALD SCOTT’S PATENT). 


MAIN SWITCHBOARDS 


(Admiralty Pattern and Military Type). 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW 
(RONALD PATENT). 


LONDO INT, 


HILL ELECTRICAL WORKS, 


° 


SEARCH LAMPS. © 
MIRRORS FOR 


Adopted by the Lords of the Admiralty, and used throughout the Navy. 


THE 


ACTON 


Fittings of every descri 
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WALSALL 


“BOSS” HOLDER. 


No. 


New Patent 
CEILING ROSE. 


PRESSEL SWITCH, 
5S, 


Pressing the Button 
alternately Lights and 


Extinguishes a lus, or 


group. 
2957 


WALSALL ‘ELECTRICAL CO. 


IMPROVED, 


ELECTRICAL 


WALSALL. 


WALSALL HOLDER. 
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THE 


_ Specially suited for Testing the Conditions of Accumulators. 


LARGER SCALE, 
NEARLY DEAD BEAT. 


SOLID LEATHER CASES, WITH SLING STRAP, 10s, EXTRA. 


NEW PUSH SWITCIL 


Press Once to Light the 
Lamp, which is Extinguished 
by a Second Push, 


As regards their use for Secondary Batteries, Mr. W. H. Preece writes 
WIMBLEDON, 22nd February, 1888. 


To THE WALSALL ELEcTRICAL Co. 

Gentlemen,—I have calibrated your Voltineter, and find it 
very exact. It is now in regular use in my Battery room, and 
proves to be of great service. No Secondary Battery Installa- 
tion should be without one. It supplies a real want. 


Yours very truly, 
W. H. PREECE. 


AMMETER 
(COMPANION TO THE ABOVE), 
4 AMPS. IN TENTHS, 
42s. 


CUT- OUTS, SWITCHES, 


&c. 
NEW LIST ON | APPLICATION. 


VOLTS. 


\ LSAU ELEC TRIGAL Ce. 
WALSALL 


Polished Brass 45s, per doz. 
Holder, Shade, and Cord extra, 
according to Specification. 
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THE INTERNATIONAL ELECTRIC COMPANY, 
© Sole Depot of MIX & GENEST, LIMITED, 


Office and 


Arnold's Road, Bow, E. 
Works: À Neuenburger Strasse, Berlin, S.W. 


INDIGATOR 


MECHANICAL OR 


“MOVEMENTS, 


ELECTRICAL REPLACEMENT, 


ALWAYS KEPT IN STOCK. WRITE FOR QUOTATIONS. 


AUSTIN’S | 


INFANT DYNAMOS 


The only reliable and practical small dynamos made. 


From 50 to 1000 Watts. 1to16 Lamps of 16 Candle Power. 
From 75 to 92 Per Cent. Efficiency. 


DYNAMOS For Lighting, Plating, Charging Accumulators, ae, 
and MOTORS ! For Transm'ssion of Power. 


PRICE LIST ON APPLICATION. 


AUSTIN, wins ARMLEY, LEEDS 


ARMINGTON-SIMS PATENT ENGINE, 


SPECIALLY ADAPTED FOR 


ELECTRIC LIGHT INSTALLATIONE 


AND FOR ANY WORK WHERE UNIFORMITY OF SPEED IS DESIRABLE. 
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| SOLE MAKERS: 


PRICES ON APPLICATION. 
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) FOR EXPORT oh ALL PARTS OF THE — 


THE CONSOLIDATED TELEPHONE CONSTRUCTION 
AND MAINTENANCE CO, Ltd, 


Of No. 109, FARRINGDON ROAD, 


THE CONSOLIDATED TELEPHONE 
STRUCTION 8 MAINTENANCE EI 
| 


| LONDON, E.C., are the SOLE LICENSED 
hy for Export and for use in the United King- | DAT 


| 


dom, under LICENSE granted to the Com- 
pany by the UNITED TELEPHONE Co. 
of London (now the NATIONAL TELE- 
PHONE CO.) 


NO TELEPHONES can be manufactured 
by any person or Company (other than 
the CONSOLIDATED TELEPHONE CO.) 
NS/ in the United Kingdom, and the said Com- 
pany offer a substantial reward for sufii- 

MU Jr — cient evidence as will enable proceedings to 
be taken against infringers of these rights. 


| 


CATALOGUES AND PRICE LISTS ARE TO BE 
À HAD FREE ON APPLICATION. 


THE ConsoLipatEeD TELEPHONE Co. 
is prepared to supply the celebrated 
SiMPLEX Arc Lamp, which burns with 
great brilliancy and steadiness in parallel — 
circuits. 


Sizes from 5 Ampéres Upwards, 


Be COMPLETE, WITH GLOBE 
| (large and small size) from 908. | 2922 


À 


GAS ENGINE. 


SIZES :—20 HP. to 100 HP. TUBE FIRING. 


AU 


: DEPOTS. 
Newcastle-on-Tyne— 4, Cloth 


Belfast.— 13, Queen’s Square. 
ene Liverpool,—28, North John Street, 


THE SIMPLEST GAS ENGINE MADE. 


SPECIALLY ADAPTED FOR ELECTRIC LIGHTING. 


London Office.-S0, QUEEN WICTORIA ST. E.C. ate 


ANDREW & Coy., Ltd, REDDISH, STOCKPORT. 


Manchester. - 5, Todd Street. ir 
Glasgow.—134, Buchanan Street. = 
Dublin. -62, Middle Abbey Strect. — NC 


of 24 HP. 
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TELEPHONE, No. 3120. er Address: “SECOHM,” LONDON. 


TESTING INSTRUMENTS 


FOR ALL PURFOS ES. 


Themen and other Galvanometers, Wheatstone Bridges in Platinum Silver or 

2 German Silver, Legal Units with Cambridge Certificates, Dr. Muir- 
head’s Patent Standard Cell, Ammeters and Voltmeters for Direct 
and Alternating Currents manufactured and kept in stock. 


True Legal or 
B.A. Unit. 
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Large Wheatstone Bridge. 


N. B. 's Pattern Square Case ILLUSTRATED PRIGE LIST IS NOW READY. 


Thomson Galvanometer. | | D’Arsonval Galvanometer. 


| NALDER BROS. & Co., 


182, HORSEFERRY ROAD, WESTMINSTER. : 2556 


ELECTRICAL ENGINEERS, 


Telegrams : Telegrams: 
“TURBO,” “TURBO,” 
NEWCASTLE. EATON ORKS, “ NEWCASTLE. 


Manufacturers of 


ELECTRICAL PLANT. 


| for 


COMPLETE CENTRAL 


London Representative: À, À. CAMPBELL es 66, Victoria Street, Westminster. 


_ Telegrams: “ DUNAMIS,” LONDON. Telephone No. 3156. 
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THE 


GRAM 8: No. 


Op Sf LIMITED, ® 


LA 


G. BINSWANGER, 


Managing Director. 


Works :— | Head Office & 
45, Chapel St., SALFORD, 71, QUEEN VICTORIA ST., 


MANCHESTER. LONDON, E. sae 
And at 7, Bothwell Street, GLASGOW. 


LARGE STOCK 


COVERED and 


ELECTRIC LIGHT 


WIRES CABLES 


BEST QUALITY 


FLEXIBLE CORDS, 
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THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW SUPPLEMENT. 


| BEST WORKMANSHIP 


J. H. HOLMES & Co. 


NEWCASTLE-on-TYNE 
74.Colemah Street, LONDON. Fe 


TELEPHONE: 1588, TELEGRAMS: “INDIO#S,” LONDON. 


WHEATLEY KIRK, PRICE & GOULTY, 


(Eetabs.shed 1850), 


ELECTRICAL AUCTIONEERS, VALUERS 


AND ARBITRATORS, 


QUEEN VICTORIA STREET, LONDON, E.C., 
And Albert Square, MANCHESTER. 142 


THE ELECTRIC & GENERAL INVESTMENT C0. | 


LIMITED, 
Offices :—1 & 2, Great WiINCHESTER Street, LONDON, E.C. 


His Gree the DUKE OF MARLBOROUGH, Chairman. 


The Company has been formed FOR THE PURPOSE OF 
FACILITATING THE PROMOTION AND DEVELOPMENT 
OF UNDERTAKINGS for Electric Lighting, Traction, Trans- 
mission of Power, and other industrial uses of electricity. 

Communications may be addressed to— 


J. CECIL BULL, 


3827 Sccretary. 


INTERNATIONAL ELECTRICAL BXAIBITION 


AT FRANKFORT-ON-THE-MAINE. 
From MAY 15 to OCTOBER 15, 1891. 


Applications ‘to be sent to the Committee (Mr. LEOPOLD SONNEMAN Ny 
Chairman), FRANK FORS-ON-THE-MAINF, 


TECHNICAL COLLEGE, LEONARD ST., FINSBURY, E.C. 
V ANTED, SENIOR DEMONSTRATOR and LECTURER in 
the Department of Electrical Engineering, in place of Mr. 
Robinson, appointed Professor at University College, Nottingham. 

Salary £150, rising to £200. 
Candidates must have experience in Physical Laboratory 
teaching and in organisation of class work ; and must be acquainted 

with the application of Mathematics ts advanced Physical work. 


Memorandum of duties, &e., on application. 


Applications to be made to the Principal of the College, on or 
before July 28th. 


JOHN WATNEY, Hon. Sec. 
SILVANUS P. THOMPSON, Principal. 


3863 


VULCANITE. 
HARBURG INDIA-RUBBER COMB COMPANY. 
Londcn Warehouse: F. WINTER, 


188, LONDON WALL WOOD STREET E.C. 


EBONITE. 


Railway, Horwich, near Bolton, Lanc. 


CHEAP PREPAID ADVERTISEMENTS, 


Relating to Situations Vacant, Situations Wanied, Businesses 
Wanted, Businesses for Sale, Patents for Sale, Specific Articles of — 
any kind Wanted, or for Sale or Exchange, are inserted at the 
rate of ONE PENNY Per Word (minimum 1s.). 


Three consecutive Insertions for the Price for Two. 


*,* l'his Scale does not SPP to Trade Advertisements, terms for which 
n be had on application. 


ESSRS. HARL AND & WOLFF, Ltd., Belfast, require the 
services of a first-class Electrician to take entire charge of — 

their electric light installation, consisting of about 20 dynamos of 
various makes, running about 160 arc lights, also a 54 cell storage 
battery. He must be fully competent to repair armatures, lamps, 
&c., and to keep all the above plant in good order. Applicants to 
state age, experience, and salary expected, and to send copies of 


testimonials. 3864 
V ANTED.—Canvasser of gentlemanly appearance and good 

address to canvass for electric light. Some knowledge of 
the subject, and first-class references, indispensable —Apply to J. 
E. SPaanozutri & Crookes, Goldhawk Works, 398, Goldhawk 
Road, W. 3868 


ENGINEER of experience Wanted, for a 
provincial town, to act as Working Foreman. Must under- 
stand dynamos and wiring, be able to use lathe and vice, and to 
estimate labour.—Address, stating age, experience, salary re- 
quired, and references, No. “ ‘ 88609,” Review office. 3869 
À ANTED.—Traveller with knowledge of the electrical wire 
and cable business, and connection with the London firms. 
—Watrer Gover & Co., Salford, Manchester. 


JANTED.—Telegraph instrument makers. Must be well up | 
in pivoted needle instruments, &c. Only competent, 


| steady and reliable men. Constant employment. Wages 32s. per 


week, and piece work.—Apply, Loco Works MANAGER, L. and 
38.9 


4 LECTRICAL ENGINEERING.— The Fareham Electric Light 

Company, Limited, have vacancies for pupils: those joining 

at once will have the opportunity of assisting in the wiring of the 

town and the fixing of the plant.—For terms apply tothe SECRETARY, 
Fareham Electric Light Company, Fareham. 3462 


[Continued on next Page.] 


FOWLER. LANCASTER & CO., LTD.., 


BIRMINGHAM, 
IS NOW THE 

LARGEST MANUFACTORY IN THE KINGDOM 
FOR ALL 


ELECTRICAL SUPPLIES. 
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{July 14, 1890, 


DVERTISER seeks Appointment. Experienced in laying 

A. underground mains and general installation work ; thorough 
knowledge of the best markets for electric lighting plant and 
accessories. Experienced in erecting and fixing machinery. 
Advertiser good estimator in all branches of the trade; also 
experienced in general office routine and fair correspondent. 
Advertiser used to supervision of workmen. Moderate salary. 
—No. 3,846a, EtectricaL Review office. 38464 


MECHANICAL ENGINEER, with good connection, wishes 

to meet with a gentleman with moderate capital to jcin him 

in undertaking electrical installation work, wiring, &c. Must be 

thoroughly competent to estimate for and carry out the electrical 

part of installation work.— Address, in first instance, No. ‘ 3,870,” 
ELEcTRICAL REVIEW, 22, Paternoster Row, London, E.C. 385 


N ELECTRICAL ENGINEER of considerable experience in 
mechanical, electrical, chemical, and electro-mining engi- 
neering, seeks a fresh engagement. Fair analytical chemist, 
draughtsman, mechanic, and experimentalist, accustomed to draw 
specifications and estimates. Would not object to go abroad. 
First-class testimonials and references. An A.Ï.E.E. and member 
Manchester Geological Society.—Apply “0. R. S.,” 126, Stockwell 
Park Road, Brixton, S.W 8849 


NGAGEMENT SOUGHT. — Incandescent, arc or station 
work. Good practical hand; home or abroad. Small 
salary. Good references.—Address, “ 8. »” office of this Paper. 361; 
N ECHANICAL and ELECTRICAL ENGINEER, age 24, 
seeks engagement in good electrical firm. Installation or 
central station work. Home or abroad. Good references. 
Moderate salary.—Address 3,865, office of this paper. 996 ; 


LECTRICAL ENGINEER (22), desires re-engagement. 
Theoretical training, practical experience. Can design.— 
3,857, Care of ELECTRICAL REVIEW. 48,7 


OR SALE.—Two Dynamo Machines, giving 1,000 ampéres by 

10 volts. No reasonable offer refused. Apply, “« X,” care of 

Paterson and Cooper, Pownall Road, sige: at. whose works 
machines can be'viewed. aT 


HELSEA ELECTRICITY SUPPLY COMPANY, Les. —- 

For sale, 20 £5 shares in this company, each £4 paid. Any 

reasonable offer accepted.—Apply to No. 3,851, office of ELECTRICAL 
REvIEw. 3871 


7 LECTRICAL REVIEWS FOR SALE.—Last 11 volumes. 
Perfectly clean and ready for binding—Epwin GREAVES, 


Florence Street, Armley, Leeds. 854 


ANTED.—ELEcrricar, Reviews, December 27th, and title, 
1889, Vol. 25. No. 632, January 3rd; No. 645, — 4th, 
—Harcwarp’ s, 187, Piccadilly, W. 


335) 


FFERS invited for overhead material, lead covered cable,and 
123—30 amp3. portable accumulators.— Apply, MANAGER, 
< Electric Lighting Station (Kensington), Richmond Road, 


3833 


EFORE ORDERING Electrical Plant and Accessories, 
Write for Pamphlets to the ELECTRICAL EN3INEERING 
CORPORATION, LimMITED: “ Electrical Distribution,” ‘ Machine 
Driving by Electricity,” “The Telpher System of ‘Cheap Trans- 


port,” and “ Electrical Supplies.”—68, Victoria St., 


O BE LET, UNFURNISHED, the House No. 23, Porchester 
Gardens, Hyde Park, fitted throughout with electric light, 

with laboratory attached containing gas engine and complete 
electrical plant, fittings, &c. Recently in the occupation of 
Mr. R. E. Crompton.—For particulars apply to JoHNn —— 


Architect, 39, Great Marlborough Street, W. 3574 


NSTRUC!IONS FOR THE LAYING AND JOINTING 
OF UNDERGROUND ELECTRIC CABLES.” — Pro 
fusely Ilustrated.—Translated from the French of Dr. Francois 
Borel. The Kiwxric ENGINEERING Co., 26, Norfolk Street 
London, W.C. as 


LAHMEVER 7 DYNAMO. 
See Advertisement every allernate week, 3519 


BOLLING & LOWE, 2, Laurence Pountney Hill, LONDON. 


ÎLE GENIE CIVIL, 


Weekly Review of French and Foreign Industries In General, 
6, RUE DE LA CHAUSEE D’ANTIN, PARIS. 


Editor-in-Chief, MAX DE NANSOUTY, Ingenieur des Arts et 
Manufactures, Officier d’Academie, Secretary of the Electrical 
Committee of the Exhibition of 1889. 


THE BEST CONTINENTAL ADVERTISING MEDIUM OF ALL. 


All communications for the Advertising or Publishing Depart- 
ment to be addressed to Mr. Bocquer, GENIE CiviL rs À 6, Rue 


THE MIDLAND ELECTRIC WIRE CO. 


MANUFACTURERS OF 


‘COVERED WIRES OF ALL DESCRIPTIONS 


FOR BELL AND HOUSE WORK. 
DYNAMO MACHINES, TELEPHONES, &e,, Xe. 


Fancy Covered and Braided Cables and Wires. 


ELECTRIC LIGHT LEADS 
SILK. AND COTTON COVERED WIRES. — 


R. McGOUNE, BUCH ANAN PU 74 Co., ) ae Manufacturers of Mica for Electrical 


WHOLESALE MICA MERCHANTS, 
LONDON, 


9, MINCING LANE, 


nd all other purposes. Sample and Quota- 

tions on receiptof Patterns and Specifications. 

\ Special Department for Chemicals used by 
Electricians. 3853 


E.C. 


TRADE MARK. 


15,000 Lamp Holders, 
3,000 Shade Holders, 
5,000 Cut-Outs, 
3,000 Main Spring Switches, assorted sizes, 


ELECTRICAL SUPPLIES. 


CRIN A. 


6,000 Ceiling Connectors, 
700 Wall Connectors, 
13,000 Branch Switches, 


STOCKED READY FOR IMMEDIATE DELIVERY. 


THE PATENT CEILING CONNECTOR. 


USE F. L. & CO’S PATENT LAMP CAPS. 
ALL ELECTRIC LIGHTING AND TELEGRAPHIC SUPPLIES. 


Send for and 


c= Note :— : 


FOWLER, LANCASTER & Co., 
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[NSTRUMENTS 


Are more carefully and accurately calibrated than any others in the market. 


EVERSHED'S PATENT | 
Thorough Mechanical Construction. Simple 


A M M ET E R S » connections for heavy currents. 
LE MI ET Can b2 left continuously in Circuit. Do 
V O | == à “ not overheat or burn up the Coils. 
For QUICKLY dés at full working i the ès 
oO H M M ET FE R S. INSULATION RESISTANCE of House Wiring, 
men Dynamos, &c., with PORTABLE 100.Voit 
ENERATOR. | | 
ALTERNATING CURRENT INSTRUMENTS 


à | The ONLY INSTRUMENT FOR THE PURPOSE 
AM M F | FE which can be fixed to a switchboard, reading 
| à 


correctly for any frequency. * 


Ga RDEW Vou LTMETERS. 


Contractors to English & Foreign Government, 
Railways, Central Stations,&c. 


YNAMO 
Armatures insulated entirely with MICA à 

| VENTILATED INSIDE, 


. Long Bearings, ¢ lean and Economical Lubrication . Standard Goolden os ‘Dynamo, built 


POSITIVE DRIVING à 


of Conductors, | = = 2 CHEAPER than any Dynamos with Gramme, Drum and Bar Armatures. 
| | working with same MARGINAL FACTORS BATE 
AMPLE GLEARANGE iil À pi and at same LOW TEMPERATURE. poings over SEVEN TONS without Engine, 
for Armatures. 3 LES 3 3 namos of this tyne have worked at 359 volts. trans- 


A ting power in Mines (a severer test than lighting) 
OT O RS for some years without a penny being spent in repairs. 


STRONGLY BUILT. 


peor 


= Will drive machinery direct with Spur Gearing, without breaking down the armatures, . 


FOR ANY OUTPUT. 


= 

= 
— + 


HIGH EFFICIENCIES. 


= ETES 


DYNAMOS and MOTORS 


‘Built to Specification. 


i] 


linn 


STZAM DYNAMO for ELECTROTYPING. 
supplied to Ordnance Survey Dept. 


WoooFiELD Works. HARROW ROAD, 


LONDON. Ww. 10-H.P. Launch Motor r with Goolden Watertight Armature ; 


will work with Armature in water. 
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Publications. 


THE NINTH ANNUAL PUBLICATION 


BERLY’S ELECTRICAL DIRECTORY, 


Fully Revised and Thoroughly Reliable. 


Bound Scarlet Cloth, Gilt Lettered, 514 Pages. 


CONTAINS A LARGER AMOUNT OF COMMERCIAL TRADE MATTER THAN ANY OTHER ELECTRICAL DIRECTORY. 


SECTIONS :— BRITISH, 338 Pages, Red Eu ges ; AMERICAN, 82 Pages, Blue Edges ; CONTINENTAL, 94 Pages, Yellow Edges. 


THE LEADING ELECTRICAL TRADES DIRECTORY OF GREAT BRITAIN, 
. AND THE OLDEST ELECTRICAL DIRECTORY IN THE WORLD. 
Post Free 6s. 
Invaluable to Manufacturing Electricians, Electrical Engineers and Contractors, Telegraph and Telephone Constructors, Makcrs of 
High Speed and other Engines, Motors of all kinds, Driving Bands, Carbons, Chemicals, Insulators and Insulating Materials, Wire and 
Cable Manufacturers, Wholesale and Retail Dealers in Electrical Goods, and to Manufacturers of any article — and used al the 


Electrical Trades. No office is complete without a copy. 


| CAN BE OBTAINED THROUGH ANY BOOKSELLER, OR FROM 
Wm. DAWSON & SONS, 148-149, Upper Thames Street, LONDON, E. C. 


Ready this day, Royal 32mo Oblong, 5s. Leather (Post Prin. 


THE ELECTRICAL ENGINEER'S POCKET-BOOK 


OF MODERN RULES, FORMULA, TABLES 
AND DATA. | 


By H. R. KEMPE, NM. Inst. E.E., A.M.Inst. C.E., 


Technical Postul 


L ‘NDON : 


CROSBY LOCKWOOD & SON, 7, Stationers’ Hall Court, E. a 


Ready this day, Crown 8vo, 5s. Cloth. 


ELECTRIC LIGHT FITTING 


A HANDBOOK FOR WORKING ELECTRICAL ENGINEERS. 


EMBODYING PRACTICAL NOTES ON INSTALLATION © 
MANAGEMENT. 


By JOHN W. URQUHART) Electrician, 


Author of * Electric Light,” 


Loidon: CRUS3Y LOCKWOOD & SON, 7, Stationers’ Hall Cowt, EC, 


Le MONITEUR des INVENTIONS INDUSTRIELLES 


15th YEAR. 


6 BOULEVARD DE STRASBOURG PARIS. 
Sizteen Pages, Half-Monthly, Illustrated. 


| SUBSCRIPTION : 6s. Yearly, 82. Gd. Half-Yearly, Post Free. 


ESTABLISHED 1880. 
THE 


Railway Engineer 


An Illustrated Monthly Review of the Construction, Machinery and 
Administration of Railways. 


MONTHLY, ONE SHILLING. 


A Valuable Work for Reference, illustrated with large 


LITHOGRAPHED WORKING DRAWINGS 


Uf Locomotives and other ni à Stock ; Bridges aud all 
kinds of Railway ppliances. 


| ANNUAL SUBSCRIPTIONS, IN POSTAL UNION, 14s. 


(Huyuble in Advunce, including Postage.) Specimen Copy Post Free, 1s. 


OFFICES :—8, CATHERINE ST., STRAND, LONDON, W.C. 


SE A XL INT. 


THE BEST MEDIUM FOR ADVERTISING IS THE REVIEW 


Gl Glectricista, 


CALLE MUNTAUER 36, BARCELONA. 


Reaches everyone connected with Electrical matters in Spain and 
the South American Republics, also Electric Lighting Stations, 
Mills, Arsenals, Telegraph Officials, &c. 


SEND FOR ADWERTISING RATES. 


Subscription 10s. Yearly. | 


ELECTRICAL REVIEW. 


INDINGS AND CASES.—Subscrisers and others can Lav: 

their half-yearly numbers bound handsomely in Black 

Cloth at the rate of 3s. 6d. per volume. Cases for binding are 
also supplied at 2s. 6d. each.—22, PATERNOSTER Row, Lonpown. 


PATENT 


SELF-BINDERS 


THE “ELECTRICAL REVIEW.” 


Tuts Self- Binder, or Reading Case, is intended to hold Euectricat 
Reviews of any number until the half-yearly volume is com- 
pleted and ready for permanent bindirg, the width of the 
back being widened or contracted by sliding the back cover in 
or out as desired. 

To be obtained at the Exectricat Revisw office, 22, Pater 
noster Row, London. 


Price 6s., Post Free (in Great Britain) 6s. 6d. 


Cheques and Money Orders to be made payable to H. ALABASTER 
the latter on Chief Office, London. 
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Cloth, 4s. 6d., Post Free. 55 Illustrations. By JAMES SWINBURNE. 
Practical Electrical Measurement. 


“ Altogether the book is an excellent one, the few points that have been objected to in this notice being. almost the unly ones that 
out, of a large mass cf matter have struck us as perhaps open to criticism.”—Electrician, February 15th, 1889. 


‘“ The author comes to his task, however, so well Loges 30 by practical experience, that there appears to be a basis for his very pro- 
nounced confidence. 1 1s selection and treatment of the subject matter is decidedly original, and a large amount of sterentyped matter, 
which is usually deemed indispensable to works on electrical subjects, is conspicuous by its absence.” —The Electrical Engineer, (New 
York), February, 1889. 


‘‘ Taken as a whole, the book is a most readable and instructive one, and, with the illustrations, isa valuable addition to the 
literature of a subject which is interesting to all engaged in practical electrical work.”’—Electrical World, New York, January 12th, 1889. 


“ It docs not need commending ; we have only to give the author’s name and that of the publishers.” —Electrical Plant, January, 1889, 


“There are many points in this volume which will be of great value to the practical electrical engineer who has to work with such 
of the measuring instruments usually supplied.””—Mechanical World, December 15th, 1888. : 


‘ This is a book by a practical man for practical men, and one of a kind which is certainly needed, inasmuch as it furnishes the 
working clectrician with simple rules and methods for the measurement of the various physical quantities with which he is con- 
cerned. . . . . . Much that is practically useful will be found in the book. . . . . . Looking at the book asa 
whole, there is no doubt that it will be welcomed by many engaged in practical electrical work.”’—Industries, March Ist, 1889. 


“ The apparatus necessarily differ more than the methods, and we are glad to fiad that Mr. Swinburne, having essayed to describe 
‘ practical electrical measurement,’ has set a higher value on the fulfilment of his promise, and of the reader’s expectation, than upon 
his ability to nake a mathematical display. He has evidently found that as the algebraical evolutions are within the capacity of most 
youths as they leave school, the practical world is not in the least interested in Mr. Swinburne’s capacity in this respect, while it does 
want to know something about practical electrical measurement. He therefore departs from the more usual course of the pedant, and 
stivks to his subject.”—Engineer, March 29th, 1889. | 


* As it stands the book consists mainly of remarks on almost every form of instrument known in electrical lighting.” —Nature. 
March 28th, 1889. Kee | 


Cloth, 4s. 6d., Post Free. 41 Illustrations and 5 Tables. — By F. B. BADT. 


Incandescent Wiring Handbook. 


Multiple Arc System; ‘Three-Wire System; Methods of Running Wire; Location of Safety Devices and Switches; Fixtures and 
Klevators; Wire Gauges ; General Electrical Data; Calculating Sizes of Wires; and two Appendices. 


_ Cloth, 4s. 6d., Post Free. 70 Hlustrations. By F. B. BADT. 
Dynamo Tenders’ Handbook. 


Elem :ntary Vata; Arrangement of Power ; Dynamo-Electric Machines ; Diseases of Dynamcs; Lamps; Insts uments ; Circuits or Leads ; 
Aceunulators ; Safety Regulations ; Table of Electric Light Conductors; Lamp Lighting Schedule; Construction Tools. 


Cloth, 4s. 6d., Post Free. 97 Illustrations. By F. B. BADT. 


Bell Hangers’ Handbook. 


Vcltaic Electricity; Description of Batteries; Elementary Data; Connecting Batteries; Battery Data; Electro-Magnets Induction Coils ; 
Electric Bells; Annunciators; Electric Alarms; Gas Lighting Apparatus; Electric Heat Regulation ; 
3 Running Electric Wires; Testing Instruments. © | 


Paper Covers, 1s. Post Free. By EDWARD TREVERT. | 


Everybody’s Handbook of Electricity. 


WITH GLOSSARY OF ELECTRICAL TERMS AND TABLES OF INCANDESCENT WIRING. 


Cloth, 3s. 6d., Post Free. Illustrated. (Translation.) By Dr. TUMLIRZ. 
Electric Potential. 


Cloth, 12s. 6d., Post Free. By G. S. BOWER and W. WEBB. . 


Law of Electric Lighting. 


Cloth, 12s. 6d., Post Free. Illustrated. (2nd Edition, Enlarged.) 
By T. C. MARTIN and J. WETZLER. | ne 


The Electric Motor and its Applications. 


Elementary Con:iderations ; Early Motors and Exper ment: in En-ope; Early M tors and Experiments in America ; Electrical 
Transmission of Power; The Modern Electric Railway and Tramway in Europe; The Modern Electric Railway and Street Car Line 
in America; The Use of Storage Batteries with E'ectric Motors for Strees Railvays; The Induitrial Application of Electric Motors 
in Europe; Ditto in America; Electric Motors in Marine and Aerial Navigation; Telpherage; Latest American Motors and Motor 
Systems; Latest Euvopean Motors and Motor Systems ; Alternating Current Motors ; Thermo-Magnetic Motors. 


Published by H. ALABASTER, GATEHOUSE & CO. 
22, PATERNOSTER ROW, LONDON. 
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0.’S FITTED WITH 
STEAM BOILERS 
< ELIMINATING ALL 
LOCO, MULTITUBULAR, | DEPOSIT. 
( 


LANCASHIRE and other types, ‘ON BOILER PLATES. 


ENGINEERS & BOILER MAKERS, Constructed for High-Pressure Steaming. 
WALBROOK HOUSE, LONDON. E.C. ILLUSTRATED PRICE LIST UPON APPLICATION. mn 
Works: si. ceorce street, Lonnow, LONGON Office of CHARLESWORTH, HALL & 19 


~ INCANDESCENT * LAMPS , 


GUARANTEED. À 


EVERY N &CESSARY FOR ELECTRIC LIGHTING. | 

DYNAMOS OF THE BEST CONSTRUCTION. 
“MEASURING INSTRUMENTS AT LOWEST PRICES. 


F. ZOPKE, Wilhelm-Strasse, 98, BERLIN, W. 


} Flectrische & madnetische Messinstrumente 
_HARTMANN< BRAUN BOCKENHEIM- FRANKFURT 


Complete outfittings of Laboratories 3 
with Reading-Telescopes, reflecting Dead-heat Galvanometers, Tangent- 
Galvanometers, Llectro-DPynamometers, Standard-Resistances, Rheostats, 
Sets of Resistance-Coils with bridge ete., asall other accessory instruments. 

Terrestrial-Magnetic Instruments, System Professor Kohlrausch. 
Optical Glasses, Astronomical Instruments. 


For technical purposes: Volt- and 
Electr. Pyrometers, showing up to 1000 and 1509 C., Syst. Prof. Braun. 


Telethermometers, Telephonie Apparat. of proved systems and exactest execution. 


Batteries and ccumulators of own construction, very useful for testing Purposes. 
Pricelists with many illustrations free on application. 


ESTABLISHED 1872. 


THE TELEGRAPHIC J OURNAL. AND 


ELECTRICAL REVIEW. 


__ Published every FRIDAY, Price 4d. | 
TO BE OBTAINED BY ORDER FROM ANY NEWSAGENT IN TOWN OR ‘COUNTRY. 


OFFICE, 22, PATERNOSTER ROW, LONDON. 


TELEGRAPHIC ADDRESS: "AGBEKRAY, LONDON.”? CODE A BOC. 
All Letters should be addressed to the Proprietors, H, Alabaster, Gatehouse & Co. 


NOTICE TO SUBSCRIBERS. 


By special arrangement with the proprietors, we are enabled to supply any ot our Subscribers | 
with that excellent monthly paper THE ELECTRICAL ENGINEER, of New York, post free, for 128. 


per annum. Our Subscribers will, in this way, be enabled to obtain, at a very advantageous rate, this 
TAIDADIS compilation of American electrical news, edited by Frank L. Pope, Esq. 


NOTICE TO ADVERTISERS. 


The following are the latest times up to which Advertisements can be received for publication 
in current week’s issue:—New Advertisements, or Alterations to existing ones, Wednesday 2 p.m. 
Small Announcements for middle pages Thursday 2 p.m. 


ADVERTISEMENT RATES ON APPLICATION. 


—— — --- 


Cheques and Post Office Orders (on Chief Office, London) to be made payable to Mr. H. PRR 22, Eee Row, E.C. 
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TELEPHONE No. 1,982. Te*egraphic Address: ‘ PLATESSA,” LONDON. 


POOLE WHITE, 


58 & 59, BREAD STREET, CHEAPSIDE, LONDON, E.C. 


Jt 


No. 15,187. 


No. 3,261. 


à 


AAR 


No. 15,252. 


MANUFACTURERS AND SUPPLIERS 


TO THE 
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EUILLINCS, 


91, ST., LONDON, E.C. 


APPLETON, BURBEY & WILLIAMSON, 


MAIN AND DISTRIBUTING 


| ‘APPLETON, BURBEY & WILLIAMSON, 


APPLETON, BURBEY & WILLIAMSON, 


APPLETON, BURBEY & WILLIAMSON, 


MAIN BRANCH SWITCHES WITH PATENT ADJUSTABLE 


CONTACTS. 


APPLETON, BURBEY & WILLIAMSON, _ 


WOOD ANY PATTERN. 


APPLETON, BURBEY & WILLIAMSON, 


ELECTRIC BELLS, PUSHES, 


APPLETON, BURBEY & WILLIAMSON, 


ILLUSTRATED CATALOGUE ON APPLICATION. 


STEAM WORKS, HATTON GARDEN, 


CHINA SWITCHES, FUSES, CEILING ROSES. 
CHINA WALL LAMPHOLDERS. 
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we | UPWARDS OF 
ELECTRIC Say 


ji Free for Supplying and Fixing 
Telephones and Lines any distance, 
Liberal Terms to the Trade, 


UNIVERSAL 
Suitable for all purposes. 


LU TELEPHONE CO. 


From 25s. to 80s. Rx. 11, Queen Victoria St, 
PER INSTRUMENT. LONDON, E.C. [e | 


GENERAL ELECTRIC POWER TRACTION Co, Lu, 


Malden Works, Kentish Town, LONDON, N.W.; and at 35, NEW BROAD ST., E.C. 


DYNAMOS AND MOTORS 


FOR ELECTRIC LIGHTING AND POWER WORK. 
ELECTRO DEPOSITION OF METALS. 


ELECTRIC LAUN 


On the Thames for SALE or HIRE. Terms on application to 
- Platts Eyot, Hampton. 


ELECTRIC TRACTION | 


LINES EQUIPPED AND CONTROLLED. | 
The North Metropolitan Tramway Co.'s line on the Barking Road now run by Electric Cars supplied by this Company. 


SOLD OUTRIGHT. 


— 


ME | or RETUN WIRE —» 


ESTIMATES AND FULL PARTICULARS ON APPLICATION. 3867 


CHARLESWORTH, HALL Co, 


Electrical Engineers, | 
RICHMOND HILL IRON WORKS, 
SILVER MEDAL, BARCELONA, 1688. _ OLDHAM. F 

MAKERS OF | | 
ENCINES, 
DYNAMOS & MOTORS, 


SEARCH-LIGHT PROJECTORS, &c. 
SHIP LIGHTING A SPECIALITY. ___ 


Complete Installations 
of all kinds. 
Estimates on Application. 7 
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The following sizes of Compound-Wound Dynamos are 
kept in stock or in progress. . 


tt Lamps Amps. Volts. Speed. | PRICE. 
| 2 45 100 852 | £76 

— LS 2. | 180 90 100 1020 £99 
220 120 100 880 &121 
_— | 400 | 200 100 825 | £170 


PROJECTORS IN STOCE. 
3522 
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1890. 


ELECTRIC CO. 


TELErHONIC APPARATUS. 


ARC LAMPS AND DYNAMOS. 
PATTERSON CABLES FOR TELEPHONES, TELEGRAPHS AND ELECTRIC LIGHT. 


79, COLEMAN STREET, LONDON, E.C. 
CHICAGO, NEW YORK AND ANTWERP. | 


CENTRAL STATIONS. 


CROMPTON & COMPANY, LIMITED, have erected, or are now | M 


_ erecting, Central Stations, and manufacturing machinery for same, 
to supply . | 


321,000 LAMPS. 


This represents two-thirds of the total horse-power being put down 
in this Country for Continuous Electric Supply, or in other words, 


100,000 LAMPS 
MORE THAN ALL OTHER LOW PRESSURE SYSTEMS COMBINED. 


Full information on the latest developments of Electrical Engineering and Tenders for Central Stations of 4 
any magnitude, can be obtained by applying to— 


CROMPTON & CO. Ltd. 
MANSION HOUSE BUILDINGS, LONDON, E.C. 


Works :-—-CHELMSFORD & LONDON. 


HOLROYD SMITH, 


Crossley Street, HALIFAX, and 18, Abingdon St., WESTMINSTER, 


ENGINEER DURING CONSTRUCTION OF 


BLACKPOOL ELECTRIC TRAMWAY, 


AND PATENTERS OF SYSTEM. 


"Contracts undertaken for (UNDERGROUND CHANNELS, 


equipping and working Rail- 
ways or Tramways with 


Electricity by means of | OVERHEAD CONDUCTORS. 
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